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 SCOPE 

 Complete inspection and service of band screen. 

  

 REQUIREMENTS 

 
In reference to Minor Service which is Fixed Price, minor repairs and/or additional replacements can be undertaken 
where it complies with the Find & Fix process. 

  

 
Confirm spare rotating brushes and rotating brush bearings are available prior to disassembly for Intermediate 
Service and Major Service. 

  

 
Where a service is scheduled at the same time for multiple band screens, all scheduled services to be completed as 
per task list before removal of any screen from channel for any required additional work. 

  

 *Requires Franna & Dogger* 

  

  

  

  

 MINOR SERVICE 

 Inlet channel needs to be drained to expose all parts of screen. 

 Arrange cleaning of channel and all parts of screen before commencing maintenance tasks. 

 Clean screen, clean rotating brush & chute plate of contaminates. 

 Check for damaged perforated plates. 

 Check bracketing and seals against channel: 
  Screen - side seals. Examine for wear and adjust if necessary. 

  Lateral side sealing plates. Examine for damage. 

  Sealing brushes. Examine for wear and adjust if necessary.  

 Check nozzles are not blocked. 

 Grease main drive shaft – drive end and non-drive end.   *Grease screen bearing insert until old grease purged. 

 Grease brush bearings – drive end and non-drive end. 

 Check rotating brush for wear. Adjust if necessary. 

 Check gear motor unit for leaks, noise and vibration – main drive and rotating brush drive. 

 Check hold-down bolts are tight – main drive and rotating brush drive.  

 
Check oil for contamination – main drive gear motor unit (and secondary gearbox) and rotating brush gear motor 
unit. 

 Check all bolts for tightness.  
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 INTERMEDIATE SERVICE 

 

*Minor repairs and/or additional replacements other than already documented can be undertaken, however, request 
to be submitted to Urban Utilities for approval before proceeding.* 
 

  

 Inlet channel needs to be drained to expose all parts of screen. 

 Arrange cleaning of channel and all parts of screen before commencing maintenance tasks. 

 Clean screen, clean rotating brush & chute plate of contaminates. 

 Check for damaged perforated plates. 

 Check bracketing and seals against channel: 

  Screen - side seals. Examine for wear and adjust if necessary. 

  Sealing brushes. Examine for wear and adjust if necessary. 

  Lateral side sealing plates. Examine for damage. 

 Check nozzles are not blocked. 

 Remove and replace rotating brushes and rotating brush bearings.  

 Check condition of rotating brush shaft. 

 Grease main drive shaft – drive end and non-drive end. *Grease screen bearing insert until old grease purged. 

 Grease brush bearings – drive end and non-drive end. 

 Check gear motor unit for leaks, noise and vibration – main drive and rotating brush drive. 

 Check hold-down bolts are tight – main drive and rotating brush drive.  

 
Check oil for contamination – main drive gear motor unit (and secondary gearbox) and rotating brush gear motor 
unit. 

 Check drive sprocket (drive gear) for wear and tear 

 Check all bolts for tightness. 
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 MAJOR SERVICE 

 

*Minor repairs and/or additional replacements other than already documented can be undertaken, however, request 
to be submitted to Urban Utilities for approval before proceeding.* 
 

  

 Inlet channel needs to be drained to expose all parts of screen. 

 Arrange cleaning of channel and all parts of screen before commencing maintenance tasks. 

 Clean screen, clean rotating brush & chute plate of contaminates. 

 Check for damaged perforated plates. 

 Check bracketing and seals against channel: 

  Screen - side seals. Examine for wear and adjust if necessary. 

  Sealing brushes. Examine for wear and adjust if necessary. 

  Lateral side sealing plates. Examine for damage. 

 Check nozzles are not blocked. 

 Remove and replace rotating brushes and rotating brush bearings.  

 Check condition of rotating brush shaft. 

 Grease main drive shaft – drive end and non-drive end. *Grease screen bearing insert until old grease purged. 

 Grease brush bearings – drive end and non-drive end. 

 Check for wear of the screen chains. 

 Check tension of the screen. Adjust if necessary.  

 Check gear motor unit for leaks, noise and vibration – main drive and rotating brush drive. 

 Check hold-down bolts are tight – main drive and rotating brush drive.  

 
Replace oil – main drive gear motor unit (and secondary gearbox) and rotating brush gear motor unit. Check 
condition of old oil.  

 Check drive sprocket (drive gear) for wear and tear 

 Check all bolts for tightness.  

  

  

  

  

  

  

  

  

  

  

  



  

 
JOB PLANS   

 
 

 

DESCRIPTION: 
Mechanical – ST018 Aquascreen Band Screen – 
Inspection and Service 

FREQUENCY:  

LOCATION: ST018 Luggage Point STP STANDARD JOB No.:  
 

Doc Id: FOR466 Active Date: 18/07/23  Revision 2 
Owner Tyson Craig Printed:  Page 4 of 4 
Note: Printed copies of this document should be verified for currency against the published electronic copy. 

 

  

  

  

 CONTINGENCY LUBRICATION SERVICE 

 **Contingency service to be utilised while band screen is waiting removal for overhaul** 

 Check nozzles are not blocked. 

 Check rotating brush for wear. Adjust if necessary. 

 Grease main drive shaft – drive end and non-drive end.   *Grease screen bearing insert until old grease purged. 

 Grease brush bearings – drive end and non-drive end. 

 Check gear motor unit for leaks, noise and vibration – main drive and rotating brush drive. 

 Check hold-down bolts are tight – main drive and rotating brush drive.  

 
Check oil for contamination – main drive gear motor unit (and secondary gearbox) and rotating brush gear motor 
unit. 

 Check all bolts for tightness.  

  

  

  

 CONTINGENCY LUBRICATION AND BRUSH SERVICE 

 **Contingency service to be utilised while band screen is waiting removal for overhaul** 

 Check nozzles are not blocked. 

 Remove and replace rotating brushes and rotating brush bearings.  

 Grease main drive shaft – drive end and non-drive end.   *Grease screen bearing insert until old grease purged. 

 Grease brush bearings – drive end and non-drive end. 

 Check gear motor unit for leaks, noise and vibration – main drive and rotating brush drive. 

 Check hold-down bolts are tight – main drive and rotating brush drive.  

 
Check oil for contamination – main drive gear motor unit (and secondary gearbox) and rotating brush gear motor 
unit. 

 Check all bolts for tightness.  

  

  

  

  

  

  

  

  

  
 
 
 
 
 

 


