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5 Cassa X -FLOW GT 2000 / Mead Oox 
4 Scivolo cascade con 'flap gate' / Chute with flap gate 

3 GT 2000 BSX 

2 Miscelatore laterale / Tank mixer 

1 BPF 2000 BSX 
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1. Introduction 

SIEMENS - CASCADE 

The Cascade is a dewatering system made of a gravity belt thickener positioned upstream a 

belt press filter. The GTN is supported by columns made of reinforced concrete not included 
in the SIEMENS scope of supply. 

2. Models 

The models of the above described machines are: 

GTN 2000 as gravity belt thickener. 

BPF 2000 BSX -L as belt press filter. 

The operating and maintenance instruction of these machines are given in the relevant man- 
uals. 

3. Overall dimensions 

See the attached drawing 60407976a. Note: the supporting structure shown is for guidance. 
Equivalent solution may be acceptable to match specific needs providing to keep the same 
center line and levels. 

4. Assembling 

The machines are delivered with some parts not assembled. They have to be assembled 
according to the instruction given in the relevant manual. Once the BPF is completed and posi- 
tioned on the relevant foundation proceed as follow: 

1 - Position the GTN on the top of the supporting structure. See the GTN instruction manual 
for its assembling. 

2 - Position the X -flow tank on the foundation. 

3 - With ref. to the attached drawing 60312084a, position the GTN discharge chute between 
GT and BPF. 

WARNING: all machines must be set flat according to the assembling instruction 

5. Spare parts 

See dwg. 60312084a 

Item Description PN Q.ty 
2 Transversal seal 60127421 1 

8 Seal 60127423 1 
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