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Refer catalogue ETC08

11 - 2

Price Schedule ‘B2’
GST not included

11

OEM enclosures
Type MNX

MNX Features
n 30 different sizes available
n Two base depths, 25 mm and 50 mm
n Smoked transparent or grey cover option
n International Protection degree IP 66/67

47.00

49.50

49.50

49.00

53.00

50.50

51.50

56.00

60.00

60.50

57.50

60.00

60.50

62.00

67.00

68.50

69.50

71.50

69.50

69.50

71.50

74.00

88.50

95.50

91.00

99.50

105.00

155.00

157.00

164.00

46.00

49.00

49.00

48.50

50.50

49.00

51.00

55.50

59.50

60.00

57.00

59.50

60.00

61.50

66.50

67.50

69.00

71.00

69.00

69.00

71.00

73.50

87.00

91.50

90.00

96.50

102.00

153.00

154.00

160.00

PC 100/35 LG

PC 100/75 LG

PC 100/100 LG

PC 100/60 HG

PC 100/75 HG

PC 100/100 HG

PC 100/125 HG

PC 125/35 LG

PC 125/75 LG

PC 125/100 LG

PC 125/60 HG

PC 125/75 HG

PC 125/100 HG

PC 125/125 HG

PC 150/35 LG

PC 150/50 LG

PC 150/75 LG

PC 150/100 LG

PC 150/60 HG

PC 150/75 HG

PC 150/100 HG

PC 150/125 HG

PC 175/60 HG

PC 175/75 HG

PC 175/100 HG

PC 175/125 HG

PC 175/150 HG

PC 200/75 HG

PC 200/100 HG

PC 200/150 HG

PC 100/35 LT

PC 100/75 LT

PC 100/100 LT

PC 100/60 HT

PC 100/75 HT

PC 100/100 HT

PC 100/125 HT

PC 125/35 LT

PC 125/75 LT

PC 125/100 LT

PC 125/60 HT

PC 125/75 HT

PC 125/100 HT

PC 125/125 HT

PC 150/35 LT

PC 150/50 LT

PC 150/75 LT

PC 150/100 LT

PC 150/60 HT

PC 150/75 HT

PC 150/100 HT

PC 150/125 HT

PC 175/60 HT

PC 175/75 HT

PC 175/100 HT

PC 175/125 HT

PC 175/150 HT

PC 200/75 HT

PC 200/100 HT

PC 200/150 HT

With grey cover
Cat. No. Price $Price $

Overall enclosure
dimensions in (mm) Standard polycarbonate base & polycarbonate cover

With transparent cover
Cat. No.HW

80

80

80

80

80

80

80

130

130

130

130

130

130

130

130

130

130

130

130

130

130

130

180

180

180

180

180

180

180

180

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

130

130

130

130

130

130

130

130

130

130

130

130

130

130

180

180

180

180

180

180

180

180

180

180

180

180

180

255

255

255

D
35

75

100

60

75

100

125

35

75

100

60

75

100

125

35

50

75

100

60

75

100

125

60

75

100

125

150

75

100

150

Lid
height
(mm)

10

50

75

10

25

50

75

10

50

75

10

25

50

75

10

25

50

75

10

25

50

75

10

25

50

75

100

25

50

100

Base
depth
(mm)

25

25

25

50

50

50

50

25

25

25

50

50

50

50

25

25

25

25

50

50

50

50

50

50

50

50

50

50

50

50

Complete enclosures with gasket and cover screws but without mounting plate

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.
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Refer catalogue ETC08

Price Schedule ‘B2’
GST not included

11

OEM enclosure accessories
Type MNX

FPA100130

FPA125130

FPA150180

FPA175180

FPA200180

16.80

21.20

25.20

29.60

38.00

Description
Suit MNX
enclosure base size Cat. No. Price $

Aluminium front plate

(must be hinged with swing panel

bracket HFP130 or HFP180)

130 x 80 mm

130 x 130 mm

180 x 130 mm

180 x 180 mm

255 x 180 mm

MIV100

MIV125

MIV150

MIV175

MIV200

MB10631

5.90

7.30

8.70

10.40

14.00

9.40

Mounting plate

Ventilation device (IP 33)

130 x 80 mm

130 x 130 mm

180 x 130 mm

180 x 180 mm

255 x 180 mm

MIV5

MIV10

MIV15

MIV20

6.20

6.90

9.00

10.00

DIN 35 mounting rail

50 mm

100 mm

150 mm

225 mm

80 mm base sides

130 mm base sides

180 mm base sides

255 mm base sides

MB14552 1.60Wing head screws All enclosure sizes

THA 16.20External hinge set All enclosure sizes

DP14553 1.50Sealing plug for cover screws (in grey covers)

MB12189 1.80Drain plug (IP 43) All enclosure sizes

MB28086 20.80Circuit board bracket All enclosure sizes

HFP130

HFP180
7.80

8.40

Swing panel bracket 130 mm base sides

180 mm base sides

KN39X95

KN29X95

0.80

0.80

Mounting screws 50 mm high base

25 mm low base

FP22046 5.20Wall fastening lug set

(set of 4 pieces

including screws)

All enclosure sizes

Aluminium front plate

Wing head screws

External hinges

Mounting plate

Sealing plug for cover screw

Wall fastening lug set

DIN 35 mounting rail

Drain plug

Circuit board bracket

Technical data – Polycarbonate
International Protection Degree IP 66/67 (IEC 529) dual rated
Temperature range of material (short term) –40 °C to +120 °C

(continuous) –40 °C to +80 °C
Impact resistance Excellent – IK08

Total insulation
Standard colour Grey (RAL 7035)
Standard gasket material TPE
Flame resistance UL 94-5 V
Materials Halogen free polycarbonate
Chemical resistance Good

Swing panel bracket
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Price Schedule ‘B2’
GST not included
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Piccolo enclosures
Type PC

Features
n Halogen free polycarbonate material
n International Protection degree IP 66/67
n Total insulation
n Colour grey RAL 7035
n Impact resistant

PC C65 T

PC D85 G

PC F65 T

PC H95 G

PC M95 T

B-MP

C-MP

D-MP

F-MP

H-MP

M-MP

PC B65 T 

PC B85 T 

PC C65 T 

PC C85 T 

PC D65 T 

PC D85 T 

PC F65 T 

PC F85 T 

PC H95 T 

PC M95 T 

PC B65 G 

PC B85 G 

PC C65 G 

PC C85 G 

PC D65 G 

PC D85 G 

PC F65 G 

PC F85 G 

PC H95 G 

PC M95 G 

5.20

8.90

9.60

12.40

21.40

29.60

Mounting plates - metal

50.00

59.00

52.00

59.00

55.00

62.50

60.50

67.50

70.50

77.50

Accessories

PA22039

FP22040

B80

C110

D140

Hinges (set of 2)

External fixing brackets (set of 2)

80 mm DIN 35 rail

110 mm DIN 35 rail

140 mm DIN 35 rail

Cat. No.

Description Cat. No. Price $

Price $

Price $

Dimensions 
external (in mm)

Complete enclosures with transparent or grey cover
(without mounting plate)

12.40

6.50

4.80

6.70

9.90

W H

80

80

80

80

80

80

80

80

140

140

x

x

x

x

x

x

x

x

x

x

x

x

110

110

140

140

170

170

230

230

170

230

D

65

85

65

85

65

85

65

85

95

95

Internal
depth 1)
(mm)

52

72

52

72

52

72

52

72

81

81

Weight
(kg)

0.18

0.22

0.21

0.26

0.24

0.29

0.31

0.37

0.43

0.55

54

54

54

54

95

95

x

x

x

x

x

x

x

x

x

x

x

x

80

110

140

200

125

185

1.5

1.5

1.5

1.5

1.5

1.5

W Hx x D (thickness)

With 
Grey cover
Cat. No.

With
Transparent cover
Cat. No.

x

x

x

x

x

x

x

x

x

x

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Note: 1) Internal depth measured to mounting plate.

Refer catalogue ETC08
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Price Schedule ‘B2’
GST not included
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Euronord enclosures
Type PC – Polycarbonate

16.20

1.80

Price $

Mounting plates
metal
Cat. No. Price $

–

5.20

5.30

7.00

7.00

8.90

9.90

10.80

12.20

12.20

31.50

N/A

TM 0808

TM 0812

TM 0816

TM 0816

TM 1212

TM 1216

TM 1220

TM 1625

TM 1625

TM 2330

TH A

MB12189

Features
n Self-extinguishing material
n Easy machining with standard tools
n Excellent insulating properties
n Wide operating temperature range
n Light weight
n Very high impact resistance
n Good resistance to chemical attack
n Cost-effective material for harsh environments
n Grey or transparent covers
n Stainless steel phillips head cover screws

Technical data
International Protection degree IP 66/67 (IEC 529)
Temperature range of material (short term) –40 °C to +120 °C 

(continuous) –40 °C to +80 °C
Total insulation
Impact resistance IK08
Base colour Grey (RAL 7035)
Flame resistance UL 94-5 V
Material Halogen free polycarbonate
Chemical resistance Good
UV resistance UL 508

56.00

89.50

97.00

104.00

113.00

131.00

164.00

167.00

200.00

250.00

285.00

With transparent 
cover
Cat. No.

Enclosure dimensions
in mm (Nominal)

PCT 050705

PCT 080807

PCT 081206

PCT 081607

PCT 081610

PCT 121210

PCT 121609

PCT 122008

PCT 162509

PCT 162513

PCT 233011

55.00

87.50

90.50

98.50

107.00

122.00

147.00

157.00

198.00

245.00

280.00

Price $

With grey
cover
Cat. No.
PC 050705

PC 080807

PC 081206

PC 081607

PC 081610

PC 121210

PC 121609

PC 122008

PC 162509

PC 162513

PC 233011

Hinge set

Draining plug

Accessories Price $Cat. No.

These high quality thermoplastic enclosures are suitable for applications where elegant looks, 
durability and light weight are important considerations. 

W H
50

80

80

80

80

120

120

120

160

160

230

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

65

82

120

160

160

122

160

200

250

250

300

D
45

65

55

65

95

95

90

75

90

125

110

Complete enclosures with transparent or grey cover (without mounting plate)

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Refer catalogue ETC08
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GST not included
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Euronord enclosures
Type AL – Aluminium

5.30

6.50

7.00

13.00

21.80

24.20

30.00

24.00

26.80

36.00

60.50

31.00

31.00

38.00

44.00

44.00

48.00

73.00

75.50

86.00

84.00

95.50

110.00

113.00

151.00

172.00

240.00

260.00

305.00

400.00

350.00

445.00

530.00

640.00

740.00

1170.00

770.00

910.00

1250.00

1240.00

1350.00

1100.00

2410.00

AL 060605

AL 061005

AL 061505

AL 080806

AL 081306

AL 081806

AL 082506

AL 121208 1)

AL 122208 1)

AL 123608 1)

AL 161609 1)

AL 162609 1)

AL 163609 1)

AL 165609 1)

AL 232011 1)

AL 232018 1) 

AL 232811 1)

AL 233311 1) 

AL 233318 

AL 234011 

AL 236011 

AL 314011

AL 316018 

N/A

N/A

N/A

AM 0808

AM 0813

AM 0818

AM 0825

AM 1212

AM 1222

AM 1236

AM 1616

AM 1626

AM 1636

AM 1656

AM 2320

AM 2320

AM 2328

AM 2333

AM 2333

AM 2340

AM 2360

AM 3140

AM 3160

Metal
baseplate

Cat. No. Price $Price $

Complete
enclosure

Cat. No.

86.00Hinge set AH A
Accessories Price $Cat. No.

Technical data
International Protection degree IP 66/67 (IEC 529)
Temperature range of material (short term) –50 °C to +140 °C

(continuous) –40 °C to +80 °C
Impact resistance Excellent
Colour Grey (RAL 7001)
Chemical resistance Good
Material Cast aluminium (AL-Si 12)

Euronord cast aluminium enclosures
are excellent for very demanding
applications where metal enclosures
with high rigidity are required.

W H

66

66

66

77

81

81

81

124

125

125

162

162

164

164

204

200

230

230

230

230

230

316

310

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

60

100

152

81

127

177

252

125

222

362

163

263

364

564

234

230

280

330

330

401

600

404

600

D

46

46

46

57

57

57

57

81

81

81

91

91

91

91

111

180

110

110

180

110

110

111

180

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

66/67

Enclosure dimensions
in mm (Nominal)

Complete enclosures (without baseplate)

Note: 1)  Use hinge set AH A.

IP rating

Features
n Captive stainless steel cover screws
n Each enclosure has 1-4 earth screws depending on size
n Lighter than steel enclosures
n Rigid construction
n High impact resistance
n Good heat-sink properties
n Easy earthing
n Good resistance to chemical attack
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Euronord enclosures
Type P – Polyester

Features
n Rigid construction
n Excellent resistance to corrosion and chemical attack
n Ideal for hostile environmental conditions 
n Good insulating properties
n Wide operating temperature range
n Light weight

6.70

7.00

9.80

10.60

21.80

24.20

26.00

33.00

38.50

50.50

76.50

139.00

157.00

171.00

185.00

250.00

300.00

345.00

420.00

530.00

700.00

990.00

Metal
baseplate

Cat. No. Price $Price $

Complete
enclosure

Cat. No.

Enclosure dimensions
in mm (Nominal)

P 080806

P 081106

P 081606

P 081906

P 121209

P 122209

P 161609

P 162609

P 163609

P 252612

P 254012

PM 0808

PM 0811

PM 0816

PM 0819

AM 1212

AM 1222

PM 1616

PM 1626

PM 1636

PM 2526

PM 2540

Technical data
International Protection degree IP 65 (IEC 529)
Temperature range of material (short term) –50 °C to +120 °C

(continuous) –40 °C to +80 °C
Total insulation
Impact resistance IK08
Colour Grey (RAL 7001) polyester
Chemical resistance Excellent
Flame resistance UL 94-5 V
Material Glass fibre reinforced 

polyester (GRP)

86.00Hinge set AH A
Accessories Price $Cat. No.

These high quality glass
fibre reinforced polyester 
enclosures are the best
choice for hostile
environments 
and outdoors. They can
withstand salt water
environments and high
concentrations of
chemicals.

W H
75

75

75

75

120

120

160

160

160

250

250

x

x

x

x

x

x

x

x

x

x

x

x x

x

x

x

x

x

x

x

x

x

x

x

80

110

160

190

122

220

160

260

360

255

400

D
55

55

55

55

90

90

90

90

90

120

120

EXCELLENT CHEMICAL RESISTANCE

Complete enclosures (without baseplate)

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Refer catalogue ETC08
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Price Schedule ‘B2’
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16.20

1.80

TH A

MB12189

Hinge set

Draining plug

Accessories Price $Cat. No.

Features
n Good impact resistance
n Good resistance to chemical attack
n Excellent insulating properties
n Easy machining with standard tools
n Light weight

–

5.20

5.30

7.00

7.00

8.90

9.90

10.80

12.20

12.20

31.50

45.50

71.00

72.50

82.00

91.00

100.00

113.00

114.00

174.00

200.00

230.00

Metal
baseplate

Cat. No. Price $Price $

Complete
enclosure

Cat. No.

Enclosure dimensions
in mm (Nominal)

AB 050705

AB 080807

AB 081206

AB 081607

AB 081610

AB 121210

AB 121609

AB 122008

AB 162509

AB 162513

AB 233011

N/A

TM 0808

TM 0812

TM 0816

TM 0816

TM 1212

TM 1216

TM 1220

TM 1625

TM 1625

TM 2330

Technical data
International Protection degree IP 67/66 (IEC 529)
Temperature range of material (short term) –40 °C to +80 °C

(continuous) –40 °C to +60 °C
Total insulation
Impact resistance IK07
Colour Grey (RAL 7035)
Flame resistant UL 94-HB
Non-toxic materials Halogen free
Chemical resistance Good
Material ABS 

These high quality
thermoplastic enclosures are
suitable for applications
where elegant looks,
durability and light weight
are important considerations.
Lower cost ABS is often the
right material choice for less
demanding environments
indoors.

W H
50

80

80

80

80

120

120

120

160

160

230

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

65

82

120

160

160

122

160

200

250

250

300

D
45

65

55

65

95

95

90

75

90

125

110

Complete enclosures (without baseplate)

Euronord enclosures
Type AB – ABS

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Refer catalogue ETC08
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Industrial enclosures
Type PC – Solid

Hinged covers available

see page 11 - 10

PC 191913G

PC 191918G

PC 281913G

PC 281918G

PC 381913G

PC 381918G

PC 282813G

PC 282818G

PC 382813G

PC 382818G

PC 562813G

PC 563818G

PC 191913T

PC 191918T

PC 281913T

PC 281918T

PC 381913T

PC 381918T

PC 282813T

PC 282818T

PC 382813T

PC 382818T

PC 562813T

PC 563818T

Smooth sided base, grey or transparent cover 1)

Enclosure dimensions
in mm (Nominal)

Transparent cover
complete enclosure 
(without base plate)

Cat. No. Cat. No.
130.00

141.00

158.00

179.00

205.00

230.00

215.00

230.00

275.00

290.00

410.00

570.00

Grey cover 
complete enclosure
(without base plate)

W    x  H x   D Price $
190  x  190  x  130

190  x  190  x  180

280  x  190  x  130

280  x  190  x  180

380  x  190  x  130

380  x  190  x  180

280  x  280  x  130

280  x  280  x  180

380  x  280  x  130

380  x  280  x  180

560  x  280  x  130

560  x  380  x  180

Base
Depth

Hi-impact IP 67 rated Halogen free polycarbonate

Features
n Hi-impact polycarbonate material
n Hoseproof, dustproof and watertight
n Non-corrosive
n Total insulation 
n 7 modular sizes
n Smooth sided base
n Transparent or grey cover

Notes: 1) For spare parts and accessories, refer pages 11 - 10 to 11 - 13.
Base plates sold separately, see page 11 - 10.

100

100

100

100

100

100

100

100

100

100

100

150

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Refer catalogue ETC08
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11 - 10

Price Schedule ‘B2’
GST not included

11

Industrial enclosure accessories
Type PC – Solid

Transparent cover with
hinges Cat. No. 1)
EKH30T2FSH 

EKJ30T2FSH

EKJ80T2FSH

EKM30T2FSH

EKM80T2FSH

EKO30T2FSH

EKO80T2FSH

EKP30T2FSH

EKP80T2FSH

EKT30T3FSH

EKU30T3FSH

N/A

Grey cover with
hinges Cat. No. 1)
EKH30G2FSH

EKJ30G2FSH

EKJ80G2FSH

EKM30G2FSH

EKM80G2FSH

EKO30G2FSH

EKO80G2FSH

EKP30G2FSH

EKP80G2FSH

EKT30G3FSH

EKU30G3FSH

N/A

70.50

93.50

105.00

112.00

130.00

112.00

132.00

135.00

169.00

174.00

205.00

–

Price $
Choose your PC
enclosure size (mm)

190 x 190

280 x 190

280 x 190

380 x 190

380 x 190

280 x 280

280 x 280

380 x 280

380 x 280

560 x 280

560 x 380

760 x 560

1 minute to install

hinged cover

Grey or transparent polycarbonate covers with pre-fitted hinges

Notes: 1) 30 in the Cat. No. denotes 30 mm high cover.
80 in the Cat. No. denotes 80 mm high cover.

2) Steel plates are 1.5 mm thick.
3) Plastic plates are 3 mm thick. 

Price $
EKHVTP

EKJVTP

EKMVTP

EKOVTP

EKPVTP

EKTVTP

EKUVTP

–

Plastic 3)

Base plates

Cat. No.
19.40

25.60

28.40

33.00

44.50

58.50

77.00

–

Price $
13.00

19.80

25.80

28.00

36.50

103.00

122.00

150.00

EKHVT

EKJVT

EKMVT

EKOVT

EKPVT

EKTVT

EKUVT

EKWVT

Cat. No.

Steel 2)

190 x 190

280 x 190

380 x 190

280 x 280

380 x 280

560 x 280

560 x 380

760 x 560

Suits base size (mm )

Spare enclosure bases
to suit above covers,
refer page 11 - 11.

Refer catalogue ETC08
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11 - 11

Price Schedule ‘B2’
GST not included

11

Enclosure bases and covers

Ordering details

Industrial enclosure accessories
Type PC – Solid (cont’d)

Price $

Enclosure cover 1)
T or G 2)

Enclosure baseEnclosure dimensions
in mm (Nominal)

51.50

59.50

58.50

75.50

84.50

104.00

85.00

92.50

122.00

135.00

196.00

200.00

EKH30

EKH80

EKJ30

EKJ80

EKM30

EKM80

EKO30

EKO80

EKP30

EKP80

EKT30

EKU30

Cat. No. 3)

70.00

70.00

91.50

91.50

113.00

113.00

123.00

123.00

144.00

144.00

200.00

355.00

Price $

Notes: 1) Cover only, price excludes cover screws. (Refer page 11 - 12)
2) Specify transparent or grey cover, e.g. T or G.
3) 30 = 30 mm high cover.

80 = 80 mm high cover.

Solid PC
Smooth sided 
Cat. No.

PC1919

PC1919

PC2819

PC2819

PC3819

PC3819

PC2828

PC2828

PC3828

PC3828

PC5628

PC5638

Base
DepthW H

190

190

280

280

380

380

280

280

380

380

560

560

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

190

190

190

190

190

190

280

280

280

280

280

380

D
130

180

130

180

130

180

130

180

130

180

130

180

100

100

100

100

100

100

100

100

100

100

100

150

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Refer catalogue ETC08
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11 - 12

Price Schedule ‘B2’
GST not included

11

Industrial enclosure accessories
Type PC Solid (Cont’d)

MB 10597LS

Cat. No.
HS 10255

CS 10256

SS 10535

HS 10562

CS 10563

DS 10581

FA 10673

HS 10255 CS 10256 SS 10535 HS 10562 CS 10563DS 10581

2.40

2.10

3.00

3.00

3.00

2.20

7.20

Price $

Price $
144.00

Lock to suit solid PC 30 mm high covers

Polycarbonate hinged windows
Easily mounted with self-tapping screws
Snap-fit closing ensures high IP protection

53.00

62.00

66.50

83.50

94.00

114.00

97.00

18.60

Price $

Note: 1) Use in conjunction with MB10534 threaded insert (see page 11 - 13).

Lock with two keys included 1)

4 Module window

6 Module window

8 Module window

10 Module window

Window

Window

13 Module window

12 Module circuit breaker

cover plate

suit L12 window (snap fit)

78

114

147

184

213

213

213

198

49

49

49

49

93

185

46

51

x

x

x

x

x

x

x

x

94

130

163

200

248

248

257

77

77

77

77

128

218

108

54

54

54

54

65

65

65

x

x

x

x

x

x

x

Description
Dimensions in mm
Openings External

IP 
Rating

Description Cat. No.

L04

L06

L08

L10

L12

L24

L13

B12/10621-45

Cat. No.

Description
Wing suit 30 mm cover

Phillips suit 30 mm cover

Slotted sealable suit 30 mm cover

Wing suit 80 mm cover

Phillips suit 80 mm cover

Triangular head suit 30 & 80 mm cover

Triangular key to suit triangular head

Cover screws

MB 10564
Price $
20.80

Ventilation device for solid PC

Ventilation device IP 44 rating
Description Cat. No.

Wall fastening lug set

13.00
Price $

4 pieces including screws. 
Description

MB10674
Cat. No.

L04

L13 Window

Refer catalogue ETC08
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11 - 13

Price Schedule ‘B2’
GST not included

11

Industrial enclosure accessories
Type PC – Solid (Cont’d)

Cat. No.
MR10728

Self-tapping metal spacers

6.90
Price $

30 mm
Length

For mounting into base mounting pods

Description

50 mm extension
wall EKTZR

Hinges (field fitting) 
HS10532

101.00

110.00

117.00

128.00

172.00

180.00

2.10

50 mm  Extension wall

Cat. No. Price $
EKJZR

EKMZR

EKOZR

EKPZR

EKTZR

EKUZR

MB10666

280 x 190 mm

380 x 190 mm

280 x 280 mm 

380 x 280 mm

560 x 280 mm

560 x 380 mm

Spare extension wall screws

For use with Solid PC base

MB10534

Increase your enclosure depth in 50 mm increments

Refer catalogue ETC08

HS10532

HS10533

MB10534

MB10523

MB10622S
Cat. No.

Hinges

21.20

6.50

3.00

2.60

1.00

Price $
Hinge set, 1 pair - incl. screws and drill template

Hinge (for 30 mm lid) wing head

Quick lock screw  wing head

Threaded insert  1)

Blind plug for cover screw holes (hinged side) 

Note: 1)  Threaded insert to be used with HS10532 / HS10533 above, also MB10597LS (see page 11 - 12).
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11 - 14

Price Schedule ‘B2’
GST not included

11

Modular enclosures
Type EK

Features
n International Protection degree IP 67
n Glass filled polycarbonate material
n Hoseproof, dustproof and watertight
n Total insulation 
n 8 modular sizes
n Grey or transparent covers

Notes: 1) Refer page 11 - 15 for base plates.
2) WH lid available in grey only.

Enclosure dimensions
in mm (Nominal) With

grey cover 
Cat. No.

Complete enclosure (without base plate) 1)

I

Gland plate size
(No. of openings in base)

4

4

1

1

2

2

2

2

–

–

–

–

–

–

–

–

–

–

–

–

–

–

Base
depth

100

100

100

100

100

100

100

100

100

100

100

100

100

100

150

150 

150

150

100

150 

150

150

145.00

157.00

145.00

157.00

183.00

205.00

235.00

260.00

235.00

260.00

255.00

265.00

305.00

325.00

360.00

375.00

360.00

375.00

440.00

600.00

600.00

1370.00

Price $II

–

–

–

–

2

2

2

2

1

1

4

4

4

4

3

3

2

2

6

6

5

8

III
–

–

–

–

–

–

–

–

–

–

–

–

–

–

1

1

2

2

-

-

1

–

With 
transparent cover 
Cat. No.

Covers, gland plates and other accessories, refer page 11 - 15 to 11 - 19

EKHA 130 T

EKHA 180 T

EKHS 130 T

EKHS 180 T

EKJB 130 T

EKJB 180 T

EKMB 130 T

EKMB 180 T

EKMR 130 T

EKMR 180 T

EKOE 130 T

EKOE 180 T

EKPE 130 T

EKPE 180 T

EKPK 180 T

EKPK 230 T

EKPL 180 T

EKPL 230 T

EKTH 130 T

EKUH 180 T

EKUM 180 T

–

EKHA 130 G

EKHA 180 G

EKHS 130 G

EKHS 180 G

EKJB 130 G

EKJB 180 G

EKMB 130 G

EKMB 180 G

EKMR 130 G

EKMR 180 G

EKOE 130 G

EKOE 180 G

EKPE 130 G

EKPE 180 G

EKPK 180 G

EKPK 230 G

EKPL 180 G

EKPL 230 G

EKTH 130 G

EKUH 180 G

EKUM 180 G

EKWH 250 G 2)

W H
190

190

190

190

280

280

380

380

380

380

280

280

380

380

380

380

380

380

560

560

560

760

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

190

190

190

190

190

190

190

190

190

190

280

280

280

280

280

280

280

280

280

380

380

560

D
130

180

130

180

130

180

130

180

130

180

130

180

130

180

180

230

180

230

130

180

180

250

Cu
st

om
is

in
g

W
e 

ha
ve

 f
ul

l i
n-

ho
us

e 
CN

C 
m

ac
hi

ni
ng
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or

 
FI

BO
X 

En
cl

os
ur

es
. C

al
l u

s 
fo

r 
a 

qu
ot

at
io

n.

Ordering details

Refer catalogue ETC08
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11 - 15

Price Schedule ‘B2’
GST not included

11

Modular enclosure accessories
Type EK

Transparent cover with
hinges Cat. No. 1)
EKH30T2FSH 

EKJ30T2FSH

EKJ80T2FSH

EKM30T2FSH

EKM80T2FSH

EKO30T2FSH

EKO80T2FSH

EKP30T2FSH

EKP80T2FSH

EKT30T3FSH

EKU30T3FSH

N/A

Grey cover with
hinges Cat. No. 1)
EKH30G2FSH

EKJ30G2FSH

EKJ80G2FSH

EKM30G2FSH

EKM80G2FSH

EKO30G2FSH

EKO80G2FSH

EKP30G2FSH

EKP80G2FSH

EKT30G3FSH

EKU30G3FSH

N/A

70.50

93.50

105.00

112.00

130.00

112.00

132.00

135.00

169.00

174.00

205.00

–

Price $
Choose your EK
enclosure size (mm)

190 x 190

280 x 190

280 x 190

380 x 190

380 x 190

280 x 280

280 x 280

380 x 280

380 x 280

560 x 280

560 x 380

760 x 560

1 minute to install

hinged cover

Grey or transparent polycarbonate covers with pre-fitted hinges

Notes: 1) 30 in the Cat. No. denotes 30 mm high cover.
80 in the Cat. No. denotes 80 mm high cover.

2) Steel plates are 1.5 mm thick.
3) Plastic plates are 3 mm thick. 

Price $
EKHVTP

EKJVTP

EKMVTP

EKOVTP

EKPVTP

EKTVTP

EKUVTP

–

Plastic 3)
Base plates

Cat. No.
19.40

25.60

28.40

33.00

44.50

58.50

77.00

–

Price $
13.00

19.80

25.80

28.00

36.50

103.00

122.00

150.00

EKHVT

EKJVT

EKMVT

EKOVT

EKPVT

EKTVT

EKUVT

EKWVT

Cat. No.

Steel 2)

190 x 190

280 x 190

380 x 190

280 x 280

380 x 280

560 x 280

560 x 380

760 x 560

Suits base size (mm )

Spare enclosure bases
to suit above covers,
refer page 11 - 16.

Refer catalogue ETC08
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11 - 16

Price Schedule ‘B2’
GST not included

11

Modular enclosure accessories
Type EK (Cont’d)

Price $

Enclosure cover 1)
T or G 2)Type EK

Modular
Cat. No.

Enclosure baseEnclosure dimensions
in mm (Nominal)

51.50

59.50

51.50

59.50

58.50

75.50

84.50

104.00

84.50

104.00

85.00

92.50

122.00

135.00

122.00

135.00

122.00

135.00

196.00

200.00

200.00

610.00

EKH30

EKH80

EKH30

EKH80

EKJ30

EKJ80

EKM30

EKM80

EKM30

EKM80

EKO30

EKO80

EKP30

EKP80

EKP30

EKP80

EKP30

EKP80

EKT30

EKU30

EKU30

EKW100 4)

Cat. No. 3)

85.50

85.50

85.50

85.50

117.00

117.00

142.00

142.00

142.00

142.00

160.00

160.00

175.00

175.00

230.00

230.00

230.00

230.00

235.00

385.00

385.00

740.00

Price $

Notes: 1) Cover only, price excludes cover screws. (Refer page 11 - 17)
2) Specify transparent or grey cover, e.g. T or G.
3) 30 = 30 mm high cover.

80 = 80 mm high cover.
100 = 100 mm high cover.

4) EKW cover available in grey only.

EKHA

EKHA

EKHS

EKHS

EKJB

EKJB

EKMB

EKMB

EKMR

EKMR

EKOE

EKOE

EKPE

EKPE

EKPK

EKPK

EKPL

EKPL

EKTH

EKUH

EKUM

EKWH

Base
DepthW H

190

190

190

190

280

280

380

380

380

380

280

280

380

380

380

380

380

380

560

560

560

760

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

190

190

190

190

190

190

190

190

190

190

280

280

280

280

280

280

280

280

280

380

380

560

D
130

180

130

180

130

180

130

180

130

180

130

180

130

180

180

230

180

230

130

180

180

250

100

100

100

100

100

100

100

100

100

100

100

100

100

100

150

150

150

150

100

150

150

150

Enclosure bases and covers

Ordering details

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Refer catalogue ETC08
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11 - 17

Price Schedule ‘B2’
GST not included

11

Modular enclosure accessories
Type EK (Cont’d)

MB10215 BF

MB10546 BF

MB10324 BF

Cat. No.
HS 10255

CS 10256

SS 10535

HS 10562

CS 10563

DS 10581

FA 10673

Cat. No.
MK10437

MK10438

MK10439

HS 10255 CS 10256 SS 10535 HS 10562 CS 10563DS 10581

2.40

2.10

3.00

3.00

3.00

2.20

7.20

Price $

Flange gasket
MK10438

MB10546BF

Flange fixing brackets
and screws MB10670

Price $
16.20

18.60

41.00

Gland plates (blank) for EK enclosure range

Gland plate fixing bracket & screws for fitting blank gland plates to 
EK enclosure bases, and base to base. 1)

3.90

4.80

5.30

Price $

Gland plate gasket for blank gland plates

4.80

13.00

17.20

Price $

Note: 1) Fixing brackets to be used in conjunction with above gland plates.

Suit flange size

I (140.5 x 49 mm)

II (217 x 85 mm)

III (332 x 127 mm)

Set of 2 (suits MB 10215 BF)

Set of 2 (suits MB 10546 BF)

Set of 2 (suits MB 10324 BF)

Description

Size

I (suits MB 10215 BF)

II (suits MB 10546 BF)

III (suits MB 10324 BF)

Cat. No.

MB10671

MB10670

MB10672

Cat. No.

Description
Wing suit 30 mm cover

Phillips suit 30 mm cover

Slotted sealable suit 30 mm cover

Wing suit 80 mm cover

Phillips suit 80 mm cover

Triangular head suit 30 & 80 mm cover

Triangular key to suit triangular head

Cover screws

Wall fastening lug set

13.00
Price $

4 pieces including screws. 
Description

MB10674
Cat. No.

Refer catalogue ETC08
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11 - 18

Price Schedule ‘B2’
GST not included

11

Modular enclosure accessories
Type EK (Cont’d)

Cat. No.
MR10728

Self-tapping metal spacers

6.90
Price $

30 mm
Length

For mounting into base mounting pods

Description

50 mm extension
wall EKTZR

Hinges (field fitting) 
HS10532

101.00

110.00

117.00

128.00

172.00

180.00

2.10

50 mm  Extension wall

Cat. No. Price $
EKJZR

EKMZR

EKOZR

EKPZR

EKTZR

EKUZR

MB10666

280 x 190 mm

380 x 190 mm

280 x 280 mm 

380 x 280 mm

560 x 280 mm

560 x 380 mm

Spare extension wall screws

For use with Type EK base

Note: 1)  Threaded insert to be used with HS10532 / HS10533 above, also MB10597LS (see page 11 - 19).

MB10534

Increase your enclosure depth in 50 mm increments

Refer catalogue ETC08

HS10532

HS10533

MB10534

MB10523

MB10622S
Cat. No.

Hinges

21.20

6.50

3.00

2.60

1.00

Price $
Hinge set, 1 pair - incl. screws and drill template

Description

Hinge (for 30 mm lid) wing head

Quick lock screw wing head

Threaded insert  1)

Blind plug for cover screw holes (hinged side) 

Q-Pulse Id: TMS145 26/09/2012 Page 18 of 119



11 - 19

Price Schedule ‘B2’

Modular enclosure accessories
Type EK (Cont’d)

53.00

62.00

66.50

83.50

100.00

114.00

97.00

18.60

L04

L04

L06

L08

L10

L12 II

L24 II

L13

B12/10621-45

Cat. No.

Easily mounted with self-tapping screws
Snap-fit closing ensures high IP protection

Price $

94 x 77

130 x 77

163 x 77

200 x 77

248 x 128

248 x 218

257 x 108

4 Module window

6 Module window

8 Module window

10 Module window

Window

Window

13 Module window

12 Module circuit

breaker cover plate

suit L12 window (snap fit)

External
Dimensions in mm
Openings Description

78 x 49

114 x 49

147 x 49

184 x 49

213 x 93

213 x 185

213 x 46

198 x 51

Lock to suit Type EK 30 mm high covers

144.00
Price $

L13 Window

MB 10597LS
Cat. No.

Lock with two keys included 1)
Description

Ventilation Device for Type EK

20.80
Price $

MB 10564 
Cat. No.

Ventilation device
Description

IP 44 rating

54

54

54

54

65

65

65

IP
Rating

Note: 1)  Use in conjunction with MB10534 threaded insert (see page 11 - 18).

Polycarbonate hinged windows

GST not included

11

Refer catalogue ETC08
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Transparent cover
Complete enclosure
less mounting plate
Cat. No. 

94.50

118.00

159.00

152.00

197.00

265.00

Price $

ABS 191913 T

ABS 281913 T

ABS 282813 T

ABS 381913 T

ABS 382813 T

ABS 562813 T

Contractor enclosures
Type ABS Solid & ABS CAB

11 - 20

Price Schedule ‘B2’
GST not included

11

Features – ABS Solid
n Good impact resistance
n Good resistance to chemical attack
n IP 66/67
n Light weight

Ordering details
Grey cover
Complete enclosure
less mounting plate

Smooth sided base, grey cover
Enclosure dimensions external
(in mm)

190 x 190 x 130

280 x 190 x 130

280 x 280 x 130

380 x 190 x 130

380 x 280 x 130

560 x 280 x 130  

W x H x D Cat. No. 

ABS 191913 G

ABS 281913 G

ABS 282813 G

ABS 381913 G

ABS 382813 G

ABS 562813 G

Base 
depth (mm)
100

100

100

100

100

100

Features – ABS CAB
n IP 65

n Hinges and latch integrated in the base and cover

n Grey or tranparent cover

Accessories
See Type PC Solid range - pages 11 - 10 to 11 - 13

Ordering details

Enclosure with grey cover
less mounting plate

Enclosure dimensions
external (in mm)

150 x 150 x 110 CAB ABS 151511 G

W x H x D Cat. No.

Enclosure with transparent cover
less mounting plate
Cat. No. 

75.5069.50

Price $Price $

CAB ABS 151511 T

Refer catalogue ETC08

NEW
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Price Schedule ‘B2’
GST not included

11

Description

Hinge set for internal
swing door

Metal base plate

DIN rail

Aluminium internal
swing door

Front plate with DIN
openings

Plastic spacers with screws (set of 2)

External mounting brackets (set of 4)

Medium to large industrial cabinets
Type CAB-PC

Enclosure with grey cover
less mounting plate

Enclosure dimensions
external (in mm)

200 x 300 x 180

300 x 300 x 180

300 x 400 x 180

400 x 500 x 200

400 x 600 x 220

CAB PC 302018 G3B

CAB PC 303018 G3B

CAB PC 403018 G3B

CAB PC 504020 G3B

CAB PC 604022 G3B

CAB PC polycarbonate cabinets

W x H x D Cat. No. 1)

Enclosure with transparent cover
less mounting plate
Cat. No. 1)

220.00

290.00

350.00

510.00

800.00

220.00

290.00

350.00

510.00

800.00

Price $Price $

CAB PC 302018 T3B

CAB PC 303018 T3B

CAB PC 403018 T3B

CAB PC 504020 T3B

CAB PC 604022 T3B

Notes: 1) G = Grey (PC).
T = Smoked transparent (PC).
3B = 3 mm double bit-key.
Available on indent only.

Features
n UV protection
n Adjustable swing panel depths

Technical data
International Protection degree IP 65 (IEC 529, EN 60529)
Temperature range of material (short term) –40 °C to +120 °C

(continuous) –40 °C to +80 °C
Impact resistance Excellent IK08
Total insulation
Standard colour Grey (RAL 7035)
Standard gasket material EPDM
Flame resistance UL 94-5 V, self-extinguishing
Material Halogen free polycarbonate
Chemical resistance Good
Glow wire test 960 °C

Accessories
Cat. No.

MB 12225AL

EKIV 23
EKIV 33
EKIV 43
EKIV 54
EKIV 64
EKIV 27
EKIV 37

FP A 23
FP A 33
FP A 43
FP A 54
FP A 64 
FP PC 12-23
FP PC 12-33
FP PC 12 X 2-33
FP PC 12 X 2-43
FP PC 12 X 3-43
FP PC 18 X 2-54
FP PC 18 X 3-64
MB10686

FP 12017 

Price $
27.20

19.80
24.20
32.50
39.00
48.00
17.80
21.80

39.00
57.00
74.50

114.00
139.50
50.00
61.50
62.50
85.00

104.00
227.00
244.00
11.80

22.80

Size (mm)

170 x 270
270 x 270
270 x 370
370 x 470
370 x 570
35 x 270
35 x 370

170 x 270
270 x 270
270 x 370
370 x 470
370 x 570
170 x 270
270 x 270
270 x 270
270 x 370
270 x 370
370 x 470
370 x 570
15/34

Comment

Required for fitting all
internal swing doors/
front plates

DIN 35 profile rail

MB12225 hinge set 
required to fit to
enclosure

ROWS 1 MODULES 12
1 12
2 12
2 12
3 12
2 18
3 18

n Totally insulated
n Clear or grey covers

Customising
We have full in-house CNC machining for 
FIBOX Enclosures. Call us for a quotation.

Refer catalogue ETC08
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Price Schedule ‘B2’
GST not included

11

Chemical and corrosion resistant cabinets
Type CAB-P

Features
n Weatherproof
n Double insulated
n Colour RAL 7035
n One piece body = improved mechanical 

resistance
n International Protection degree IP 66
n Flame resistant: UL 94 V-O

1. Body constructed of only one piece, which improves its
mechanical resistance.

2. Concealed hinges. Doors easily removable, and opens 180 °.
Enclosure can be butt joined allowing 100 ° opening. 
Enclosure is totally reversible simply by rotating.

3. Closing is by 1 or 2, 3 mm double bar locks.

4. Four threaded inserts in lateral corners of the enclosure 
accept the fixing bolts for the frame.

5. The polyurethane seal assures perfect sealing.

6. Perforated reinforcement frame for the equipment 
of the door on model ref. CAB 1008030 
(1000 mm x 800 mm x 300 mm approx.).

7. There are 3 possibilities for wall mounting, e.g.; drilling
through the enclosure body; from the interior of the enclosure
by the 4 openings in the corners, or by external mounting
brackets.

8. Material: filled polyester.

CAB 302017 cabinet

CAB 302017

CAB 403017

CAB 504023

CAB 604023

CAB 705027

CAB 806030

CAB 1008030

325.00

445.00

560.00

760.00

1130.00

1350.00

2030.00

MP 3020

MP 4030

MP 5040

MP 6040

MP 7050

MP 8060

MP 10080

Mounting plate
as spare part

Cat. No. Price $

Enclosure
less mounting plate

Cat. No. Price $

Enclosure dimensions 
external (in mm)

63.50

88.00

113.00

166.00

200.00

405.00

435.00

CAB-P polyester cabinets

Overview CAB-P

H W
315

415

515

615

735

835

1035

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

215

315

415

415

535

635

835

D
170

170

230

230

270

300

300

Refer catalogue ETC08
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Price Schedule ‘B2’
GST not included

11

Chemical and corrosion resistant cabinets
Type CAB-P

101.00

166.00

172.00

200.00

230.00

305.00

475.00

FP 30202X6

FP 40302X12

FP 50403X18

FP 60403X18

FP 70504X22

FP 80604X28

FP 100805X40

Cat. No. Price $
MF 3020

MF 4030

MF 5040

MF 6040

MF 7050

MF 8060

MF 10080

2

2

3

3

4

4

5

101.00

108.00

151.00

159.00

200.00

270.00

455.00

FP 3020D

FP 4030D

FP 5040D

FP 6040D

FP 7050D

FP 8060D

FP 10080D

166.00

230.00

240.00

245.00

250.00

285.00

360.00

6

12

18

18

22

28

40

Fixed inner door

DIN modular
mounting frame

DIN Modular front plate
(distance between 
centres 150 mm)

Enclosure dimensions
external (mm)

No. of 
18 mm mods 
per row Price $

No. of
rows

Cat. No. Price $

26.40
Price $

Accessories

Hinge kit

MBCAB
Cat. No.

Inner door hinge kit

Cat. No.H W
315

415

515

615

735

835

1035

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

215

315

415

415

535

635

835

D
170

170

230

230

270

300

300

DIN modular
front plate

Enclosure dimensions
external (mm)

H W
315

415

515

615

735

835

1035

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

215

315

415

415

535

635

835

D
170

170

230

230

270

300

300

DIN modular mounting frames and front plates allow for fixing of
circuit breakers/timers/monitoring equipment/metering

Description

59.00

45.00

Price $

Wall mounting brackets

MFCAB

TFCAB

Cat. No.
Wall fastening lug (set of 4) Stainless steel

Wall fastening lug (set of 4) Polyamide

Description

DIN Modular front plates/mounting frames

CAB 302017 cabinet
with DIN modular
mounting frame
MF3020.

Refer catalogue ETC08
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Price Schedule ‘B2’
GST not included
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Cardmaster 3 control boxes

Electronic printed circuit board enclosures
High impact polycarbonate

PC 17/16-3 121.00166 x 160 x 134
W x H x D Price $Cat. No.

Dimensions external (in mm)
Enclosure including hinged
lid, less mounting plate

PC 21/18-3

FP 17/16

MP 17/16
16.40

14.40

Front plate

Mounting plate

Accessories

PC 17/16-3
Dimensions (mm)

Dimensions (mm)

PC 21/18-3 157.00213 x 185 x 118
W x H x D Price $Cat. No.

Dimensions external (in mm)

FP 21/18

MP 21/18
18.20

14.40

Front plate

Mounting plate

Accessories

5.90
Price $

FP 10674
Cat. No.

Wall mounting brackets - Set of 2

Enclosure including hinged
lid, less mounting plate

Accessories
Description

Ordering details

Refer catalogue ETC08

IP 65

Q-Pulse Id: TMS145 26/09/2012 Page 24 of 119



11 - 25

Price Schedule ‘B2’
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11

Cardmaster 3 control boxes

Electronic printed circuit board enclosures
High impact polycarbonate

PC 30/25-3 215.00256 x 296 x 123
W x H x D Price $Cat. No.

Dimensions external (in mm)
Enclosure including hinged
lid, less mounting plate

PC 36/31-3

FP 30/25

MP 30/25
31.00

15.60

Front plate

Mounting plate

Accessories

PC 30/25-3

Dimensions (mm)

Dimensions (mm)

PC 36/31-3 365.00316 x 363 x 162
W x H x D Price $Cat. No.

Dimensions external (in mm)

FP 36/31

MP 36/31
46.00

32.00

Front plate

Mounting plate

Accessories

5.90
Price $

FP 10674
Cat. No.

Wall mounting brackets - Set of 2

Enclosure including hinged
lid, less mounting plate

Accessories
Description

Ordering details

Refer catalogue ETC08

IP 65
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Moulded cable glands
For circular unarmoured PVC cables 

2.70

3.20

3.40

3.70

5.20

10.40

Dimensions (mm)

Features
n Manufactured from polystyrene
n Colour grey (RAL 7035)
n Good impact resistance
n Very good Alkali resistance
n Halogen free  

Pg d2 d3 d4 e1 e2d1

Std.
pack 
(pcs)

9

11

13.5

16

21

29

9.5

11

13

15.5

20.5

27

7

9

11

15

20

27

20.5

24

26

29

35.5

45.5

22.5

23

25

28

32

36

8

8

9

10

11

11

15.2

18.6

20.4

22.5

28.3

37

100

100

100 

100 

50 

25 

Cable glands
less locknut
Cat. No.
PS 9

PS 11

PS 13.5

PS 16

PS 21

PS 29

Model
Ø mm
6-8

8-10

10-12

12-14

15-17

24-26

For
cables

Per
each

Price $

Hexagonal locknuts

Standard pack (pcs)
100 

100 

100 

100 

50 

25 

Ordering details

Per each
Price $Cat. No.

0.70

0.70

1.00

1.00

1.50

3.00

PS 9 B

PS 11 B

PS 13.5 B

PS 16 B

PS 21 B

PS 29 B

Price Schedule ‘B2’
GST not included
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Price Schedule ‘B2’
GST not included
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Thorsmans self-sealing cable glands

Dust and moisture-proof entries
Thorsmans self-sealing cable gland is designed to provide an extra-tight and strong, secure entry.
The gland is made in one piece of synthetic rubber and provides a seal which is as tight as or tighter than that provided
by a screwed fitting which consists of several parts and is more difficult to assemble.
The exit side of the gland is covered by a thin rubber membrane so that the gland seals the hole as soon as it is fitted.

TET 5-7

TET 7-10

TET 10-14

TET 14-20

TET 20-26

TET 26-35

TET 5-7C

TET 7-10C

TET 10-14C

TET 14-20C

TET 20-26C

TET 26-35C

3.70

3.70

4.10

4.70

10.40

14.40

3.70

4.10

4.70

5.80

11.00

18.20

Mounting panel 
thickness mm

EPDM

EPDM

EPDM

EPDM

EPDM

EPDM

CLOROPRENE

CLOROPRENE

CLOROPRENE

CLOROPRENE

CLOROPRENE

CLOROPRENE

16

19

23

29

38

48

16

19

23

29

38

48

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

1 – 4

5–7

7–10

10–14

14–20

20–26

26–35

5–7

7–10

10–14

14–20

20–26

26–35

50

50

50

50

25

25

50

50

50

50

25

25

Grey

Grey

Grey

Grey

Grey

Grey

Black

Black

Black

Black

Black

Black

Fitting the rubber cable gland

1. Press the gland into the hole.
2. Push the object (cable or pipe etc.) through the gland as far as

required. In most cases, the membrane will break as the object is
pressed in. However, the membrane in the two largest glands should
be pierced with a sharp instrument such as a knife or a screwdriver.
Now you have a dust and moisture-proof entry.

3. If you pull the object back slightly, the gland will roll up and seal. 
If the object is not pulled back when installed, it will seal later when
subjected to a strain in the pull-out direction. The greater the strain,
the greater the sealing force.

Six sizes
The Thorsmans self-sealing cable gland is manufactured in six
sizes. Together they cover all diameters from 5 to 35 mm.

Ethylene propylene (EPDM)

Grey Black

Cloroprene (CR)

Both these grades are excellent electrical insulators and have
very good mechanical properties (even over long periods of
time). Resistance to ageing (even at high temperatures) and
to temperature extremes is also very good. 

Two different grades & colours

Material

Hole size 
ø mm 
[+1 - 2 mm ø]

Cable 
range  
ø mm

Standard 
pack 
quantity Colour Cat. No.

Per each
Price $

Features
n Easily installed, economically priced
n IP 67 degree of protection
n Replaces brass/plastic screwed fittings and gives a tighter seal
n Chemical and oil resistant

Ordering details

IP 67
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GST not included

12.20

13.20

13.60

20.20

26.80

42.50

55.50

89.00

71.50

119.00

Geros enclosures
ABS

GR17002

Features
n High IP 55 protection
n Good impact resistance
n Excellent insulating properties
n Increased depth of base allows large

diameter cable connections
n Stainless steel cover screws

Complete enclosures – Grey cover 
(Excluding mounting plate)

H x D
Enclosure dimensions (mm)

130 x

100 x

130 x

150 x

140 x

170 x

190 x

240 x

190 x

240 x

60

60

60

75

75

75

90

100

130

130

Cat. No. Price $ 

GR17002

GR17004

GR17006

GR17008

GR17010

GR17012

GR17014

GR17016

GR17240

GR17242

W x

55 x

100 x

90 x

110 x

150 x

170 x

240 x

310 x

240 x

310 x

Technical data
Protection class IP 55
Temperature range of material –40 °C to +80 °C
Glow wire test 960 °C
Chemical resistance Good
Colour Grey RAL 7035
Material – Base & Cover ABS
Material Flammability UL 94 V – 0

Price Schedule ‘B2’

Q-Pulse Id: TMS145 26/09/2012 Page 29 of 119



11 - 30

11

GST not included

Base plates

Dimensions (mm)
Suit enclosure size
H W

150 110

140 150

170 170

190 240

240 310

Base plate (mm)

125 x 85

115 x 125

150 x 150

165 x 215

215 x 280

Cat. No. Price $

GR17508

GR17510

GR17512

GR17514

GR17516

11.60

12.20

13.20

15.60

21.40

DIN 35 Mounting rail

Size (length) in (mm) Suit enclosure

50 GR17002

80 GR17006

90 GR17004

100 GR17008

132 GR17010

160 GR17012

235 GR17240 + 17014

297 GR17016 + 17242

Cat. No. Price $

GR17302

GR17306

GR17304

GR17308

GR17310

GR17312

GR17314

GR17316

2.80

2.90

3.00

3.30

4.30

5.80

7.60

8.60

General accessories

Description

Wall mounting bracket (stainless steel)

Wall mounting bracket (ABS)

Cat. No. Price $

GR17404

GR17402
9.50

4.60

GR17512

GR17302

GR17404

GR17402

Geros enclosures
Accessories

35 mm

7.5 mm

Pack Quantity

4

4

Note: 1) Price per pack.

Price Schedule ‘B2’
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Section 11
Enclosures, cabinets and accessories, cabinet cooling
systems, insulated and flexible busbar, PVC ducting Page

ELDON Index 11 - 31
Terminal boxes – series STB 11 - 32
Standard weatherproof steel enclosures – series MAS 11 - 33 to 11 - 35
Standard weatherproof steel enclosures – series MAD 11 - 36 to 11 - 37
Standard weatherproof steel enclosures – series MAP 11 - 38 to 11 - 39
Accessories for series MAS, MAD, MAP 11 - 40 to 11 - 45
Consoles – series MPG 11 - 46 to 11 - 47
Weatherproof floor standing cabinets – series MKS and MKD 11 - 48 to 11 - 51
Modular floor standing cabinets and side panels – series MCS and MCD 11 - 52 to 11 - 57
Computer cabinets – series MCM 11 - 58 to 11 - 59
Steel cabinet accessories for series: MCS, MCD, MKS and MKD 11 - 60 to 11 - 71

ZANARDO Index 11 - 73
Weatherproof stainless steel enclosures and cabinets, 11 - 74 to 11 - 79
wall and floor mounting type and accessories

COSMOTEC, STEGO Index 11 - 81
Cabinet cooling systems and switchboard accessories 11 - 82 to 11 - 89

ERICO busbar system 11 - 90 to 11 - 104
IBOCO PVC ducting range 11 - 105 to 11 - 109
CUBIC - 

Cu-flex flexible copper busbar  11 - 111 to 11 - 114
Mini-flex busbar 11 - 115
Features and specifications 11 - 117 to 11 - 119
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Price Schedule “B2”

Terminal boxes
Series STB

Price $
Metal base plate
Cat. No.

BMP1515

BMP1515

BMP1530

BMP2020

BMP2030

BMP2030

BMP2040

BMP3030

BMP3040

BMP3050

BMP4040

18.60

18.60

19.20

19.20

21.80

21.80

25.80

30.50

37.50

45.50

53.50

Price $Cat. No.

STB151508

STB151512

STB153012

STB202012

STB203008

STB203012

STB204012

STB303012

STB304012

STB305012

STB404012

118.00

133.00

149.00

139.00

137.00

163.00

177.00

180.00

205.00

225.00

230.00

External enclosure (mm)
Dimensions 
H      x      W      x      D

150

150

150

200

200

200

200

300

300

300

400

150

150

300

200

300

300

400

300

400

500

400

80

120

120

120

80

120

120

120

120

120

120

Weight
(kg)

1.67

1.85

2.31

2.31

2.00

2.40

4.07

3.88

5.73

4.44

7.02

Sheet steel terminal boxes
IP 66 protection, RAL 7035 powder coated

Wall mounting brackets
Mounting kit for wall fixing. Includes sealing washers to maintain the IP rating.
Material: 3 mm zinc plated steel.
Pack quantity: 4 brackets with mounting hardware.

Description Cat. No. Price $

Mounting brackets (pack of 4) AW41 25.20

Hinges
Converts cover into hinged cover. Machining is required.
Material: 304 grade stainless steel.
Pack quantity: Set of 2 hinges with mounting hardware.

Description Cat. No. Price $

Hinges (set of 2) STBHO2 100.00

STBH02

Technical data – Series STB
Material: 1.2 mm mild steel
Body: Folded and seam welded. 4 x 8.5 mm holes for wall mounting
Internal: Supports for DIN rail/mounting plate
Gasket: PUR
Earthing: Earthing studs M8 x 12 in body and cover, M8 nuts and earth labels
Supply: Base, cover, cover screws in stainless steel, fixing screws and cover plugs

AW 41
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Industrial steel enclosures
Series MAS

Wall fixing holes are provided for
brackets or mounting direct on to the
wall, allowing airflow around the back.

Strengthened overfolded front
frame serves as a gutter to
keep liquids away from the
gasket.

Earthing points on body and
door with fixings supplied for
the mounting plate.

Cable fixing holes 
positioned in the top and 
bottom of the mounting plate. Customised lock

fitted with 3 mm
double bit lock. Other
lock options available.

Door opens within
its own body width

Concealed hinges, providing 130 °
opening and clean smooth lines.
Captive hinge pins.

Gland plate positioned to the rear of cabinet 
and aperture is equal to width of mounting plateTechnical data

Material: Body: Steel plate 1.2 mm/1.4 mm 

(MAS0606021R5  and above) 

1.5 mm (MAS1008026R5 and above)

Door: Steel plate 1.2 mm/1.4 mm

(MAS0605021R5 and above), 

1.8 mm (MAS1008030R5 and above).

Mounting plate: 2 mm galvanised steel.

Body: Folded and seam welded. Four wall fixing holes 

are pressed out 2 mm, which protects the back

from damage while laying on its back and to

allow airflow around the rear.

Door: Surface mounted with 130 º opening. 

Concealed removable hinge with captive pin 

can be mounted to allow left or right hand 

opening. From size MAS0604015R5 and larger 

there are two removable mounting profiles in

the door. Sealing is ensured by an extruded 

one piece polyurethane gasket.

Lock: Customised lock with double grip for easy 

opening of the door, DIN-lock with 3 mm pin 

and 90 º movement. 1000 and 1200 mm high 

enclosures have three point locking.

Other inserts are available.

Mounting The plate is marked at 10 mm intervals for 

plate: easy horizontal positioning of equipment on 

the mounting plate. On the top and bottom 

are holes to facilitate cable fixing. Fixed onto 

M8 press welded studs to the rear of the 

enclosure. All sizes from 800 mm and above 

are strengthened by folded edges. 

Gland plate Situated at the far rear of the enclosure to

openings: accommodate easy cabling onto the mounting

plate. Flush mounted. Five different widths

and two depths depending on enclosure size.

Finish: Body, door and gland plates: RAL 7035 

polyester powder structure paint.

Protection: Corresponds with IP 66 and NEMA 4, 12 and 13.

Delivery Two door mounting profiles (size MAS0604015R5

includes: and larger). Mounting plate and gland plate(s) 

with gasket(s).

Approved by the following institutes:

Protection class IP 66
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Price Schedule ‘B2’

Industrial steel enclosures
Series MAS

H W D h w d

Gland plate 
opening

size 
(mm)

Weight
(kg) Cat. No. Price $

Outside 
dimensions (mm)

Mounting plate
dimensions (mm)

200

250

300

350

400

500

600

200

300

250

250

300

300

500

250

300

400

500

600

300

300

400

400

400

500

500

400

400

500

500

600

600

600

800

155

155

155

155

155

210

155

155

210

210

210

210

210

260

210

260

300

210

300

210

300

210

300

210

300

400

300

170

170

220

270

270

270

270

320

370

370

370

370

470

470

470

470

470

470

470

570

570

570

570

570

570

570

570

150

250

200

200

250

250

450

200

250

350

450

550

250

250

350

350

350

450

450

350

350

450

450

550

550

550

750

137

137

137

137

137

192

137

137

192

192

192

192

192

242

192

242

282

192

282

192

282

192

282

192

282

382

282

110x56

110x56

110x56

110x56

210x56

210x96

410x56 

110x56

210x96

310x96

410x96

510x96 

210x96

210x96

310x96

310x96

310x96

410x96

410x96

310x96

310x96

410x96

410x96

510x96

510x96

510x96

310x96

2.7

3.8

4

4.6

5.2

5.5

9.2

5.3

7

8.6

10.5

12.2

8.6

9.2

10.4

11.2

12.1

12.6

14.5

12.2

14.5

15.4

17.5

21

24

27

31

MAS0202015R5

MAS0203015R5

MAS0252515R5

MAS0302515R5

MAS0303015R5

MAS0303021R5

MAS0305015R5

MAS0352515R5

MAS0403021R5

MAS0404021R5

MAS0405021R5

MAS0406021R5

MAS0503021R5

MAS0503026R5

MAS0504021R5

MAS0504026R5

MAS0504030R5

MAS0505021R5

MAS0505030R5

MAS0604021R5

MAS0604030R5

MAS0605021R5

MAS0605030R5

MAS0606021R5

MAS0606030R5

MAS0606040R5

MAS0608030R5

200.00

230.00

225.00

235.00

240.00

250.00

305.00

265.00

275.00

300.00

405.00

355.00

300.00

405.00

295.00

330.00

385.00

420.00

560.00

375.00

610.00

500.00

560.00

510.00

670.00

910.00

910.00

Cat. No. 1) Price $

N/A

N/A

N/A

N/A

MAS0303015R5V

MAS0303021R5V

MAS0305015R5V

MAS0352515R5V

MAS0403021R5V

MAS0404021R5V

MAS0405021R5V

MAS0406021R5V

MAS0503021R5V

MAS0503026R5V

MAS0504021R5V

MAS0504026R5V

MAS0504030R5V

MAS0505021R5V

MAS0505030R5V

MAS0604021R5V

MAS0604030R5V

MAS0605021R5V

MAS0605030R5V

MAS0606021R5V

MAS0606030R5V

MAS0606040R5V

MAS0608030R5V

–

–

–

–

315.00

340.00

395.00

340.00

355.00

420.00

530.00

540.00

390.00

495.00

385.00

430.00

500.00

550.00

700.00

485.00

790.00

650.00

710.00

740.00

870.00

1190.00

1190.00

Standard enclosure 
with mounting plate 
and lock

Standard enclosure 
with mounting plate,
lock and glazed door 

1

1

1

1

1

1

1

2

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

2

2

2

2

2

2

2

2

No. of 
gland
plates

No. of 
locks

(Cont’d next page)

Ordering details

Notes: 1) Not IP certified.
Assembled to customer order.
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GST not included

Industrial steel enclosures
Series MAS (Cont’d)

Ordering details

W D h w d

No. of
gland 
plates

Gland plate 
opening

size 
(mm)

No. of
locks

Weight
(kg) Cat. No. Price $

Outside 
dimensions (mm)

Mounting plate
dimensions (mm)

Standard enclosure 
with mounting plate 
and lock

500

500

600

600

600

800

800

800

600

800

800

600

800

800

210

260

210

300

400

210

300

400

300

300

400

300

300

400

670

670

770

770

770

770

770

770

970

970

970

1170

1170

1170

450

450

550

550

550

750

750

750

550

750

750

550

750

750

192

242

192

282

382

192

282

382

282

282

382

282

282

382

1

1

1

1

1

2

2

2

1

2

2

1

2

2

410x96

410x96

510x96

510x96

510x96

310x96

310x96

310x96

510x96 

310x96

310x96

510x96 

310x96

310x96 

2

2

2

2

2

2

2

2

1 2)

1 2)

1 2)

1 2)

1 2)

1 2)

21

23.2

28

31

34

35

39

43

38

47

51

51

60

66

MAS0705021R5

MAS0705026R5

MAS0806021R5

MAS0806030R5

MAS0806040R5

MAS0808021R5

MAS0808030R5

MAS0808040R5

MAS1006030R5

MAS1008030R5

MAS1008040R5

MAS1206030R5

MAS1208030R5

MAS1208040R5

520.00

750.00

610.00

720.00

1250.00

820.00

990.00

1090.00

1020.00

1220.00

1370.00

1200.00

1370.00

1530.00

Cat. No. 1) Price $

Standard enclosure 
with mounting plate,
lock and glazed door 

MAS0705021R5V

MAS0705026R5V

MAS0806021R5V

MAS0806030R5V

MAS0806040R5V

MAS0808021R5V

MAS0808030R5V

MAS0808040R5V

MAS1006030R5V

MAS1008030R5V

MAS1008040R5V

MAS1206030R5V

MAS1208030R5V

MAS1208040R5V

860.00

970.00

790.00

940.00

1630.00

1060.00

1310.00

1420.00

1320.00

1590.00

2020.00

1550.00

1800.00

2240.00

Note: 1)  Not IP certified.
2)  3 point locking system.

Assembled to customer order.

Dimensions (mm)

H

700

800

1000

1200

Price Schedule ‘B2’
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Industrial steel enclosures
Series MAD Protection class IP 55

Technical data

Material: Body:  Steel plate, 1.4 mm/1.5 mm

(MAD1001030R5 and above) 

Doors: Steel plate, 1.4 mm 

(MAD0801230R5 and smaller),

1.8 mm (MAD1001030R5 and larger) 

Mounting plate: 2 mm galvanised steel/2.5 mm

(MAD1001030R5 and above)

Body: Folded and seam welded. Four wall fixing holes 

are pressed out 2 mm which protects the back 

from damage while laying on its back and to

allow airflow around the rear.

Door: Surface mounted with 130 º opening. Concealed 

removable hinge with captive pin. Removable 

mounting profiles in the right hand door. 

Sealing is ensured by an extruded one piece 

polyurethane gasket.

Lock: Customised lock with double grip for easy 

opening of the door, DIN-lock with 3 mm 

pin and 90 º movement. Three point locking.

Other inserts are available.

Mounting The plate is marked at 10 mm intervals for

plate: easy horizontal positioning of equipment on

the mounting plate. On the top and bottom are 

holes to facilitate cable fixing. Fixed onto M8 

press welded studs to the rear of the enclosure.

All sizes from 800 mm and above are 

strengthened by folded edges.

Gland plate Situated at the far rear of the enclosure to

openings: accommodate easy cabling onto the mounting 

plate. Flush mounted. Five different widths and 

two depths depending on enclosure size.

Finish: Body, doors and gland plates: Grey RAL 7035

polyester powder structure paint.

Protection: Corresponds with IP 55 and NEMA12.

Delivery Two door mounting profiles on the right 

includes: hand door. Mounting plate with gaskets.

Nylon plugs to seal the fixing holes.

Approved by the following institutes:

Strengthened overfolded frame serves as 
a gutter to keep liquids away from gasket.

Gland plate openings can 
be positioned on top by
turning the enclosure 180 °

Earthing points
on body and door

Polyurethane one piece gaskets provide a
continuous seal maximising the IP rating

Doors can be
mounted for left
or right openings
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GST not included

Price Schedule ‘B2’

Industrial steel enclosures
Series MAD

Ordering details

H W D dh w
Gland plate
openings

Gland plate
size (mm)

Weight
(kg) Cat. No. Price $

Outside dimensions
(mm)

Mounting plate
Dimensions (mm)

Standard enclosure with
mounting plate and lock

600

800

1000

1200

1400

800

1200

1000

1000

1200

1200

1000

300

300

300

300

300

400

300

282

282

282

282

282

382

282

570

770

970

1170

1170

1170

1370

750

1150

950

950

1150

1150

950

2

2

2

2

2

2

2

No of
locks

1

1 1)

1 1)

1 1)

1 1)

1 1)

1 1)

310 x 96

510 x 96

410 x 96

410 x 96

510 x 96

510 x 96

410 x 96

31

60

63

74

86

92

84

MAD0608030R5

MAD0801230R5 

MAD1001030R5

MAD1201030R5

MAD1201230R5

MAD1201240R5

MAD1401030R5

1030.00

1760.00

1810.00

2050.00

2230.00

2320.00

2280.00

Dimensions (in mm)

Note: 1) 3 point locking system.
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Protection class IP 66

Industrial steel enclosures
Series MAP

Technical data

Material: Body: Steel plate, 1.4 mm

Door: Steel plate, 1.4 mm

Mounting plate: 2 mm galvanised steel 

Body: Folded and seam welded. Four wall fixing 

holes are pressed out 2 mm, which protects 

the back from damage while laying on its back

and to allow airflow around the rear.

Door: Surface mounted with 90 º opening.

Concealed removable hinge with captive 

pin can be mounted to allow top or bottom

opening. Held open by mechanical stays. 

Sealing is ensured by an extruded one piece 

polyurethane gasket.

Lock: Customised lock with double grip for easy 

opening of the door, DIN-lock with 3 mm pin 

and 90 º movement. Other inserts are available.

Mounting The plate is marked at 10 mm intervals for

plate: easy horizontal positioning of equipment on 

the mounting plate. On the top and bottom are 

holes to facilitate cable fixing. Fixed onto M8 

press welded studs to the rear of the enclosure.

All sizes from 800 mm and above are 

strengthened by folded edges.

Gland plate In top and bottom. Gland plates and gaskets not

openings: included, see page 11 - 44. Situated at the far

rear of the enclosure to accommodate easy

cabling onto the mounting plate. The gland plates

used are those delivered with the MAS or MAD

enclosure. Flush mounted. Five different widths

and two depths depending on enclosure size.

Finish: Body, door and gland plate: Grey RAL 7035 

polyester powder structure paint.

Protection: As stand alone: Corresponds with IP 66 and 

NEMA 4, 12 and 13. Combined with MAS or

MAD: Corresponds with IP 55 and NEMA 12.

Delivery One door mounting profile plus mounting plate. 

includes:

Approved by the following institutes:

Gland plate openings top and bottom.
The MAP is designed to be combined 
with MAS or MAD enclosures and can be
mounted gland to gland on top or below.

Surface mounted top 
or bottom hinged door

Earthing points on body,
door and mounting plate

Concealed hinges 
provide 130 ° opening
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810.00

890.00

990.00

1090.00

GST not included

Industrial steel enclosures
Series MAP

H W D
Gland plate
openings

Gland plate
type

No. of
locks Cat. No. Price $

Outside dimensions
(mm)

Mounting plate
dimensions (mm)

Enclosure complete with
standard mounting plate
and lock

300

300

300

300 

600

800

1000

1200

300

300

300

300

2

4

4

4

AF04R5

AF02R5

AF03R5

AF04R5

1

2

2

2

Weight
(kg)

15

18

21

24

MAP0306030R5

MAP0308030R5

MAP0310030R5

MAP0312030R5

Notes:
n When used as a stand-alone enclosure, additional AFO gland plates and AGO gaskets are required, refer page 11 - 44.

n When joining an MAP enclosure to a double door MAD enclosure, 
AGC combining gaskets are required, refer page 11 - 44. 
The MAP enclosure is then rated to IP 55.

n When joining an MAP enclosure to a single door MAS enclosure, 
the AGC combining gaskets are required, refer page 11 - 44. 
The MAP enclosure is then rated to IP 55.

Dimensions (in mm)

No gland plate supplied with

enclosure - refer page 11 - 44

Ordering details

dh w

282

282

282

282

270

270

270

270

550

750

950

1150

Price Schedule ‘B2’
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Industrial steel enclosures
Accessories - Series MAS, MAD, MAP

Price $

Mild steel

120 x 120

160 x 160

220 x 220

Size (mm)

Description

To be used for extra ventilation of any Eldon enclosure.
Manufactured from steel plate with louvres to allow air circulation. Painted RAL 7035

Cat. No.

AW41 25.20

Price $Cat. No.

E21407R5

E21410R5

E21418R5

17.00

19.60

35.00

Price $Cat. No.

AMP03025

AMP03030

AMP04030

AMP04040

AMP04050

AMP04060

AMP05030

AMP05040

AMP05050

AMP06040

AMP06050

AMP06060

AMP06080

AMP07050

AMP08060

AMP08080

AMP10060

AMP10080

AMP12080

21.20

28.60

37.50

48.00

59.00

70.00

45.00

59.00

72.50

73.50

85.50

109.00

154.00

93.50

154.00

200.00

225.00

255.00

310.00

Wall mounting brackets
Pack quantity: 4 pieces. Material: 3 mm zinc plated steel.

Pack quantity: 1 (no gasket provided)

Ventilation plates

AW 41

Mounting plate size
(mm)

270 x 200

270 x 250 

370 x 250

370 x 350

370 x 450

370 x 550

470 x 250

470 x 350

470 x 450

570 x 350

570 x 450

570 x 550

570 x 750

670 x 450

770 x 550

770 x 750

970 x 550

970 x 750

1170 x 750 

Suits enclosure
H x W (mm)

300 x 250

300 x 300

400 x 300

400 x 400

400 x 500

400 x 600

500 x 300

500 x 400

500 x 500

600 x 400

600 x 500

600 x 600

600 x 800

700 x 500

800 x 600

800 x 800

1000 x 600

1000 x 800

1200 x 800

E21407R5

Base plates (spare) – For MAS series only

W

H

GST not included

Price Schedule ‘B2’
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GST not included

AC03025R5

AC04030R5

AC05040R5

AC06040R5

AC06060R5

AC07050R5

AC08060R5

Industrial steel enclosures
Accessories - Series MAS

Inner doors
For control, meters, lamps etc.
1.5 mm steel plate, painted RAL 7035. Delivered with mounting material.
Usable depth: 35 mm from front of inner door to inside of front door.
Usable opening: Height - 55 mm,  Width - 108 mm.

Height (mm) Cat. No. Price $

For enclosure series MAS-single door

For enclosure series MAS-single door

400

500

600

600

700

800

1000

1000

1200

1200

Width (mm)

300

400

400

600

500

600

600

800

600

800

ADI04030R5

ADI05040R5

ADI06040R5

ADI06060R5

ADI07050R5

ADI08060R5

ADI10060R5

ADI10080R5

ADI12060R5

ADI12080R5

270.00

300.00

320.00

375.00

415.00

440.00

550.00

590.00

600.00

670.00

Price $

138.00

172.00

215.00

270.00

310.00

325.00

390.00

Modular chassis
Used for the mounting of standard modules with maximum 
height of 68 mm by steps of 125 mm.
Delivery includes: a slotted front plate and two vertical profiles, 
top and bottom blanking plates with one DIN rail per row and 
fixing material.
Material: DIN rails made of 1.5 mm galvanised steel, rest 
1.5 mm steel plate painted RAL 7035.

H Cat. No.

Enclosure size (mm)

300

400

500

600

600

700

800

W

250

300

400

400

600

500

600

No of
rows

2

3

3

4

4

5

6

No of
modules

16

33

48

64

108

110

162

Price Schedule ‘B2’
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GST not included

Industrial steel enclosures
Accessories - Series MAS, MAD, MAP

Price $Cat. No.

ARF02515R5

ARF03015R5

ARF03021R5

ARF04021R5

ARF04026R5

ARF04030R5

ARF05015R5

ARF05021R5

ARF05026R5

ARF05030R5

ARF06021R5

ARF06030R5

ARF06040R5

ARF08021R5

ARF08030R5

ARF08040R5

ARF10030R5

ARF12030R5

ARF12040R5

158.00

165.00

172.00

186.00

200.00

210.00

189.00

205.00

223.00

240.00

220.00

255.00

300.00

263.00

310.00

360.00

345.00

395.00

465.00

Suits enclosure
W x D (mm)

250 x 155

300 x 155

300 x 210

400 x 210

400 x 260

400 x 300

500 x 155

500 x 210

500 x 260

500 x 300

600 x 210

600 x 300

600 x 400

800 x 210

800 x 300

800 x 400

1000 x 300

1200 x 300

1200 x 400

Rain hoods
To be fitted as an outdoor shelter–drilling is required
Material: 1.5 mm mild steel
Finish: RAL 7035 powder coating

Price Schedule ‘B2’

Note: Available on indent only.

Depth adjust kit
To provide depth adjustment for inner door and mounting plate.
Material: 2 mm galvanised steel
Pack Quanity: 2 pairs with mounting accessories

Price $Cat. No.

AMG210

AMG300
285.00

310.00

For enclosure depth (mm)

210

300
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ALL503

Industrial steel enclosures
Accessories - Series MAS, MAD, MAP

Price $

Coin lock, keyed CL001 combination with locking cam 2)

Coin lock, keyed CL003 combination with locking cam 2)

Standard lock, DIN 3 mm

Lockable wing knob handle

Cat. No.Description

2534

2536

ALL503

LF002

ALT560

ALT562

ALT561

ALT561CL001

LMT6CL001

LMT6CL003

LMT692268

LMT6604

LTL2

SHPAD

59.50

59.50

40.50

67.00

15.20

133.00

121.00

134.00

69.50

69.50

69.50

69.50

11.00

99.00

Key combination locks and handles

Price $

Triangular 7 mm

Triangular 8 mm

Square 7 mm

Square 8 mm

DIN 3 mm

DIN 5 mm

Cat. No.

ALI526

ALI524

ALI523

ALI525

ALI503

ALI505

8.80

8.80

8.80

8.80

8.80

8.80

Inserts for standard enclosure lock

Price $

Multi-key - DIN 3 mm, square 8 mm, triangle 8 mm

Triangular 7 mm

Triangular 8 mm

Square 7 mm

Square 8 mm

DIN 3 mm

DIN 5 mm

Cat. No.

LSMK01

LSK526

LSK527

LSK523

LSK524

LSK503

LSK505

26.20

13.20

13.20

13.20

13.20

13.20

13.20

Description

Keys

Description

Plastic handle 1)

Chrome plated wing handle with cylinder lock. C21323 1)

Chrome plated T-handle with cylinder lock. C21323 1)

Chrome plated T-handle special key comb. CL001 1) 

Chrome mini T-handle special key comb. CL001 2)  

Chrome mini T-handle special key comb. CL003 2) 

Chrome mini T-handle special key comb. 92268 2)  

Chrome mini T-handle special key comb. 604 2)

Latch tongue to suit LMT handles 2)

Padlockable swing handle with tongue

ALI526 ALI524 ALI523 ALI525 ALI503 ALI505

ALT560

ALT562

ALT561

LMT6CL001

2534

LF002

Notes: 1) ALT 560, ALT 561 and ALT 562 handles require latch tongue from the original MAS,
MAD or MAP enclosure lock.

2) Do not use with 3 point locking system enclosures.

GST not included

SHPAD

LSMK01

Price Schedule ‘B2’

Q-Pulse Id: TMS145 26/09/2012 Page 43 of 119



11 - 44

11

GST not included

Industrial steel enclosures
Accessories – Series MAS, MAD, MAP

Gland plates
Plain steel plate painted RAL 7035

Length
Opening size (mm)

Size Cat. No. Price $

210

310

410

510

110

210

310

410

Width

96

96

96

96

56

56

56

56

1

2

3

4

OS

1S

2S

3S

AF01R5

AF02R5

AF03R5

AF04R5

AF00SR5

AF01SR5

AF02SR5

AF03SR5

29.40

36.00

46.00

69.00

23.40

29.40

36.00

46.00

LengthSize Cat. No. Price $

210

310

410

510

110

210

310

410

Width

96

96

96

96

56

56

56

56

1

2

3

4

0S

1S

2S

3S

AG01

AG02

AG03

AG04

AG00S

AG01S

AG02S

AG03S

34.50

35.00

36.00

37.00

14.80

34.50

35.00

36.00

Combining gaskets
To be used when combining an MAP enclosure with an MAS or MAD enclosure. 
Manufactured in 10 mm thick polyethylene foam.
Pack quantity: 2 gaskets and combining accessories.

LengthSize Cat. No. Price $

310

410

510

Width

96

96

96

2

3

4

AGC02

AGC03

AGC04

43.00

44.00

46.00

Ventilation gland plates
Louvered steel plate, pressed out 5 mm, painted RAL 7035

Length
Without filter/mesh
Size Cat. No. Price $

210

310

410

510

Width

96

96

96

96

1

2

3

4

AFR01R5

AFR02R5

AFR03R5

AFR04R5

42.00

50.50

63.00

84.50

AF02R5

AGC02

AFR02R5

Gland plate gaskets
Manufactured in 5 mm thick polyethylene foam

AG02

Note: Available on indent only.

Price Schedule ‘B2’
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Side panels
Plinth (PA)

Front + back panels
Plinth (P)

Side panels
Plinth (PA)

GST not included

Industrial steel enclosures
Accessories – Series MAS, MAD, MAP

Price $Cat. No.

ADO201

Description

Door stop  

Door stop

Floor stands
End pieces for floor mounting to give a suitable operation level. 
Suits all 300 and 400 mm deep enclosures: 300 or 450 mm high.
2 mm steel plate, painted RAL 7035.
Delivered with mounting material.

Height (mm) Cat. No. Price $

300

450

300

450

For enclosure
Depth (mm)

300

300

400

400

PFF330R5

PFF345R5

PFF430R5

PFF445R5

171.00

280.00

285.00

370.00

Plinths, P = front + back panels, plus 4 corner pieces
The plinth must be ordered in two parts. For enclosure width use the (P) plinth, which
includes front + back panels and 4 corner pieces and, (PA) side panels. Painted RAL 7022.

Width (mm) Cat. No. Price $

For enclosure

400

600

800

1000

1200

Height (mm)

100

100

100

100

100

P1040

P1060

P1080

P1100

P1120

210.00

245.00

275.00

300.00

325.00

Plinths, PA = side panels (depth pieces x2)

Depth (mm) Cat. No. Price $

For enclosure

300

400

Height (mm)

100

100

PA1030

PA1040
94.50

102.00

PFF330R5

Price Schedule ‘B2’
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Industrial consoles
Series MPG

Technical data

Material: Body: Mild steel plate 1.5 mm.

Mounting plate: 2.5 mm galvanised steel.

Bottom plates: 1.5 mm galvanised steel.

Body: Folded and seam welded. Integrated plinth.

Rear Single folded surface mounted. Screw fixed.

panel:

Roof Single folded surface mounted. Angle 15 ° from 

panel: horizontal. Concealed hinges on top edge allow

80 ° opening. Panel held open by self engage/ 

self release mechanical panel stay.

Locks: DIN-locks with 3 mm pin for top panel,

2 point locking for single front door and

3 point for double front door.

Cable Bottom opening for cable access. Bottom

inlet: plate for cable glanding supplied as standard. 

Front Single folded surface mounted with hinges

door: allowing left or right hand opening. 

Earthing M8 threaded studs on body, door,

Points: top panel and rear panel. 

Finish: Grey RAL 7035 powder structure paint.

Protection: Single door: Corresponds with IP 66 and

NEMA 4,12 and 13. Double door: Corresponds

with IP 55 and NEMA 12.

Delivery Mounting plate and suitable nuts and washers

includes: for the various earthing studs. The console is 

delivered on a wooden pallet.

Approved by the following institutes:

Surface mounted doors
and panels with extruded
one piece gaskets.

Protection class IP 66

Screw fixed removable
door panel.

The 2 point locking for single
doors and 3 point locking for
double doors increases sealing
and rigidity.

Integral handle
to aid lifting.

Bottom gland plates
fitted as standard.

Locking points and hinges are
front mounted outside the
aperture to simplify rehinging of
the door even if the enclosure is
fully equipped. Enabling right or
left hand opening.
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Material: Corners 2 mm steel plate sides panels 1.5 mm steel plate
Finish: Structure powder paint RAL 7022

Price Schedule ‘B2’
GST not included

Industrial consoles
Series MPG

985

985

985

985

x

x

x

x

x

x

x

x

H x xW D
Weight

kg Cat. No. Price $

External dimensions (mm)
Console with standard

mounting plate and lock

600

800

1000

1200

400

400

400

400

56

70

81

96

Useable
Depth (mm)

357.5

357.5

357.5

357.5

MPG06R5

MPG08R5

MPG10R5

MPG12R5 1)

2180.00

2420.00

2680.00

2930.00

MPG dimensions (mm)

Ordering details

Note: 1) MPG12R5, Double door version is rated to IP 55 only.

Mounting plate adjustment brackets
To provide depth adjustment for the mounting plate. 
Material: 2 mm galvanised steel; Pack quantity: 2 pieces

Mounting plate adjustment brackets

Cat. No. Price $

MPGDA01 140.00

Plinths, front / rear
panels, PF

Plinth, side panels, PST

MPG consoles accessories

MPG Plinths

Pack quantity: 4 corner pieces with front panels and mounting material
MPG Plinth front / rear panels

100

100

100

100

Cat. No. Price $

PF1060

PF1080

PF1100

PF1120

270.00

315.00

380.00

460.00

Plinth Height (mm) Suits enclosure Width (mm)

600

800

1000

1200

Note: Add side panels PST for complete plinth

100

Cat. No. Price $

PST1040 86.00

Plinth Height (mm) Suits enclosure Depth (mm)

400

Pack quantity: 2 side panels mounting material included in PF package
MPG Plinth side panels
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Multi-Flex floor standing steel cabinets
Series MKS (Single door) Protection class IP 66

Technical data

Material: Body, rear and roof panels : 1.5 mm painted
steel. Door: 2.0 mm painted steel.
Mounting plate: 3 mm galvanised steel.
Bottom plates: 1 mm galvanised steel.
Consists of three pieces.

Body: Four times folded and seam-welded frame.
Integrated double row hole pattern.

Door: Surface mounted with hinges allowing left or
right hand opening. Including door frame with
25 mm hole pattern.

Rear panel: Fitted by M6 torx screws. Standard facilities
for rear door mounting.

Roof panel: Removable.

Lock: External 4-point locking system. 
Standard fitted DIN-lock with 3 mm pin. 
Can be exchanged for standard inserts 
or Euro-cylinder and swing handle.

Bottom plates: Consists of three pieces.

Mounting plate: Double folded and slides into position.
Adjustable in depth by steps of 25 mm.
Attached on the outside of the enclosure
carton.

Earthing: All panels are earthed through their fittings
and are equipped with separate earthing stud.

Finish: RAL 7035 polyester structure powder paint.

Protection: Corresponds with IP 66 and Nema 4, 12, 13.
* To achieve IP 66, use gasket kit BG 01 

when fitting the bottom plate 
(page 11 - 66).

Delivery: Body with fitted door, rear panel, roof panel,
bottom plates, mounting plate and door
frame. Delivery also includes earthing bolts.
Delivered on a pallet with width identical with
the enclosure to allow suiting without
removal. All packing material recyclable.

Approved by the following institutes:
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GST not included

H W D Weight (kg) Cat. No. Price $

MKS Steel
cabinets including
mounting plate

1600 

1800 

2000 

600

800

1000

600

800

1000

600

800

1000

400

400

400

400

400

400

400

400

400

92

113

131

100

123

142

111

133

158

MKS16064R5

MKS16084R5

MKS16104R5

MKS18064R5

MKS18084R5

MKS18104R5

MKS20064R5

MKS20084R5

MKS20104R5

2880.00

3120.00

3350.00

2570.00

2840.00

3390.00

3160.00

3360.00

3770.00

Dimensions (mm)

Ordering details

Multi-Flex floor standing steel cabinets
Series MKS (Single door)

Dimensions (mm)

Price Schedule ‘B2’
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Material: Body, rear and roof panels : 1.5 mm painted
steel. Door: 2.0 mm painted steel. 
Mounting plate: 3 mm galvanised steel.
Bottom plates: 1 mm galvanised steel.
Consists of three pieces.

Body: Four times folded and seam-welded frame.
Integrated double row hole pattern.

Door: Surface mounted with four hinges. Including
door frame with 25 mm hole pattern. Standard
doors can not be reversed. Separate doors to
be ordered for left hand door locking.

Rear panel: Fitted by M6 torx screws. Standard facilities
for rear door mounting. Split rear panels on
1600 wide enclosures.

Roof panel: Removable.

Lock: External 4-point locking system. 
Standard fitted DIN-lock with 3 mm pin. 
Can be exchanged for standard inserts 
or Euro-cylinder and swing handle.

Mounting plate: Double folded and adjustable in depth by
steps of 25 mm. Attached on the outside of
the enclosure carton. 1600 mm wide mounting
plate fitted inside.

Earthing: All panels are earthed through their fittings
and are equipped with a separate earthing
stud.

Finish: Structure powder paint RAL 7035.

Protection: Corresponds with IP 55 and Nema 12, 13.

Delivery: Enclosure with fitted door, roof panel, rear
panel, bottom plates, mounting plate and
door mounting frame. Delivery also includes
earthing bolts. The enclosure is delivered 
on a pallet identical to the enclosure width.
All packing material recyclable.

Multi-Flex floor standing steel cabinets
Series MKD (Double door) Protection class IP 55

Technical data

Approved by the following institutes:

Q-Pulse Id: TMS145 26/09/2012 Page 50 of 119



11 - 51

11

GST not included

H W D Weight (kg) Cat. No. Price $

MKD Steel
cabinets including
mounting plate

1600

1800

2000

1200

1200

1600

1200

1600

400

400

400

400

400

163

175

225

195

247

MKD16124R5

MKD18124R5

MKD18164R5 1)

MKD20124R5

MKD20164R5 1)

3760.00

3930.00

5220.00

4810.00

5610.00

Dimensions (mm)

Ordering details

Multi-Flex floor standing steel cabinets
Series MKD (Double door)

Dimensions (mm)

Notes: 1) 2 separate 800 mm wide mounting plates and filler plate used to form 1 plate.

Price Schedule ‘B2’
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Material: Frame: 1.5 mm painted steel.
Door: 2.0 mm painted steel.
Rear, roof and side panels: 1.5 mm painted
steel.
Mounting plate: 3 mm galvanised steel.
Bottom plates: 1 mm galvanised steel.

Frame: Seamwelded reversed open profiles with 
25 mm hole pattern according to DIN 43660.
Including integrated external hole pattern.

Door: Surface mounted with hinges allowing left or
right hand opening. Including door frame with
25 mm hole pattern.

Rear panel: Fitted by M6 torx screws. Standard facilities
for rear door mounting.

Side panels: Supplied as an accessory.

Roof panel: Removable.

Lock: 4-point locking system. Does not interfere
with the enclosure inner space. Standard 
DIN-lock with 3 mm pin. Can be exchanged for
standard inserts or Euro-cylinder, swing handle
or digital locking system.

Finish: Structure powder paint RAL 7035.

Mounting plate: Double folded and slides into position.
Adjustable in depth by steps of 25 mm.
Attached on the outside of the enclosure
carton.

Earthing: All panels are earthed through their fittings
and are equipped with a separate earthing
stud.

Protection: Corresponds with IP 56 and Nema 12 and 13.

Delivery: Frame with fitted door, rear panel, roof panel,
bottom plate, mounting plate 1) and door
frame. Delivery also includes earthing bolts.
Delivered on a pallet which is the same width
as the cabinet. Ideal when baying or
combining cabinets. All packing material
recyclable. In 400 mm wide enclosures
amounting plate, bottom plates and door
frame is not standard.

Multi-Flex modular steel cabinets
Series MCS (Single door) Protection class IP 56

Technical data

Approved by the following institutes:

Note: 1) Not included in 400 mm wide cabling enclosures.
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SIDE PANELS
MUST BE
ORDERED 
SEPARATELY
(see below)

Side panels SPM
supplied as 2 panels
complete with
mounting material.

GST not included

H W D Weight (kg) Cat. No. Price $

1800

2000

600

800

1000

400

600

800

1000

600

800

1000

600

800

1000

600

800

1000

600

800

1000

400

400

400

500

500

500

500

400

400

400

500

500

500

600

600

600

800

800

800

91

113

135

55

95

117

139

100

123

146

104

127

150

107

131

155

110

139

176

MCS18064R5

MCS18084R5

MCS18104R5

MCS18045R5

MCS18065R5

MCS18085R5

MCS18105R5

MCS20064R5

MCS20084R5

MCS20104R5

MCS20065R5

MCS20085R5

MCS20105R5

MCS20066R5

MCS20086R5

MCS20106R5

MCS20068R5

MCS20088R5

MCS20108R5

2430.00

2740.00

3210.00

2520.00

2610.00

2880.00

3270.00

2610.00

2880.00

3580.00

2820.00

3030.00

3520.00

3120.00

3170.00

3780.00

3140.00

3870.00

3960.00

Dimensions (mm)

Ordering details

Multi-Flex modular steel cabinets
Series MCS (Single door)

Standard mild steel cabinet with mounting plate, excluding side panels

Height Depth Cat. No. Price $

1800

2000

400

500

400

500

600

800

SPM1804R5

SPM1805R5

SPM2004R5

SPM2005R5

SPM2006R5

SPM2008R5

445.00

490.00

460.00

510.00

590.00

700.00

Side panels
For covering the cabinet sides. Produced in 1.5 mm steel plate, powder coated in a structured finish, colour
RAL 7035, and equipped with an extruded polyurethane gasket. 
Pack quantity: 2 panels, complete with mounting material. Dimensions, refer following pages.

Price Schedule ‘B2’
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Multi-Flex modular steel cabinets
Dimensions (mm) – Series MCS (Single door)

Technical/dimensional drawings – Multi-Flex series
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Material: Frame: 1.5 mm painted steel.
Doors: 2.0 mm painted steel.
Rear, roof and side panels: 1.5 mm painted
steel.
Mounting plate: 3 mm galvanised steel.
Bottom plates: 1 mm galvanised steel.

Frame: Seamwelded reversed open profiles with 
25 mm hole pattern according to DIN 43660.
Including integrated external hole pattern.

Door: Surface mounted with four hinges. Including
door frame with 25 mm hole pattern. Doors
cannot be reversed. Separate doors to be
ordered for left hand door locking.

Rear panel: Fitted by M6 torx screws. Standard facilities
for rear door mounting. Split rear panels in
1600 wide enclosures.

Side panels: Supplied as an accessory.

Roof panel: Removable.

Lock: 4-point locking system. Does not interfere
with the enclosure inner space. Standard 
DIN-lock with 3 mm pin. Can be exchanged for
standard inserts or Euro-cylinder, swing handle
or digital locking system.

Mounting plate: Double folded and adjustable in depth by
steps of 25 mm. Delivered attached to the
outside of the enclosure carton. 1600 mm
wide mounting plate fitted inside.

Earthing: All panels are earthed through their fittings
and are equipped with a separate earthing
stud.

Finish: Structure powder paint RAL 7035

Protection: Corresponds with IP 55 and Nema 12 and 13.

Delivery: Frame with fitted doors, rear panel, roof
panel, bottom plates, mounting plate and
door frame. Delivery also includes earthing
bolts. Delivered on a pallet which is the same
as the cabinet width. All packing material
recyclable. 

Multi-Flex modular steel cabinets
Series MCD (Double door) Protection class IP 55

Technical data

Approved by the following institutes:
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GST not included

Multi-Flex modular steel cabinets
Series MCD

3780.00

3750.00

3770.00

4160.00

5740.00

4230.00

4410.00

4280.00

Height

Dimensions (mm)

Width Depth
Weight
(kg) Cat. No. Price $

Standard mild steel cabinet with mounting plate, excluding side panels

1800

2000

1200

1600

1200

1200

1600

1200

1200

1200

400

400

500

400

400

500

600

800

173

213

178

185

226

190

195

205

MCD18124R5

MCD18164R5 1)

MCD18125R5

MCD20124R5

MCD20164R5 1)

MCD20125R5

MCD20126R5

MCD20128R5

Notes: 1) 2 separate 800 mm wide mounting plates and filler plate used to form 1 plate.

SIDE PANELS
MUST BE
ORDERED 
SEPARATELY
(see below)

Side panels
For covering the cabinet sides. Produced in 1.5 mm steel plate, powder coated in a structured finish, colour
RAL 7035, and equipped with an extruded polyurethane gasket. 
Pack quantity: 2 panels, complete with mounting material. Dimensions, refer following pages.

Side panels SPM
supplied as 2 panels
complete with
mounting material.

Height Cat. No. Price $

1800

2000

Depth

400

500

400

500

600

800

SPM1804R5

SPM1805R5

SPM2004R5

SPM2005R5

SPM2006R5

SPM2008R5

445.00

490.00

460.00

510.00

590.00

700.00

For enclosure dimensions (mm)

Price Schedule ‘B2’
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Multi-Flex modular steel cabinets
Dimensions (mm) – Series MCD (Double door)

Technical/dimensional drawings – Multi-Flex series
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Computer cabinets
Series MCM

Technical data

Material: Frame: 1.5 mm painted steel. Front and rear
doors: 2.0 mm painted steel. Roof and side
panels: 1.5 mm painted steel. Bottom plates: 
1 mm galvanised steel.

Frame: Seam-welded reversed open profiles with 25 mm
intergrated external hole pattern.

Monitor shelf: Fully adjustable in height with newly developed
RAS (Rapid Adjustment System).

Front door: Surface mounted with concealed hinges.

Monitor door: Fitted with design strip in brown (RAL 7015)
which allows customisation. Viewing area 
375 x 455 mm for monitor 14 ”-21 ”.

Keyboard tray: Hinged, with mouse pad (RH or LH). Painted in
a two tone colour grey/brown. Max keyboard
width 470 mm.  

Rear door: Surface mounted with hinges allowing left or
right hand opening.

Side panels: Removable, fixed on the outside hole pattern of
the frame for easy and rapid mounting. Access
to the fixing screws is denied when the doors
are closed.

Roof panel: Removable and fixed from the inside.

Bottom plates: Consists of three pieces for 600 mm deep and
four pieces for 800 mm deep.

Lock: Two or four point locking system. Does not
interfere with the enclosure inner space.
Standard DIN-lock with 3 mm pin. Can be
exchanged for standard inserts or Euro-cylinder
or swing handle. Monitor door and keyboard tray
are fitted with key lock.

Earthing: All panels are earthed through their fittings and

are equipped with a separate earthing stud.

Finish: Grey RAL 7035 polyester powder structure paint

in combination with brown RAL 7015.

Protection: Corresponds with max. IP 44 and NEMA 12.

Delivery Frame with fitted plain and glazed doors, 
includes: hinged keyboard tray, mouse pad, monitor shelf,

roof panel, bottom plates, side panels and fixing

devices. Delivery also includes earthing bolts.

Delivered on a pallet with width identical with

the enclosure to allow suiting without removal.

All packing material is recyclable.

Approved by the following institutes:

Protection class IP 44

Optional 19” profiles
CIPP can be fitted
for 19” mounted
monitors or PC’s

Customised design
strip in brown
contrast

Surface mounted
panels with extruded
one piece gaskets

Side panels supplied
as standard

Monitor shelf fitted
with RAS (Rapid
Adjustment System)

Optional shelves for
PC and printer

Smoked safety glass

Glazed door for 14”
to 21” monitors

Sliding mouse pad
(LH or RH)

Door for access to
computer and printer
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GST not included

Computer cabinets
Series MCM

6790.00

7250.00

Ordering details

1600

1600

H
Dimensions (mm)

W D
For monitor

size Cat. No. Price $

600

600

600

800

14” - 17”

19” - 21”

Weight
(kg)

110

120

MCM16066

MCM16068

Dimensions (mm)

Price Schedule ‘B2’
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GST not included

Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD, MCM

Plinth front / rear panels
The plinth consists of four corner pieces with removable front covers.
The side panels PS are to be ordered separately. Produced in 100 mm height.

Material: Corner pieces in 2 mm Zinc plated steel, panels in 1.5 mm steel plate.
Finish: Powder structure paint, RAL 7022 Black.
Pack quantity: 1 set of 4 corner pieces including, 1 front and 1 rear panel with mounting material for side panels
and transversal profiles

Note: PS and PF plinth components need to be purchased together.

Plinth transversal profiles
Acts as a stabiliser when cabling between bayed cabinets and full plinth side panels obstruct the cable
routing.

Material: 2 mm steel plate.
Finish: Powder structure paint, RAL 7022 Black.
Pack quantity: 2 profiles. Mounting material included with PCP.

Plinth side panels, PS

Plinths, front / rear
panels, PF

100 400

100 500

100 600

100 800

Plinth side panels
Side panels to cover the openings in the depth of the PF plinth.
Double bent panels for maximum strength, 100 mm high.
Material: 1.5 mm steel plate.
Finish: Powder structure paint RAL 7022 Black.
Pack quantity: 2 panels. Mounting material included with PF.

Cat. No.
Plinth Suits enclosure
height (mm) depth (mm) Price $

PS1040

PS1050

PS1060

PS1080

97.00

97.00

117.00

154.00

100 400

100 600

100 800

100 1000

100 1200

100 1600

Cat. No.
Plinth Suits enclosure
height (mm) width (mm) Price $

PF1040

PF1060

PF1080

PF1100

PF1120

PF1080 (x 2)

230.00

270.00

315.00

380.00

460.00

315.00

400

500

600

Cat. No.
Suits enclosure
depth (mm) Price $

PCP04

PCP05

PCP06

141.00

142.00

152.00

Price Schedule ‘B2’

Plinth transversal
profile, PCP
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GST not included

Price $

112.00

Multi-Flex steel cabinet accessories
Series MCS/MCD

Cat. No.Description

Internal combining brackets CCI6

Combining brackets
For baying cabinets. These rigid brackets also provide a good reinforcement of the cabinet assembly. 

Material: 3 mm steel, zinc plate.
Pack quantity: 6 brackets, complete with mounting material.

Internal combining
brackets CCI6

Internal corner baying kit
For extra support when bayed cabinets are fully equipped and require heavy-duty lifting.

Material: 3 mm zinc plated steel.
Pack quantity: 4 brackets with mounting material.

CCM 04

Price $

275.00

Cat. No.Description

Internal corner kit CCM04

External baying brackets
Brackets mounted on the outside hole pattern of the frame ensuring a strong three dimensional alignment
of the bayed enclosures with ‘auto-spacer’ function.
This method of baying cabinets should be used when separation plates are installed.

Material: 3 mm zinc plated steel.
Pack quantity: 6 brackets with mounting material.

Price $

67.00

Cat. No.Description

External joining brackets CCE06

CCE 06

LC 12
Lifting device (pack of 4)

Cat. No.Description Price $
LC12 149.00

Lifting device
Designed to distribute the weight of two combined cabinets, when lifted.

Material: 5 mm zinc plated steel.
Pack quantity: 4 pieces.

LE 9301

Lifting eye bolts (pack of 2)

Lifting eye bolts
M12 thread. Complies with DIN 580 lifting requirements.
Pack quantity: 2 pieces.

Cat. No.Description Price $
LE9301 32.00

Price Schedule ‘B2’

Q-Pulse Id: TMS145 26/09/2012 Page 61 of 119



11 - 62

11

GST not included

Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

Inner door (MCS/MKS series only)
Mounted on vertical plates, which prevent access on the sides. The inner door provides a hinged mounting
surface for equipment behind standard or glazed front door. 
Material: 1.5 mm steel plate
Finish: RAL 7035
Pack quantity: 1 door with  2 locks (3 mm DIN) and plastic handles.

1800 600

800

2000 600

800

Cat. No.

For enclosure
dimensions (mm)
Height Width Price $

DI1806R5

DI1808R5

DI2006R5

DI2008R5

1290.00

1350.00

1340.00

1440.00
DI 2006

Notes:    1) Left hand door only.
2) Right hand door only.

Single door cabinet MKS

Single door cabinet MCS/MKS

Single door cabinet MCS/MKS

Single door cabinet MCS/MKS

Double door cabinet MCD/MKD 1)

Double door cabinet MCD/MKD 2)

Double door cabinet MCD/MKD 1)

Double door cabinet MCD/MKD 2)

Single door cabinet MCS/MKS

Single door cabinet MCS/MKS

Single door cabinet MCS/MKS

Double door cabinet MCD/MKD 1)

Double door cabinet MCD/MKD 2)

Double door cabinet MCD/MKD 1)

Double door cabinet MCD/MKD 2)

1600

1800

2000

600

600

800

1000

1200

1200

1600

1600

600

800

1000

1200

1200

1600

1600

Plain doors
Standard door equipped with DIN 3 mm lock system.
Material: 2 mm steel plate.
Finish: RAL 7035

Cat. No.Suit cabinet type Height Width Price $

D1606R5

D1806R5

D1808R5

D1810R5

D1812LR5

D1812RR5

D1816LR5

D1816RR5

D2006R5

D2008R5

D2010R5

D2012LR5

D2012RR5

D2016LR5

D2016RR5

640.00

620.00

700.00

850.00

590.00

680.00

700.00

750.00

680.00

750.00

970.00

650.00

750.00

730.00

780.00

Cabinet dimensions (mm)

Single door cabinet MCS/MKS

Single door cabinet MCS/MKS

2000

2000

600

800

Glazed doors
Standard door with fitted clear safety glass. DIN 3 mm lock system.
Material: Frame - 2 mm steel plate. Viewing area - 4 mm clear safety glass.

Cat. No.Suit cabinet type Height Width Price $

DGC2006R5

DGC2008R5

2020.00

2440.00

Cabinet dimensions (mm)

Plain door

Glazed door

Price Schedule ‘B2’
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GST not included

Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

MPD 02

Mounting plate adjustment brackets
With these brackets the mounting plate can be adjusted in depth by steps of 25 mm 
in the cabinet frame.
Material: 3 mm zinc plated steel.
Pack quantity: 2 brackets with mounting material.

Cat. No. Price $
MPD02Mounting plate adjustment brackets 32.50

MPA 06

Mounting plate brackets
To fix mounting plates to the rearmost position in the enclosure. Includes adjustment brackets for depth
adjustment of mounting plate in steps of 25 mm.
Material: 3 mm zinc plated steel.
Pack quantity: 2 top and 2 bottom sliding brackets. 2 adjustment brackets with mounting material.

Cat. No. Price $
MPA06Mounting plate brackets 120.00

Mounting plate fixing bracket
For extra fixing of the mounting plate in the middle in addition to the normal fixing 
top and bottom.
Material: 3 mm zinc plated steel.
Pack quantity: 1 bracket.

Cat. No. Price $
MPEF10Mounting plate fixing bracket 23.40

MPEF 10

DMK 01

Cat. No.

MP1606

MP1608

MP1610

MP1612

MP1806

MP1808

MP1810

MP1812

MP2006

MP2008

MP2010

MP2012

Mounting plates
Standard mounting plate. Fixing brackets (MPA06) need to be ordered separately.
Material: 3 mm galvanised steel.
Pack quantity: 1 piece.

Price $

425.00

480.00

630.00

720.00

480.00

590.00

690.00

800.00

540.00

650.00

820.00

890.00

H W H W

1600

1800

2000

600

800

1000

1200

600

800

1000

1200

600

800

1000

1200

1494

1494

1494

1494

1694

1694

1694

1694

1894

1894

1894

1894

494

694

894

1094

494

694

894

1094

494

494

894

1094

Mounting plate fitted with 
MPD 02 brackets

Cabinet size (mm) Actual Mounting Plate size (mm)

83.00

181.00

Door hinges
Required when fitting a door to the rear of a cabinet.
Pack quantity: 1 kit of 4 standard hinges, 4 rod catches and mounting material.

Single door enclosure hinge kit

Double door enclosure hinge kit

Cat. No.Description

DMK01

DMK02

Price $

Price Schedule ‘B2’
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GST not included

Multi-Flex steel cabinet accessories
Series MCS, MCD

1800

2000

Separation plate

Filler plate

CCJ 12

Filler plates
Fill the space between pairs of adjacent mounting plates, 
providing a continuous working surface. 
Pack quantity: 1 plate, complete with mounting material.

Cat. No.
For enclosure 
height (mm) Price $

MPF1800

MPF2000

240.00

255.00

Combining kit for separation plate

Combining kit 
These brackets are used in combination with separation plates. 
Pack quantity: 12 brackets with mounting material.

Cat. No.Description Price $
CCJ12 190.00

1800 400

1800 500

2000 400

2000 500

2000 600

Separation plate
Separates two combined cabinets. Produced in 1.5 mm steel plate. 
To be fixed to frame with combining kit CCJ 12 below and CCE 06 (see 11 - 61) external joining bracket.

Cat. No.
For enclosure dimensions
Height (mm) Depth (mm) Price $

SPD1804

SPD1805

SPD2004

SPD2005

SPD2006

350.00

385.00

415.00

445.00

480.00

MPS 04

Side mounting plate brackets

Side mounting plate brackets
To mount the standard mounting plate in the side of the cabinet frame. 
Provides a flat mounting surface with the profiles.
Material: 3 mm galvanised steel.
Pack quantity: 4 brackets with mounting material.

Cat. No. Price $
MPS04 182.00

Note: Available on indent only.

Price Schedule ‘B2’
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GST not included

Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

Earthing cable 6mm2 (pack of 10)

Earthing cable
For earthing between parts and units.
Material: 6mm2 copper wire (yellow-green).
Pack quantity: 10 pieces.

Cat. No.Description Price $
ECFA220 86.00

Swing handle without insert

Padlockable handle without insert

Cat. No.Description Price $

LSC501

LSC503
188.00

250.00

Swing handles

Ronis key C21323

CL001 Key Comb.

Square 7 mm

Square 8 mm

Triangle 8 mm

DIN 3 mm

Push button only

Cat. No.Description Price $

LSSI521

LSSICL001

LSSI523

LSSI524

LSSI527

LSSI528

LSSI536

135.00

151.00

43.50

43.50

43.50

43.50

43.50

Inserts for swing handles

DIN 3 mm 

DIN 5 mm

Square 7 mm

Square 8 mm

Triangle 7 mm

Triangle 8 mm

Cat. No.Suits insert Price $

LSK503

LSK505

LSK523

LSK524

LSK526

LSK527

13.20

13.20

13.20

13.20

13.20

13.20

Key for handle inserts (see above)

T-Handle with Ronis key C21323

Cat. No.Description Price $

LST560 197.00

Other handles

Price Schedule ‘B2’

220 mm

Length

Earthing connection sets (10 sets)

Earthing connections for panels
Earthing connections for the fixing of earthing cables to panels, mounting plates or profiles.
Pack quantity: 10 pieces.

Cat. No.Description Price $
ECP06 57.00M6

Size

Earthing connection sets (10 sets)

Earthing connections for frame
Earthing connections for the fixing of earthing cables to the enclosure frame.
Pack quantity: 10 sets.

Cat. No.Description Price $
ECF06 45.00M6

Size

Earthing connections for
frame

Earthing connection for
panels

Earthing cable
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Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

Suit cabinet type Height Cat. No. Price $

Single door MCS 2000

Width

800

RV

40 SFS408 1650.00

Swing frame
Full height swing frame for 19” components. 130 degree hinges. Depth adjustable

Material: Zinc plated steel.
Lock: DIN 3 mm espagnolette.
Finish: RAL 7035.

Cabinet dimensions (mm)

Swing frame

Suit cabinet type Height Cat. No. Price $

Single door MCS 2000

Width

800 SFB0812 520.00

Swing frame support bars
Required to fit SFS swing frame.

Material: 3 mm zinc plated steel.

Cabinet dimensions (mm)

SFB0812

Description Cat. No. Price $

180 degree hinge for swing frame SFH180 182.00

Swing frame 180 degree hinge
Allows swing frame to be opened up to 180 degrees.

Material: Zinc plated steel.
Pack quantity: 1 set.

SFH180 

Door hinges 180 degree opening
Enables the door to open 180 degrees, even
when cabinets are joined together.

Material: Die-cast zinc.
Finish: Blue.
Pack quantity: 4 hinges with mounting material.

Cabinet door hinges
Cat. No. Price $
DHN180 131.00

DHN 180
Mounting
material

DHN 180

Description Cat. No. Price $

Gasket kit BG01 60.50

Gasket kit
Cable entry foam and bottom plate gasket. 1.6 m adhesive foam (30 x 25 mm) and 6 m adhesive gasket
(4.5 x 8 mm).

BG01

Price Schedule ‘B2’
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Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

For enclosure
Height (mm) Cat. No.

Per Pack
Price $

1600

1800

2000

HP1600

HP1800

HP2000

370.00

395.00

410.00
HP 2000

Vertical mounting bars HP
Vertical bars with 25 mm hole pattern, to support equipped DIN rails. Adjustable in depth in steps of 25 mm.
Material: 2 mm zinc plated steel.
Pack quantity: 1 pair

Profile
Length (mm) Depth Cat. No. Price $

335

435

535

735

400

500

600

–

Width

400

500

600

800

CLPK400

CLPK500

CLPK600

CLPK800

295.00

265.00

280.00

310.00

Click-in profile
The click-in system promotes a quick and effective assembly of the cabinet framework with a 25 mm
DIN hole pattern. To be used when installing universal mounting or partial height mounting plates
etc. Can be secured by the use of self-tapping screws.

Material: 1.5 mm zinc plated steel.
Pack quantity: 4 profiles.

For enclosure (mm)Click-in profiles CLPK

Door frame mounting profile
Horizontal profile with 25 mm hole pattern. Fit directly onto door frame.

Material: 2 mm zinc plated steel.
Pack quantity: 2 profiles.

DCP602

Price $

380.00

430.00

Cat. No.
For enclosure
Width (mm)

600

800
DCP602

DCP802

Carrier bars
Used for heavy units, such as transformers, fitted at the bottom of the cabinet.

Material: 3 mm zinc plated steel.
Pack quantity: 2 bars, complete with mounting material.CB 600

Price $

192.00

205.00

215.00

245.00

Cat. No.
Max. recommended
load/pair (kg)

For enclosure
Width/Depth (mm)

400

500

600

800

220

180

140

100

CB400

CB500

CB600

CB800

Price Schedule ‘B2’
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Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

No. of
units Cat. No. Price $

38

42

(for cabinet H=1800 mm)

(for cabinet H=2000 mm)

310.00

330.00

19” Profiles 
These profiles fulfil all 19” mounting requirements. Adjustable in depth by the use of the click-in profiles
on the sides. 

Material: 2 mm zinc plated steel.
Pack quantity: 2 pcs and mounting material.

CIP 38 CIP38

CIP42

For enclosure
width mm Cat. No. Price $

800

800

For enclosure
depth mm

600

800

205.00

230.00

19” Heavy duty width reducers 
Used to obtain 19” mounting facilities in 800 mm wide enclosures. Allows the mounting of CIP profiles.
Maximum supported weight is 500 kg on two pair and 800 kg on three pair of CIWR width reducers. 

Material: 2 mm zinc plated steel.
Pack quantity: 1 pair with mounting material.

CIWR

CIWR8196

CIWR8198

Cat. No. Price $

63.00

81.00

Brackets for fixing 19” CIP profiles
For mounting 19” profiles in MCS cabinet. Adjustable in depth in 25 mm steps.
Produced in 3 mm steel plate, zinc plated.

Material: 3 mm zinc plated steel.
Pack quantity: 2 pcs and mounting material.

Description

In 600 mm wide enclosures

In 800 mm wide enclosuresCIB 600
CIB600

CIB800

SHC 0806 600 600

800 600

509 555

709 555

Cat. No.
For enclosure (mm)
W D

Shelf dimensions (mm)
W D Price $

SHC0606

SHC0806

310.00

375.00

Shelf 
Mounted directly to the MCS cabinet frame. Load carrying capacity 50 kg.
Material: 2 mm zinc plated steel
Pack quantity: 1 shelf with mounting material.

Price Schedule ‘B2’
Note: Available on indent only.

Q-Pulse Id: TMS145 26/09/2012 Page 68 of 119



11 - 69

11

GST not included

Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

Description Cat. No. Price $

8 W, 240 V fluorescent

6 W, 240 V LED

8 W, 24 V LED

TLC87035

TLCL87035

TLCL8703524 

680.00

890.00

800.00

340.00

Enclosure light
Compact design light supplied with cable (1,500 mm in length), three integrated fixing methods
(magnet, screw and snap-in), and 3 way switch.

TLC87035

Description Cat. No. Price $

Cable, 1500 mm TLCS600 85.50

Connection cable for TLC light
Cable to connect TLC range of lights to door switch. DSW01.

Colour: Black
Length: 1500 mm

TLC87035

Door switch
Can be retrofitted to cabinet after installation. Allows activation of internal light, warning devices etc.
Cable entry M20. Switching load 6 amp - 230 V

Pack quantity: 1 piece with mounting material.

Cat. No. Price $
DSW01Door switch 190.00DSW 01

Description Cat. No. Price $

Slimline lamp, 11 W SL025 205.00

Enclosure light
Slimline lamp with energy saving lamp (11 W equals 75 W light bulb). Screw fixing (M5, 300 mm
centres), 10,000 hour service life.

SL025

Description Cat. No.

1.5 m - 2 x 0.75 mm2, 100 - 240 V TLCS01

Door switch for TLC light
Complete with integrated micro switch, cable and plug to suit the TLC range of lights. 
Auto positioning of door switch is achieved when used in the Multi-Flex cabinets.

Price $

Price Schedule ‘B2’
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Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

Document pocket - A4 size
Colour: Grey
Material: PVC
Usable depth: 30 mm

Document Pocket

Cat. No.Description Price $

DRA4 19.80
DRA 4

DDK 800 600

800

Cat. No.Suits cabinet Width (mm) Price $
DDK600R5

DDK800R5

330.00

340.00

Drawing desk 
Mounted directly to the door frame it provides a stable surface for documents, computer 
or measuring devices. The desk can be easily folded and locked within the door frame space. An automatic
safety positioning system locks the desk at angles of 55, 70 and 90 degrees.
Material: 1.5 mm steel plate.   Finish: Powder structure paint, RAL 7035.
Pack quantity: 1 piece with mounting material.

600 to 1600

Cat. No.
For enclosure
Width (mm) Price $

DRB0303R5 172.00

Document pocket
A large steel document pocket. Fixed directly onto the door frame.
Colour: RAL 7035
Usable depth: 68 mm

DRB0303R5

DSTP 01 Door stop

Cat. No.Description Price $
DSTP01 83.00

Door stop
To be mounted directly onto the door frame. For MKS/MKD and MCS/MCD series cabinets.
Complete with mounting material.

Touch-up paint
For repairs and touch-up of powder coated painted surfaces.

Description Cat. No. Price $

RAL 7035, light grey    12 ml tube

RAL 7035, light grey    400 ml spray can

BFT7035

BFP7035

42.50

65.50

BFT7035

Price Schedule ‘B2’
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Self-tapping torx screws, metric thread
To be used on the enclosure frame, system profiles and relevant accessories. 
Standard M5 and M6 metric thread.
Pack quantity: 250 pcs.

Thread size (mm) Cat. No.
Per Pack

Price $

5 mm Pkt. 250

6 mm Pkt. 250

CNT05

CNT06 

75.50

75.50

Torx screws
For use with CNM cage nuts. (see above)
Pack quantity: 250 pcs.

Description Cat. No.
Per Pack

Price $

Torx countersunk M6 x 12 mm Pkt. 250

Torx socket head M6 X 12 mm Pkt. 250

CNC06

CNS612

140.00

149.00
CNS 612

CNT 05

CNC 06

Cage nuts
Designed for universal use on the cabinet frame profiles and click-in profiles.

Description Cat. No.
Per Pack

Price $

M6 for material thickness 1.5 mm Pkt. 50

Suits frame + click-in profiles
CNM615 62.00

CNM 615

Multi-Flex steel cabinet accessories
Series MCS, MCD, MKS, MKD

Price Schedule ‘B2’
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Section 11
Enclosures, cabinets and accessories
Stainless steel, weatherproof, wall and floor mounting Page

ZANARDO
Weatherproof stainless steel enclosures/junction boxes – type ESA 11 - 74 to 11 - 75
Weatherproof stainless steel enclosures – type D 93 11 - 76 to 11 - 78
Accessories to suit D 93 series enclosures 11 - 79

COSMOTEC, STEGO Index 11 - 81
Cabinet cooling systems and switchboard accessories 11 - 82 to 11 - 89

ERICO busbar system 11 - 90 to 11 - 104
IBOCO PVC ducting range 11 - 105 to 11 - 109
CUBIC - 

Cu-flex flexible copper busbar  11 - 111 to 11 - 114
Mini-flex busbar 11 - 115
Features and specifications 11 - 117 to 11 - 119
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GST not included

Stainless steel enclosures
Series ESA

Stainless steel AISI 316 junction boxes 
IP 66 protection and TUV certified.

Stainless steel captive
cover screws.

Equipment profiles for
mounting plate or DIN rail.

Wall mounting brackets

Description Cat. No.

Stainless steel wall brackets (x4) (Price per set of 4) AG1A 126.00

Price $

Stainless steel enclosures 
Accessories - Series ESA

Weight
(Kg)

1.7

2.0

2.1

2.4

2.5

2.8

3.2

4.3

4.7

5.2

6.4

7.1

Price $ Price $

External enclosure
dimensions (mm)
H W D

Enclosure 
less base plate
Cat. No.

Metal
baseplate
Cat. No.

465.00

570.00

630.00

680.00

640.00

680.00

710.00

820.00

850.00

880.00

910.00

930.00

ES1A

ES2A

ES21A

ES23A

ES22A

ES24A

ES3A

ES25A

ES4A

ES26A

ES27A

ES7A

Material: 1.5 mm, 316 grade stainless steel

Body: Folded and seam welded. Holes punched in rear

of enclosure for wall mounting.

Approval: CE

Cover: Screw down cover with stainless steel captive

screws

Internal: Two fixing supports for attachment of DIN rail. 

Delivery 

includes: Enclosure (less base plate)

Technical data – Series ESA

31.50

31.50

38.00

38.00

38.00

38.00

38.00

45.50

48.00

45.50

54.00

67.00

ES1P

ES2P

ES21P

ES23P

ES21P

ES23P

ES3P

ES25P

ES4P

ES26P

ES27P

ES7P

80

80

80

80

120

120

120

120

120

120

120

120

180

200
200

300

200

300

300

300

400

400

400

500

150

180
200

150

200

150

200

300

200

300

400

300

Stainless steel enclosures Series ESA
Ordering details Protection class IP 66

316 Grade stainless steel 

Price Schedule ‘B2’
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Cat. No.
H

(mm)
W

(mm)
D

(mm)
L

(mm)
H

(mm)
P

(mm)
L1 H1 L2 H2 L3 H3 L4 H4 L5 P1 Cover

Weight
(kg)

ES1A 150 180 80 180 150 80 155 125 132 114 150 120 140 110 75 58 1 1.7

ES2A 180 200 80 200 180 80 175 155 152 144 170 150 160 140 95 58 1 2

ES21A 200 200 80 200 200 80 175 175 152 164 170 170 160 160 95 58 1 2.1

ES23A 150 300 80 300 150 80 275 125 252 114 270 120 260 110 195 58 1 2.4

ES22A 200 200 120 200 200 120 175 175 152 164 170 170 160 160 95 98 1 2.5

ES24A 150 300 120 300 150 120 275 125 252 114 270 120 260 110 195 98 1 2.8

ES3A 200 300 120 300 200 120 275 175 252 164 270 170 260 160 195 98 1 3.2

ES25A 300 300 120 300 300 120 275 275 252 264 270 270 260 260 195 98 1 4.3

ES4A 200 400 120 400 200 120 375 175 352 164 370 170 360 160 295 98 1 4.7

ES26A 300 400 120 400 300 120 375 275 352 264 370 270 360 260 295 98 1 5.2

ES27A 400 400 120 400 400 120 375 375 352 364 370 370 360 360 295 98 1 6.4

ES7A 300 500 120 500 300 120 475 275 452 264 470 270 460 260 395 98 1 7.1

W

H

H W Weight
Cat. No. (mm) (mm) (kg)

ES1P 125 155 1.7

ES2P 155 175 2

ES21P 175 175 2.1

ES23P 125 275 2.4

ES3P 175 275 3.2

ES25P 275 275 4.3

ES4P 175 375 4.7

ES26P 275 375 5.2

ES27P 375 375 6.4

ES7P 275 475 7.1

Mounting plate

Ø10

Stainless steel enclosures
Series ESA
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Material: 1.5 mm, 316 grade stainless steel.

Body: Folded and seam welded. Holes punched in

rear of enclosure for wall mounting.

Door: Surface mounted with 120 ° opening.

Sealing is ensured by an extruded one

piece polyurethane gasket.

Lock: Chrome plated 3 mm DIN-lock with 90 °

movement. Stainless steel lock (8010) and

other accessories available on request.

Mounting Fixed on to press welded studs at the rear

Plate: of the enclosure.

Approvals: CE

Delivery Mounting plate, earthing bolts, nuts and

includes: washers 

Technical data – Series D93

Stainless steel enclosures
Series D93

Stainless steel enclosures Series D93
Protection class IP 66
316 Grade stainless steel 

Ordering details

Stainless steel AISI 316 boxes 
IP 66 protection and TUV certified. Body return has an

extra fold for rigidity,
providing a gutter to
drain liquids away
from gasket.

Zinc plated
mounting plate 

Concealed hinges,
providing 120 °
opening.

Polyurethane 
one piece 
gasket provides
a continuous
seal 

Earthing points are
provided on body, door
and mounting plate.

780.00

810.00

950.00

1020.00

1120.00

1370.00

1130.00

1240.00

1400.00

1690.00

2220.00

2090.00

1720.00

2430.00

2750.00

2980.00

4370.00

3530.00

4160.00

5420.00

4950.00

H W D H W
Weight
(Kg)

No. 
of
locks Cat. No. Price $

Mounting plate
dimensions (mm)

External enclosure
dimensions (mm)

Enclosure with standard
mounting plate and lock

300

400

400

500

600

800

700

600

800

1000

1200

1400

200

300

300

300

400

600

300

400

400

600

600

500

600

600

800

800

1200

800

800

1200

800

150

150

150

200

200

200

200

200

200

200

200

250

300

300

300

300

300

300

400

400

400

250

250

350

350

350

350

450

450

550

550

750

650

550

750

750

950

950

1150

1150

1150

1350

170

270

270

270

370

570

270

370

370

550

550

450

550

550

750

750

1150

750

750

1150

750

5.2

7

9.6

9.9

10.5

17

11.4

15

17

22.6

29.2

24.5

28.5

32.5

42.5

49.7

74

59

62

88

78

1

1

1

1

1

2

2

2

2

2

2

2

2

2

2

2

1 x 3 point

2

2

1 x 3 point

2

Note: 1) Double door IP 55 rated.

D302015

D303015

D403015

D403020

D404020

D406020

D503020

D504020

D604020

D606020

D806020

D705025

D606030 

D806030

D808030

D1008030

D10012030 1)

D1208030

D1208040

D12012040 1)

D1408040 

GST not included

Price Schedule ‘B2’
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Stainless steel enclosures
Series D93

Dimensions (mm)

Cat. No. H
(mm)

W
(mm)

D
(mm)

L
(mm)

H
(mm)

P
(mm)

F1 G1 L1 H1 P1 Doors Lock
Weight
(kg)

D302015 300 200 150 200 300 150 170 250 145 240 138 1 1 5.2

D303015 300 300 150 300 300 150 270 250 245 240 138 1 1 7

D403015 400 300 150 300 400 150 270 350 245 340 138 1 1 9.6

D403020 400 300 200 300 400 200 270 350 245 340 183 1 1 9.9

D404020 400 400 200 400 400 200 370 350 345 340 183 1 1 10.5

D503020 500 300 200 300 500 200 270 450 245 440 183 1 1 11.4

D504020 500 400 200 400 500 200 370 450 345 440 183 1 1 15.1

Cat. No. H
(mm)

W
(mm)

D
(mm)

L
(mm)

H
(mm)

P
(mm)

F1 G1 L1 H1 P1 Doors Lock
Weight
(kg)

D406020 400 600 200 600 400 200 550 350 472 340 178 1 1 18

D604020 600 400 200 400 600 200 370 550 345 540 183 1 2 17

D606020 600 600 200 600 600 200 550 550 472 540 178 1 2 23.6

D806020 800 600 200 600 800 200 550 750 472 740 178 1 2 29.2

D705025 700 500 250 500 700 250 450 650 372 640 228 1 2 24.5

D606030 600 600 300 600 600 300 550 550 472 540 278 1 2 28.5

D806030 800 600 300 600 800 300 550 750 472 740 278 1 2 32.5

D808030 800 800 300 800 800 300 750 750 672 740 278 1 2 42.5

D1008030 1000 800 300 800 1000 300 750 950 672 940 278 1 2 49.7

D1208030 1200 800 300 800 1200 300 750 1150 672 1140 278 1 2 59

D10012030 1000 1200 300 1200 1000 300 1150 950 1072 940 278 2 2 74

D1208040 1200 800 400 800 1200 400 750 1150 672 1140 378 1 2 62

D12012040 1200 1200 400 1200 1200 400 1150 1150 1072 1140 378 2 2 88

D1408040 1400 800 400 800 1400 400 750 1350 672 1340 378 1 2 78

With folded edge mounting plate

With internal mounting plate

Ø10

Internal mounting
plate

Enclosure

Internal mounting plate
with folded edge

enclosure fixing interaxis
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GST not included

Material: 316 grade stainless steel.

Body: Folded and seam welded. 

Door: Surface mounted with 120 ° opening.

Sealing is ensured by an extruded one 

piece polyurethane gasket.

Lock: Stainless steel 3 mm DIN-lock.

Mounting Plate: Fixed on to press welded studs at the rear 

of the enclosure.

Delivery includes: Mounting plate, earthing bolts, nuts 

and washers.

Technical data – Series D93

Stainless steel enclosures
Series D93 – Sloping Roof

Stainless steel enclosures 
Series D93-SR
Ordering details

Stainless steel AISI 316 boxes 
IP 66 protection and TUV certified.

1350.00

1510.00

2050.00

2970.00

H1 H2 W D No. of locks Cat. No. Price $

Dimensions (mm)
Enclosure with standard
mounting plate and lock

480

600

837

1090

300

400

600

800

200

300

400

600

184

200

250

320

1

1

2

2

D302017SR

D403020SR

D604025SR

D806032SR

Price Schedule ‘B2’
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315.00

340.00

370.00

395.00

420.00

640.00

590.00

750.00

910.00

980.00

Note: 1) Not compatible with double door enclosures.

Price Schedule ‘B2’

Stainless steel lock – DIN 3 mm

Flush lock – key lockable

Wing knob – key lockable

Triangular lock 8 mm

Triangular key

D93 DIN 3 mm enclosure key

Padlockable swing handle with tongue (316 grade)

Stainless steel enclosures
Accessories – Series D93

Wall mounting brackets
Description Cat. No.

Stainless steel wall brackets (x4) (Price per set of 4) AG1A 126.00

Rain hoods
To be fitted to top of single door enclosure. Made from 316 grade stainless steel. 

Suits enclosure
Width (mm) Depth (mm) Cat. No. Price $

200

300

300

400

400

500

600

600

800

800

150

150

200

150

200

250

200

300

300

400

RH2015

RH3015

RH3020

RH4015

RH4020

RH5025

RH6020

RH6030

RH8030

RH8040

Inner doors
Situated 35 mm from the external door for mounting control equipment, meters, etc. Made from mild steel plate
(1.5 mm thick). Painted RAL 7032

Locks Cat. No.

Price $

8010

8004

8006

8005

DRC944

DRC908

SHPAD316 1)

137.00

38.00

63.50

35.00

11.00

11.00

390.00

8006

AG1A

SHPAD316

RH 4020

Price $

Suits enclosure
Height (mm) Width (mm) Cat. No. Price $

400

400

500

500

600

600

700

800

1000

1200

300

400

300

400

400

600

500

600

800

800

ID4030

ID4040

ID5030

ID5040

ID6040

ID6060

ID7050

ID8060

ID10080

ID12080

118.00

127.00

127.00

140.00

152.00

180.00

192.00

285.00

380.00

415.00

GST not included

Ventilation plate
Made from 316 grade Stainless Steel. Pack QTY 1 (No gasket provided)
Size (mm) Cat. No.

120 x 120

220 x 120

L1212SS

L2212SS

39.00

56.50

Price $

L1212SS

Inner door
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Section 11
Cabinet cooling systems and switchboard accessories

Page

COSMOTEC
Fans, grills & filters, air conditioners and heat exchangers 11 - 82 to 11 - 86

STEGO enclosure anti-condensation heaters and accessories 11 - 87 to 11 - 89
ERICO

Insulated flexible copper bar 11 - 90 to 11 - 92 
Flexibar supports and spacers 11 - 93 
Clamps and connectors 11 - 94 
Flexibar hand tools/ Specialised tools 11 - 95 
Halogen free insulators and spacers 11 - 96 
Braids and flexible power conductors 11 - 97 to 11 - 98 
Insulated cable sleeving 11 - 99 
Busbar supports 11 - 100 to 11 - 102 
Distribution blocks and connectors 11 - 103 to 11 - 104 

IBOCO
Slotted cable ducting T1 11 - 105 
Slotted (narrow) cable ducting T1-E 11 - 106
Solid wall cable ducting TA 11 - 107
Ducting accessories 11 - 108 to 11 - 109 

CUBIC - 
Cu-flex flexible copper busbar  11 - 111 to 11 - 114
Mini-flex busbar 11 - 115
Features and specifications 11 - 117 to 11 - 119

11 - 81

11
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COSMOTEC and STEGO
Ventilation and heating applications

Cosmotec ventilation and Stego heating/thermostat products offer a cost effective solution
for maximising the efficiency and life of enclosed electrical and electronic equipment.

Example of an equipment enclosure climate control system

Warning lamp

GKF grill and filter vents the
warm air out of the enclosure

Thermostat – FZK01100
switches the warning lamp

KTS01141 switches the GKV 
fan at the set temperature

KTO01140 regulates the
operating temperature of the
heater

HG PTC heater prevents 
condensation in the enclosure

GKV fan, grill and filter draws 
the cooler external air into the
enclosure and cools the internal
equipment

Heating

KTO

FZK

Signaling

Cooling

Why use cooling systems?

This will not only provide cooling
but contribute towards:

n Maximising plant efficiency and
electrical component life.

n Reducing the risk of
unscheduled plant shutdown.

n Preventing unnecessary moisture
in equipment enclosures.

Refer Catalogue ETC08

KTS

Q-Pulse Id: TMS145 26/09/2012 Page 82 of 119



11 - 83

Price Schedule ‘B2’
GST not included

11

COSMOTEC
Fans, grills & filters
Enclosure ventilating systems
Features - GKV fan, GKF grill & filters
n High heat resistant and self-extinguishing ABS plastic housing
n Easy clip-on mounting with or without screws
n Long life ball bearing fans
n Efficient filter mats
n IP 54 protection rating 
n Note – Reversible fan motor for air in or air out up to GKV 3000
n RAL 7035 colour

GKV1000220

GKV2500220

GKV1000220

GKV1000222

GKV1000211

GKV1500220

GKV1500222

GKV1500211

GKV2000220

GKV2000222

GKV2000211

GKV2500220

GKV2500222

GKV2500211

GKV2501220

GKV2501222

GKV3000220

GKV3000222

GKV30A1220

GKV30P1220

GKV30A1222

GKV30P1222

GKV30A2220

GKV30P2220

GKV30A2207

GKV30P2207

210.00

210.00

230.00

330.00

340.00

375.00

380.00

415.00

485.00

410.00

420.00

620.00

475.00

485.00

600.00

620.00

630.00

630.00

660.00

660.00

1040.00

1040.00

1180.00

1180.00

Voltage
35 m3/h air in

35 m3/h air in

35 m3/h air in

67 m3/h air in

67 m3/h air in

67 m3/h air in

108 m3/h air in

108 m3/h air in

108 m3/h air in

190 m3/h air in

190 m3/h air in

190 m3/h air in

370 m3/h air in

370 m3/h air in

500 m3/h air in

500 m3/h air in

615 m3/h air in

615 m3/h air out

615 m3/h air in

615 m3/h air out

990 m3/h air in

990 m3/h air out

1100 m3/h air in

1100 m3/h air out

230 V AC

115 V AC

24 V DC

230 V AC

115 V AC

24 V DC

230 V AC

115 V AC

24 V DC

230 V AC

115 V AC

24 V DC

230 V AC

115 V AC

230 V AC 

115 V AC

230 V AC

230 V AC

115 V AC

115 V AC

230 V AC

230 V AC

400 V AC

400 V AC

Frequency
50/60 Hz

50/60 Hz

–

50/60 Hz

50/60 Hz

–

50/60 Hz

50/60 Hz

–

50/60 Hz 

50/60 Hz

–

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

109 x 109 x 59

109 x 109 x 59

109 x 109 x 59

150 x 150 x 59

150 x 150 x 59

150 x 150 x 59

204 x 204 x 96

204 x 204 x 96

204 x 204 x 96

250 x 250 x 109

250 x 250 x 109

250 x 250 x 109

250 x 250 x 86

250 x 250 x 86

325 x 325 x 148

325 x 325 x 148

325 x 325 x 114

325 x 325 x 114

325 x 325 x 114

325 x 325 x 114

325 x 325 x 140

325 x 325 x 140

325 x 325 x 140

325 x 325 x 140

GKV – fan, grill & filter vertical mounting units
Unimpeded
air flow

Dimensions (mm)
H x W x D Cat. No. Price $

GKF – grill & filter 

Low profile fan, grill & filter unitssave space

GKV30P1220

GKF20

AVAFAGN

GKF10

GKF15

GKF20

GKF25

GKF30

44.00

50.50

94.50

119.00

182.00

109 x 109

150 x 150

204 x 204

250 x 250

325 x 325

GKV 1000 fans

GKV 1500 fans

GKV 2000 fans

GKV 2500/1 fans

GKV 3000/30 fans

Note: The equipment on this page rated 115/230/400 V AC is suitable for use on
110/240/415 V AC systems as per AS 60038:2000.

Ph
1

1

–

1

1

–

1

1

–

1

1

–

1

1

1

1

1

1

1

1

1

1

3

3

Cat. No. Price $
Suit dimensions (mm)
H x W

AVAFAGN – spare filters – for GKV & GKF units

AVAFAGN10

AVAFAGN15

AVAFAGN20

AVAFAGN25

AVAFAGN30

37.00

45.50

68.50

72.00

90.50

109 x 109

150 x 150

204 x 204

250 x 250

325 x 325

GKV 1000/GKF 10

GKV 1500/GKF 15

GKV 2000/GKF 20

GKV 2500/1/GKF 25

GKV 3000/30/GKF 30

Cat. No. Price $
Suit dimensions (mm)
H x WPkt Qty.

10 Filters

10 Filters

10 Filters

10 Filters

10 Filters

To suit

To suit

Refer Catalogue ETC08
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COSMOTEC
Top mounting exhaust fans, accessories

DC12312BTP

AC12332BTP

AC12322BTP

AC12320BTP

GNM12

194.00

335.00

196.00

194.00

17.00

24 V DC

24 V AC

115 V AC

230 V AC

119 x 119 x 38

119 x 119 x 38

119 x 119 x 38

119 x 119 x 38

119 x 119 x 3

Voltage

50/60 Hz

50/60 Hz

Frequency

50/60 Hz

50/60 Hz

Frequency

Air flow volume
Dimensions (mm)
H x W x D Cat. No. Price $

170 m3/h 

170 m3/h 

162 m3/h 

162 m3/h 

Finger guard

Axial fans

DC17312BTP

AC17322BTP

AC17320BTP

GNM25

1090.00

360.00

360.00

9.50

24 V DC

115 V AC

230 V AC

173 x 173 x 50

173 x 173 x 50

173 x 173 x 50

173 x 173 x 3

VoltageAir flow volume
Dimensions (mm)
H x W x D Cat. No. Price $

300 m3/h 

300 m3/h 

300 m3/h 

Finger guard/grill

Axial fans

AC12320BTP

AC17320BTP

Note: The equipment on this page rated 115/230/400 V AC is suitable for use on 110/240/415 V AC system as
per AS 60038:2000.

KTO01140

KTS01141
94.50

94.50

0 to +60 oC

0 to +60 oC

60 x 33 x 43

60 x 33 x 43

Temp. rangeContact rating
Dimensions (mm)
H x W x D Cat. No. Price $

1 N/C 10 A 250 V AC (Heating)

1 N/O 10 A 250 V AC (Cooling)

Compact thermostats

ZRO1172 153.000 to +60 oC 67 x 50 x 46

Temp. rangeContact rating
Dimensions (mm)
H x W x D Cat. No. Price $

1 N/C, N/O 10 A 250 V AC

Dual thermostat

FZK01100 143.00+5 to +60 oC 67 x 50 x 38

Temp. rangeContact rating
Dimensions (mm)
H x W x D Cat. No. Price $

1 N/C 10 A 250 V AC

1 N/O 5 A 250 V AC

Mechanical thermostat

TB19000220

TB19000222

TB22000220

TB22000222

TB25000220

TB35000220

1070.00

1070.00

1190.00

1190.00

1630.00

3920.00

575 m3/h air out

575 m3/h air out

860 m3/h air out

860 m3/h air out

1450 m3/h air out

2365 m3/h air out

230 V AC

115 V AC

230 V AC

115 V AC

230 V AC

230 V AC

108 x 460 x 380

108 x 460 x 380

108 x 460 x 380

108 x 460 x 380

160 x 540 x 400

300 x 600 x 550 

Features
n Epoxy painted steel frame with RAL 7035 grey colour
n IP 44 protection rating (IP 54 also available on request)
n High dynamic pressure, efficient air flow
n Long life ball bearing fan with impedance protected motor

TB – Exhaust fans, top mounting units

Voltage
50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

FrequencyAir movement
Dimensions (mm)
H x W x D Cat. No. Price $

Ordering details

Accessories – thermostats

Refer Catalogue ETC08

ZR011

KTO011 / KTS011

FZK011
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COSMOTEC
Air conditioner and heat exchange applications
Cosmotec offers a comprehensive range of products for thermal control solutions on
equipment enclosures. 

Air Conditioners – Protherm – EVE and EHE models
n Are used in applications where external ambient air temperature exceeds the required operating

temperature of equipment inside the enclosure

TOP – EHE model
Horizontal, top mount

Condensate 
dissipator
Units equipped with
a condensate
dissipator, a device
that solves the

problems of condensate management
and evacuation.

No filter
All models have the heat
exchanger surfaces
specifically designed to
prevent clogging by
particles and fibres in the
ambient air. Therefore, they

remain very efficient even in the worst
ambient conditions and filters are eliminated.

Heat exchangers – XVA models
n Used in applications where the external ambient

air is lower than the required operating
temperature of equipment inside the enclosure

Environment safety
In all stages, from
the drawing board to
the creation of our
products, EEC safety
regulations and
environmental

resources are respected, using ecological
gases and recyclable materials.

Protherm – EVE model
Vertical, wall / panel mount

Refer Catalogue ETC08
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3900.00

4770.00

5210.00

5920.00

7770.00

8940.00

11800.00

3300.00

3830.00

4110.00

6620.00

7330.00

8510.00

10810.00

15480.00

Price Schedule ‘B4’
11 - 86 GST not included

11

COSMOTEC
Air conditioners and heat exchangers

EVE0300220

EVE04002207000 1)

EVE08002207000 1)

EVE14002207000 1)

EVE20002207000 1)

EVE28002207000 1)

EVE41002607000 1)

EVE60002606000 1)

330 Watts

500 Watts

850 Watts

1400 Watts

2000 Watts

2700 Watts

4000 Watts

5800 Watts

230 V AC

230 V AC

230 V AC

230 V AC

230 V AC

230 V AC

400/440 V AC

400/440 AC

436 x 320 x 180

634 x 308 x 221

634 x 308 x 221

934 x 406 x 244

934 x 406 x 244

1234 x 508 x 375

1234 x 508 x 375

2000 x 600 x 383

PROTHERM – EVE vertical mount air conditioner

Voltage
50/60 Hz

50/60 Hz

50/60 Hz 

50/60 Hz 

50/60 Hz 

50/60 Hz 

50/60 Hz

50/60 Hz

Frequency

50/60 Hz

50/60 Hz

50/60 Hz 

50/60 Hz 

50/60 Hz 

50/60 Hz 

50/60 Hz

Frequency

Cooling
capacity
@ 35°C

Dimensions (mm)
H x W x D Cat. No. Price $

EVE Series

EHE0300220

EHE04U0220

EHE09S0220

EHE1400220

EHE2000220

EHE2800220

EHE4100260

330 Watts

500 Watts

900 Watts

1400 Watts

2000 Watts

2700 Watts

3800 Watts

230 V AC

230 V AC

230 V AC

230 V AC

230 V AC

230 V AC

400/440 V AC

180 x 476 x 324

350 x 604 x 448

330 x 600 x 320

350 x 604 x 448

371 x 611 x 476

487 x 804 x 480

487 x 804 x 480

TOP – EHE horizontal mount air conditioner

Voltage

Cooling
capacity
@ 35°C

Dimensions (mm)
H x W x D Cat. No. Price $

EHE Series

XVA Series

Note: The equipment on this page rated 230/400 V AC is suitable for use on 240/415 V AC systems as per 
AS 60038:2000.
1) Fitted with electronic controller.

Enclosure cooling systems
Features – EVE and EHE model air conditioners
n Efficient design and operation with new low

maintenance condensation system
n CFC free, ecological R134a refrigerant
n Long life ball bearing fans and hermetic

compressor with integral motor protection
n Internal thermostat unit with 25 – 45 °C range,

preset to 35 °C with 4 °C hysteresis
n New digital thermostat and electronic controller

(sizes EVE04 and above)

n RAL 7035 grey colour powder coated sheet metal
housing

n Enclosure seal protection degree - IP54
n Complies with CE standard. Test report,

installation and maintenance instructions
supplied with unit

n Stainless steel casing on request

50/60 Hz

50/60 Hz

50/60 Hz 

50/60 Hz 

50/60 Hz

Frequency
XVA1600320

XVA3500320

XVA5000320

XVA8000320

XVA9000320

2010.00

2250.00

2640.00

2940.00

3465.00

16

35

50

80

85

230 V AC

230 V AC

230 V AC

230 V AC

230 V AC

410 x 204 x 110

780 x 252 x 86

780 x 311 x 86

1250 x 311 x 106

1250 x 311 x 106

XVA – Air to air heat exchanger IP 55

Voltage

Heat
exchange
factor W/K

Dimensions (mm)
H x W x D Cat. No. Price $

Refer Catalogue ETC08
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Price Schedule ‘B2’
GST not included

11

STEGO
Enclosure anti-condensation heaters

HGK04700

HGK04701

HGK04702

108.00

124.00

139.00

10 Watts

20 Watts

30 Watts

120–240 V AC/DC

120–240 V AC/DC 

120–240 V AC/DC

50 x 25 x 50

60 x 25 x 50

70 x 25 x 50

HGK047 – miniature variable PTC heater with moulded power lead

Voltage

Heating
capacity
@ 20 °C

Dimensions (mm)
H x W x D Cat. No. Price $

HGK047 Series

Features – HG model heaters
n Efficient design and operation
n Fast heat-up time, self regulating operation
n Easy DIN rail mounting
n Multi-voltage operation 120–240 V AC or DC (min 110 V, max 265 V)

CSK06030 117.0020 Watts 120–240 V AC/DC 98 x 38 x 75

CSK060 – touch safe small heater

Voltage

Heating
capacity
@ 20 °C

Dimensions (mm)
H x W x D Cat. No. Price $

CSK060

Features – CSK model heaters
n Low surface temperature
n Double insulated (plastic housing)
n Easy DIN mounting
n Wide voltage range

HG14000

HG14001

HG14003

HG14005

HG14006

HG14007

HG14008

159.00

174.00

192.00

245.00

260.00

310.00

415.00

15 Watts

30 Watts

45 Watts

60 Watts

75 Watts

100 Watts

150 Watts

120–240 V AC/DC

120–240 V AC/DC 

120–240 V AC/DC

120–240 V AC/DC 

120–240 V AC/DC

120–240 V AC/DC 

120–240 V AC/DC

109 x 70 x 60

109 x 70 x 60

109 x 70 x 60

184 x 70 x 60

184 x 70 x 60

184 x 70 x 60

264 x 70 x 60

HG140 – variable PTC heater with insulated spring clamp terminals

Voltage

Heating
capacity
@ 20 °C

Dimensions (mm)
H x W x D Cat. No. Price $

HG140 Series

Enhanced range offers
more economical thermal

control solutions
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Price Schedule ‘B2’
GST not included

11

STEGO
Enclosure anti-condensation heaters

CR02701000 630.00550 Watts 220-240 V AC 165 x 100 x 128

Features - CR fan heaters
n Compact design
n Easy DIN rail mounting
n Double insulated
n Temperature safety cut-out

Voltage
50/60 Hz
Frequency

Heating 
capacity
@ 20 oC

Dimensions (mm)
H x W x D Cat. No. Price $

CR027 – Semiconductor fan heater

CR130510 770.00950 Watts 230 V AC 99 x 160 x 182
Voltage

50/60 Hz
Frequency

Heating 
capacity

Dimensions (mm)
H x W x D Cat. No. Price $

CR130 – High performance fan heater

Refer Catalogue ETC08

CR027

CR130

Features – HVL and HGL model heaters
n Ball bearing axial fan with 50,000 hours operating life
n Over-temperature cut-out switch protection
n DIN rail mounting options with vertical or horizontal heater positioning

HGL04640

HGL04641
460.00

550.00

250 Watts

400 Watts

230 V AC

230 V AC

182 x 100 x 85

222 x 100 x 85

HGL046 – compact fan heater

Voltage

50/60 Hz

50/60 Hz

Frequency

50/60 Hz

50/60 Hz

50/60 Hz 

50/60 Hz

50/60 Hz

Frequency

Heating
capacity

Dimensions (mm)
H x W x D Cat. No. Price $

HGL046 Series

HVL03102

HVL03103

HVL03113

HVL03114

HVL03115

440.00

520.00

570.00

600.00

620.00

100 Watts

150 Watts

200 Watts

300 Watts

400 Watts

230 V AC

230 V AC

230 V AC

230 V AC

230 V AC

80 x 112 x 47

80 x 112 x 47

119 x 151 x 47

119 x 151 x 47

119 x 151 x 47

HVL031 – slimline fan heater

Voltage
Heating
capacity

Dimensions (mm)
H x W x  D Cat. No. Price $

HVL03 series
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Accessories
Pressure compensation devices

DA08400 57.50IP 55 2 pieces

Features – DA pressure compensation device
n High degree of protection
n Easy to install
n Choice of plastic or stainless steel

1 packing 
unit

ø65.5 x 30.5
Dimensions (mm)

Protection
class Cat. No. Price $

DA084 – Pressure compensation plug
Material: Plastic

DA28400 74.00IP 66 2 pieces

1 packing 
unit

ø60 x 37
Dimensions (mm)

Protection
class Cat. No. Price $

DA284 – Pressure compensation plug
Material: Plastic

DA28455 260.00IP 66 1 piece

1 packing 
unit

ø58 x 31
Dimensions (mm)

Protection
class Cat. No. Price $

DA284SS – Pressure compensation plug
Material: Grade 316 stainless steel

KTO01140

KTS01141

94.50

94.50

1 N/C 10 A 250 V AC (Heating)

1 N/O 10 A 250 V AC (Cooling)

0 to + 60 oC

0 to + 60 oC

60  x  33  x  43

60  x  33  x  43

Temp. rangeContact rating
Dimensions (mm)
H  x  W  x  D Cat. No. Price $

Compact thermostats

FZK01100 143.001 N/C 10 A 250 V AC

1 N/O 5 A 250 V AC
+ 5 to + 60 oC 67  x  50  x  38

Temp. rangeContact rating
Dimensions (mm)
H  x  W  x  D Cat. No. Price $

Mechanical thermostats

ZR01172 153.001 N/C, 1 N/O 10 A 250 V AC 0 to + 60 oC 67  x  50  x  46
Temp. rangeContact rating

Dimensions (mm)
H  x  W  x  D Cat. No. Price $

Dual thermostat

MFR012 270.001 C/O 5 A 250 V AC 35 to 95 % RH 67  x  50  x  38
Temp. rangeContact rating

Dimensions (mm)
H  x  W  x  D Cat. No. Price $

Mechanical hygrostat

Accessories – thermostats and hygrostats

ZR011

KTO011 / KTS011

FZK011

DA284

DA284

DA084

MFR012
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®

Insulated flexible copper bar
"Quick, easy and cost effective to install"

Surface temperature at surface of core

Minimum storage temperature

Non propagation of flame

Self-extinguishing

Nominal working voltage

C32201

°C

V

-30 °C to +105 °C

-40 °C

self-extinguishing

UL 94VO

1000

Properties
Test 
conditions

Units of
measure Values

Whole conductor

Composition

Colour

Thickness

Maximum breaking stress under tension

- before ageing

- after ageing

Elongation of break point

- before ageing

- after ageing

Crack strength at high temperature

Softening at high temperature: 120 °C

Pressure strength at high temperature

Shore hardness

C 32201

C 32201

C 32201

C 32201

C 32201

C 32201

C 32201

C 32201

daN/mm2

daN/mm2

%

%

% of “e”

A

Vinyl compound

Black

1.8 to 2 mm

1.6

1.6

370

370

No visible evidence of

cracking

Negligible

30 %

78 ±3

Properties

Standard insulated sleeve

ERICO flexible bar offers the following advantages:
n Reduces assembly time
n Eliminates the cost and installation of lugs
n Requires less installation space when

compared to cable
n Increased safety
n Easily formed and holds its shape

ERICO flexible bar is commonly used in the
following low voltage applications:
n Take-off’s or droppers from main busbar
n AC and DC drive units
n Transformer connections
n Industrial and commercial motor controls 

Features
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552810
552870

552930
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Price Schedule ‘B2’
GST not included

11

Insulated flexible copper bar

®

79.00

95.00

122.00

128.00

122.00

173.00

160.00

180.00

186.00

270.00

320.00

340.00

405.00

455.00

460.00

480.00

570.00

530.00

800.00

780.00

1110.00

1780.00

2330.00

6

4

2

3

2

3

2

13

15.5

20

20

24

9

15.5

0.5

0.8

1

1

1

0.8

0.8

552450

552460

552490

552500

552550

552410

552390

39

49.6

40

60

48

21.6

24.8

253

320

275

360

380

226

286

246

323

340

196

248

214

280

295

134

212

120

191

104

165

x

x

x

x

x

x

x

x

x

x

x

x

x

x
} N

A

B

Cat. No.

Per 2
metre
length
Price $ 

Section
mm2

N A

Bar dimensions
(mm) 1)

B 50 40 30

Notes: 1) N = No. of bars
A = Bar width
B = Thickness of bar

2)    When using 2 or 3 Flexibar in parallel use the multiplying factor.
E.g. 2 x 20 x 1 ∆ T) 50 °K = 275 A
2 BARS  275 A x 1.72 = 473 A
3 BARS  275 A x 2.25 = 618 A
Available on indent only

Flexibar using UFS kit

Selection of Flexibar according to the internal temperature rise of the conductor

ERIFLEX® Flexible Bar

2.25

2.25

2) 2)

1.72

1.72

1.72

1.72

1.72

1.72

1.72

2.25

2.25

2.25

2.25

2.25

6

4

4

15.5

20

24

0.8

1

1

552470

552510

552570

74.4

80

96

402

402

465

360

360

416

318

312

360

x

x

x

x

x

x

1.72

1.72

1.72

2.25

2.25

2.25

5

4

5

24

32

32

1

1

1

552580

552640

552650

120

128

160

514

548

640

460

490

573

398

425

496

x

x

x

x

x

x

552600

552660

552720

8

6

5

24

32

40

1

1

1

192

192

200

678

715

760

606

640

680

525

555

590

x

x

x

x

x

x

552670

552730

8

6

32

40

1

1

256

240

860

860

770

770

667

667

x

x

x

x

552750

552790

10

6

40

50

1

1

400

300

1181

1035

1055

925

915

802

x

x

x

x

10 50 1 500 1395 1245 1080x x

10

10

63

80

1

1

630

800

1600

1775

1435

1585

1240

1375

x

x

x

x

1.72

1.72

1.72

2.25

2.25

2.25

1.72

1.72

1.72

2.25

2.25

2.25

1.72

1.72

2.25

2.25

1.72

1.72

2.25

2.25

1.72 2.25

1.72

1.72

2.25

2.25

Example: For a current of 630 A, with an internal panel temperature of 35 °C

T2 = 65 °C

T1 = 35 °C

1  ∆T = T2 = 65 ° – (T1) 35 ° = 30 °K

2 In the 30 °K column, (see below) find the closest current value to

630 A.

Temp. rise of conductor
∆ T (˚K)

Admissible currents

* The table below should be used for ‘flexibar to busbar’ or ‘flexibar to flexibar’ connections. 
For connections to switchgear refer page 12 - 94 
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Price Schedule ‘B2’
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11

Insulated flexible copper bar
Quick selection guide for use with switchgear

®

n Current ratings are based on AS4388-1996, Table B.3
n ERIFLEX busbar sizes are suggestions only, and the user should cross check the mechanical suitability

of the conductor size for use with the selected switchgear device, as some items may require the use of
spreader tags. 

4

5

8

10

10

10

10

49.6

120

320

400

500

630

800

125

250

400

630

800

1000

1250

128.00

320.00

570.00

800.00

1110.00

1780.00

2330.00

552460

552580

552670

552750

552810

552870

552930

Cat. No.

Notes: 1) N = No. of bars
A = Bar width
B = Thickness of bar
Available on indent only

Section
mm2N A

Bar dimensions
(mm) 1)

B

15

24

32

40

50

63

80

x

x

x

x

x

x

x

x

x

x

x

x

x

x

0.8

1

1

1

1

1

1

Current
Rating (A)

Per 2
metre
length
Price $ 
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Flexibar supports and spacers

Running side by side
In the case of a short circuit, in
order not to damage equipment in
the vicinity of the Flexibar, it is
important to fix supports which
will stop the flexible bars from
moving.

Flexibar support
Assembly comprising a 2 m aluminium section and 24 retaining blocks in halogen free polyamide.
Possibility to make (3) individual 3 phase + neutral supports 650 mm long.

Flexibar support - UFS Kit 570.00553590

Description Cat. No. Price $

Flexibar spacer clamp
n Ensures correct support for Flexibar in parallel, without damage to the insulation
n Ensures correct spacing for optimal cooling

Flexibar spacer clamp for up to 24 mm wide flexible busbar

Flexibar spacer clamp for up to 32 mm wide flexible busbar

Flexibar spacer clamp for 40, 50 and 63 mm wide flexible busbar

7.80

8.00

42.00

553550

553560

553570

Description Cat. No. Price $

Principle of operation

®

553570

553550
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Clamps and connectors

Flexibar connector 50 x 24

Flexibar connector 50 x 32

Flexibar connector 80 x 24

Flexibar connector 80 x 32

Flexibar connector 80 x 50

Flexibar connector 100 x 32

Flexibar connector 120 x 32

50

50

80

80

80

100

120

20-24

32

20-24

32

50

32

32

60

60

90

90

90

110

130

36

44

36

44

62

44

44

75

75

105

105

105

125

145

52

60

52

60

78

60

60

Flexibar connector clamp
n Connect Flexibar to copper bar
n Clamping capacity: 20 mm
n Comprises 2 steel plates bichromated - one plate is threaded

to accept screws (supplied) galvanised, complete with screws M8
n Torque [Nm] 10 on all sizes

40.00

42.00

44.00

45.00

47.50

49.50

51.50

553020

553030

553050

553060

553070

568700

568730

Description Cat. No. Price $A
Dimensions (mm)

Dimensions (mm)

B C D E F

Busbar clamp BC30

Busbar clamp BC40

Busbar clamp BC50

Busbar clamp BC63

Busbar clamp BC80

Busbar clamp BC100

56

66

83

93

118

144

42

52

64

74

96

118

30

40

50

63

80

100

M6

M6

M8

M8

M10

M10

7

7

20

20

40

40

Busbar clamp
n Clamping capacity: 20 mm
n 2 ribbed steel plates in bichromated - galvanised hard steel, one

plate is threaded to accept screws (supplied)
n Connects “busbar to busbar” or “Flexibar to busbar”

72.00

84.00

100.00

131.00

168.00

196.00

553200

553210

553220

553230

553250

553260

Description Cat. No. Price $A B C Ø
Torque
(N m)

Compact connectors
Very compact connector for connecting 5 or 10 mm thick busbar to
cables, from 16 mm2 up to 35 mm2 or Flexibar width 6 to 9 mm

Connect to –

Connect to –

Connect to –

Connect to –

7.40

11.60

13.00

17.40

553400

553410

553430

553440

Description

6 mm

9 mm

6 mm

9 mm

Flexibar

30

80

30

80

Torque
(N m)

5 mm

5 mm

10 mm

10 mm

Busbar

16 mm2

35 mm2

16 mm2

35 mm2

Cable Cat. No. Price $
Take-off

553020

553400

Notes: Available on indent only
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Flexibar hand tools

Bending and twisting tool
n Flexibar bending tool - size:

Length 170 mm
Width 150 mm
Height 220 mm

Flexibar bending tool

Flexibar twisting tool

POA

POA

559150

559160

Description Cat. No. Price $

Shearing tool
n Cuts quickly and accurately without burring
n Cuts with the insulation on
n Maximum shearing thickness 5 mm Flexibar
n Maximum shearing width 32 mm Flexibar

Flexibar shearing tool

Spare blade set

POA

POA

559170

559120

Description Cat. No. Price $

Stripping tool
Cuts all four faces of the insulation in a single operation, without marking the copper
Length 220 mm
Width 100 mm
Height 250 mm

Flexibar stripping tool (max. stripping size 10x63x1 mm)

Spare blade set - MFS-B

POA 

POA

559100

559110

Description Cat. No. Price $

Designed especially for Flexibar, these hand tools simplify the most common tasks
associated with installing flexible busbar.

Note: Not to be used on solid copper busbar.

* Ask NHP for a special nett price.

559150

559160

559100

559170

Available on indent only.
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Halogen free insulators

n Polyamide material reinforced with 30 % glass fibre, halogen free 
n Bichromated galvanised steel inserts
n Self-extinguishing: UL 94 VO
n Working temperature –40 °C to +130 °C
n 600 V AC (Nominal Voltage)

6.30

7.30

7.40

11.40

14.80

15.00

17.00

17.20

20.00

21.60

24.20

24.40

24.80

24.80

40.00

45.00

548420

548430

548440

548450

548480

548490

548510

548520

548540

548560

548580

548590

548600

548610

548620

548640

20

20

20

34

46

46

53

53

47

57

57

57

63

63

75

75

15

18

18

26

34

34

40

40

34

41

41

41

44

44

52

51

6

6

8

8

8

10

8

10

15

10

15

10

15

10

14

14

6

6

6

8

8

10

8

10

8

10

8

10

8

10

12

12

17

19

19

30

41

41

46

46

41

50

50

50

55

55

65

65

20

25

30

30

35

35

40

40

45

45

50

50

60

60

70

75

ISO 20M6

ISO 25M6

ISO 30M6

ISO 30M8

ISO 35M8

ISO 35M10

ISO 40M8

ISO 40M10

ISO 45M8

ISO 45M10

ISO 50M8

ISO 50M10

ISO 60M8

ISO 60M10

ISO 70M12

ISO 75M12

Price $Cat. No.

Dimensional characteristics

ØP
mm

ØD
mm

h1
mm

ØF
mm

Ch
mm

H
mmDescription

ØF

Ch

h1

ØD

H

ØP

ch

Insulator mounting kits

Insulator mounting kit M6

Insulator mounting kit M8

4.30

5.50

552200

552220

Description

M6

M8

Thread

25

30

Length (mm) Cat. No. Price $

Includes threaded rod, nut and washers

Ordering details
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Earth braids - Type MBJ

n Maximum working temperature 105 °C
n Provides higher electrical contact due to the direct contact of integral palms
n Excellent tensile strength
n Possible to bend very close to the contact area
n Very good resistance to vibration and fatigue
n 0.15 mm wire diameter

150

200

200

300

100

100

150

150

200

200 

250

300 

300

500

200

200

300

9.90

10.20

11.00

11.00

11.00

11.00

12.20

12.20

13.60

13.80

15.60

16.20

16.20

24.60

19.20

19.00

22.60

33.50

55.00

556600

563410

556930

556610

563540

556620

563550

556630

563300

556640

556650

563320

556660

556940

556690

563430

556710

563360

563420

Length
(mm) Cat. No.

40

40

75

75

120

120

120

120

120

120

120

120

120

120

150

150

150

6.5

6.5

6.5

6.5

6.5

8.5

6.5

8.5

6.5

8.5

8.5

6.5

8.5

8.5

10.5

12.5

10.5

Amps
(A)

Hole size
ø mm

6

6

10

10

16

16

16

16

16

16

16

16

16

16

25

25

25

Cross section
(mm2) Price $

Ordering details

200

300

250

290

16.5

12.5

50

70

Note: The above amp ratings are calculated at 35 °C temperature rise above 35 °C ambient temperature.

Ideal forEarthingcabinetdoors!
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Earth braids

Flat tinned copper braid
This 0.15 mm wire diameter copper braid is ideal where custom made braids are required. Sold per metre
to your requirement.

FTCB 15-16

FTCB 15-25

FTCB 15-50

FTCB 15-70

FTCB 15-100

31.00

44.50

88.50

124.00

173.00

557240

557260

557300

557320

557350

Description

16

25

50

70

100

Section
(mm2)

896

1404

2848

3968

5664

No. of
strands

0.16

0.25

0.50

0.70

1.00

Weight
(kg/m)

120

150

250

290

360

Nominal
current (A)
1)

15 x 1.5

23 x 1.5

28 x 3

30 x 3.5

40 x 4

External
dim. (mm) Cat. No.

Per metre
Price $

Note: 1) The above amp ratings are calculated at 35 °C temperature rise above 35 °C ambient temperature.

Lugs for flat tinned copper braid

3.70

5.60

6.10

557180

557190

557380

FTCB 15–16 (557240)

FTCB 15–25 (557260)

FTCB 15–50 (557300)

Suits flat braid Cat. No. Price $
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Insulated cable sleeving

IDEAL FOR MARINE, ELECTRONIC AND
DATA & COMMS APPLICATIONS

ZIPFLEX 8

ZIPFLEX 15

ZIPFLEX 20

ZIPFLEX 25

1280.00

760.00

570.00

485.00

554880

554890

554900

554910

100

50

30

20

Roll size
(metres)

8

15

20

25

Internal
dia. (mm) Cat. No.

Per roll
Price $

Zipflex sleeving
n Easy and quick screening
n Practical tool included in every roll
n Minimum working temp –30 °C
n Maximum working temp + 110 °C
n Colour: Black polypropylene rated to UL 94HB

FGBS 4

FGBS 8

FGBS 10

FGBS 12

FGBS 15

FGBS 20

5.60

11.40

12.60

14.60

17.40

22.00

556200

556210

556220

556230

556240

556250

Description

12

24

30

36

45

60

Maximum
dia. (mm)

4

8

10

12

15

20

Nominal
dia. (mm) Cat. No.

Per metre
Price $

Glass fibre braided sleeving
n Thermal insulation and mechanical protection
n Working temperature:  –70 °C to +400 °C
n Expandable on a 1 to 3 ratio

HALOGEN FREE
Description

Ordering details

HALOGEN FREE
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Busbar supports

386

422

488

534

534

534

63
30

296

315

315

315

315

315

82
39

161

161

161

161

161

161

114
52

100

100

100

100

100

100

145
66

Compact busbar supports for edge mounted bars
n Extremely robust construction
n Suits solid copper busbar 6.35 – 10 mm thick
n Reduces installation time

Explanation of codes  e.g. TYPE CBS 1/10 TN 1 = 1 Busbar per phase

10 = Busbar thickness (mm)

TN = Three phase + neutral circuit

Type CBS 1/10 TN n 250-1600 A

For bar thickness 10 mm
n Minimum space requirement
n 60 mm phase centres
n Fit within 400 mm depth switchboard

Support spacings (mm)

CBS 1/10 TN 187.00551180

Description

80 x 10

Maximum
busbar size (mm)

Maximum
busbar size mm

1

No. of bars 
per phase Cat. No. Price $

25 x 10

30 x 10

40 x 10

50 x 10

60 x 10

80 x 10

(Ipk) kA 
(Icc) kA RMS 1s

Bar 
Size 
(mm)

Bar 
Size 
(mm)

1000

1000

1000

1000

1000

1000

11
6.5

1000

1000

1000

1000

1000

1000

24
12

503

551

637

712

780

901

48
23

25fi80

10

Type RCBS 1/10 TN n 500-1600 A
n Mechanically reinforced
n Distance between copper bars and

frame 24 mm
n For bar thickness 10 mm
n ASTA tested 50 kA for 1 sec

n 65 mm phase centres
n Easy and quick assembly
n Fit within 400 mm depth panelboard
n Halogen free

Support spacings (mm)

RCBS 1/10 TN 230.00552070

Description

80 x 10 1

No. of bars 
per phase Cat. No. Price $

50 x 10

60 x 10

80 x 10

(Ipk) kA 
(Icc) kA RMS 1s

568

622

719

63
30

437

479

553

82
39

312

342

395

114
52

246

258

258

145
66

235

236

236

152
69

155

155

155

187
85

124

124

124

209
95

200

200

200

165
75

1000

1000

1000

11
6.5

1000

1000

1000

24
12

712

780

938

48
23

50fi80

10

10

HALOGEN FREE

ASTA TESTED
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Price Schedule ‘B2’
GST not included

11

Busbar supports

240

263

304

340

382

431

63
30

185

202

234

262

294

300

82
39

132

145

153

153

153

153

114
52

Type CBS 2/6 TN n 250-1600 A
n Busbar thickness 6.35 mm
n 65 mm phase centres
n Fit within 400 mm depth switchboard

Support spacings (mm)

CBS 2/6 TN 187.00551170

Description

80 x 6.35 1-2

No. of bars 
per phase Cat. No. Price $

25 x 6.35

30 x 6.35

40 x 6.35

50 x 6.35

63 x 6.35

80 x 6.35

(Ipk) kA 
(Icc) kA RMS 1s

Bar
Size 
(mm)

1000

1000

1000

1000

1000

1000

11
6.5

633

693

801

895

1000

1000

24
12

314

344

397

444

499

562

48
23

340

373

431

482

508

508

63
30

262

287

300

300

300

300

82
39

153

153

153

153

153

153

114
52

2 bars per phase

25 x 6.35

30 x 6.35

40 x 6.35

50 x 6.35

63 x 6.35

80 x 6.35

(Ipk) kA 
(Icc) kA RMS 1s

Bar
Size 
(mm)

Bar
Size 
(mm)

1000

1000

1000

1000

1000

1000

11
6.5

895

981

1000

1000

1000

1000

24
12

444

487

562

629

706

796

48
23

25fi80

6.35

Maximum
busbar size (mm)

Type RCBS 1/6 TN n 500-1200 A
n ASTA tested 50 kA for 1 sec
n Distance between copper bars and frame 24 mm
n For bar thickness 6.35 mm

n 65 mm phase centres
n Easy and quick assembly
n Fit within 400 mm depth switchboard

297

507

614

63
30

228

390

472

82
39

163

279

338

114
52

128

219

258

145
66

123

210

236

152
69

–

155

155

187
85

–

124

124

209
95

113

193

200

165
75

Support spacings (mm)

RCBS 1/6 TN 230.00552050

Description

80 x 6.35 1

No. of bars 
per phase Cat. No. Price $

25 x 6.35

50 x 6.35

63 x 6.35

(Ipk) kA 
(Icc) kA RMS 1s

1000

1000

1000

11
6.5

781

1000

1000

24
12

388

662

801

48
23

50.8fi80.8

6.35

Maximum
busbar size (mm)

HALOGEN FREE

ASTA TESTED
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Price Schedule ‘B2’
GST not included

11

Busbar supports

572

661

739

810

935

1000

1000

63
30

440

508

568

623

719

804

881

82
39

315

364

407

446

515

576

631

114
52

248

286

320

351

396

396

396

145
66

237

274

306

336

362

362

362

152
69

192

222

238

238

238

238

238

187
85

172

191

191

191

191

191

191

209
95

155

156

156

156

156

156

156

231
105

218

252

282

306

306

306

306

165
75

Type UBS 2/10 T n 3600 A
n 3 phase
n Busbar thickness 10 mm
n 2 Bars per phase

n 110 mm Phase centres
n Halogen free

Support spacings (mm)

1 BAR PER PHASE

UBS 2/10 T 400.00551080

Description

1 – 2125 x 10

No. of bars
per phase Cat. No. Price $

30 x 10

40 x 10

50 x 10

60 x 10

80 x 10

100 x 10

120 x 10

(Ipk) kA 
(Icc) kA RMS 1s

1000

1000

1000

1000

1000

1000

1000

24
12

747

863

965

1000

1000

1000

1000

48
23

810

935

1000

1000

1000

1000

1000

623

719

804

881

1000

1000

1000

446

515

576

631

639

639

639

351

396

396

396

396

396

396

336

362

362

362

362

362

362

238

238

238

238

238

238

238

191

191

191

191

191

191

191

156

156

156

156

156

156

156

306

306

306

306

306

306

306

2 BARS PER PHASE

30 x 10

40 x 10

50 x 10

60 x 10

80 x 10

100 x 10

120 x 10

1000

1000

1000

1000

1000

1000

1000

1000

1000

1000

1000

1000

1000

1000

Maximum
busbar size (mm)

Bar
Size 
(mm)

Bar
Size 
(mm)
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11

Price Schedule ‘B2’

Distribution blocks (Active links)
Single pole “UNILINK”

160 A

n Modular: keeping only one input, the blocks can be supplied in parallel using a jumper link
n Easy to double the neutral phase, or carry out modifications
n IP 20
n Din rail or base mount

• (Ipk) 30 kA
(Icw) 11.8 kA RMS for
1 sec.

• Voltage: 690 V AC  

569150

(Nm) 3)

Single pole distribution

Jumper link

180.00

8.40

569030

569150

Description

0.150

0.013

Unit weight kg Cat. No. Price $

10 - 70

6 - 16 2) 

2.5 - 16 x 6 

8.5

3.5

3.5

mm2

125 A

n Modular: keeping only one input, the blocks can be supplied in parallel using a jumper link
n Easy to double the neutral phase
n IP 20
n Din rail or base mount

• (Ipk) 30 kA
(Icw) 4.2 kA RMS for
1 sec.

• Voltage: 690 V AC  

(Nm) 3)

Single pole distribution

Jumper link

104.00

8.40

569020

569150

Description

0.150

0.013

Unit weight kg Cat. No. Price $

10 - 35 1)

6 - 16 1)

2.5 - 16 x 6

6.4

3.5

3.5

mm2

80 A

n IP 20
n Halogen free
n Ideal for neutral phase distribution

• (Ipk) 22 kA
(Icw) 3 kA RMS for 
1 sec.

• Voltage: 690 V AC  

(Nm) 3)

Single pole distribution 57.00569010

Description

0.075

Unit weight kg

Number of outputs
Termination

tool

Termination
tool

Termination
tool

Cable
size

Cable
size

Cable
size

Number of outputs

Number of outputs

Cat. No. Price $

6 - 16

2.5 - 6

2.5 - 16

x 4

x 2

2.2

1.2

2.2

mm2

Notes: 1) Only one input cable can be used when uni-link blocks are run in parallel.
2) Or jumper link.
3) Recommended torque tightening on cable terminations.
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11

Price Schedule ‘B2’

Distribution blocks (Active links)
Single pole

(Nm) 1)
95 - 185

6 - 35

2.5 - 16

2.5 - 10

x 2

x 5

x 4

25

4.4

2.7

2.7

mm2

(Nm) 1)
35 - 120

6 - 35

2.5 - 16

2.5 - 10

x 2

x 5

x 4

19

4.4

2.7

2.7

mm2

400 A

n Din rail or base mount
n Modular: allows versatile building of active links single, two, three or four pole
n IP 20

• (Ipk) 51 kA
(Icw) 24.5 kA RMS for
1 sec.

• Voltage: 690 V AC

Single pole distribution

Flexibar tag

250.00

28.80

569050

569170

Description

0.420

0.100

Unit weight (kg) Cat. No. Price $

250 A

n Din rail or base mount
n Modular: allows versatile building of active links single, two, three or four pole
n IP 20

• (Ipk) 51 kA
(Icw) 24.5 kA RMS for
1 sec.

• Voltage: 690 V AC

Single pole distribution

Flexibar tag

240.00

28.80

569040

569160

Description

0.420

0.050

Unit weight (kg) Cat. No. Price $

Number of outputs

Number of outputs

Cable
size

Cable
size

Termination
tool

Termination
tool

Note: 1) Recommended torque tightening on cable terminations.
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T1 15-18BX

T1 25-30BX

T1 25-40BX

T1 40-40BX

T1 60-40BX

T1 80-40BX

T1 100-40BX

T1 25-60BX

T1 40-60BX

T1 60-60BX

T1 80-60BX

T1 100-60BX

T1 25-80BX

T1 40-80BX

T1 60-80BX

T1 80-80BX

T1 100-80BX

T1 120-80BX

T1 25-100BX

T1 40-100BX

T1 60-100BX

T1 80-100BX

T1 100-100BX

T1 150-100BX

240.00

510.00

620.00

455.00

365.00

405.00

350.00

540.00

510.00

445.00

530.00

435.00

700.00

550.00

540.00

640.00

520.00

600.00

350.00

405.00

230.00

245.00

300.00

405.00

11 - 105GST not included

11

Price Schedule ‘B2’

Refer Catalogue ETC08 Iboco PVC cable duct
Slotted type

T1 15-18

T1 25-30

T1 25-40

T1 40-40

T1 60-40

T1 80-40

T1 100-40

T1 25-60

T1 40-60

T1 60-60

T1 80-60

T1 100-60

T1 25-80

T1 40-80

T1 60-80

T1 80-80

T1 100-80

T1 120-80

T1 25-100

T1 40-100

T1 60-100

T1 80-100

T1 100-100

T1 150-100

Dimensions (mm)

Cat. No.

Per length
(2m)

Price $ 
8.20

17.60

21.60

28.40

38.00

42.00

54.50

28.20

35.00

46.50

55.50

67.50

36.50

43.00

56.50

67.00

81.50

94.50

54.50

63.50

71.50

76.50

94.00

128.00

n High quality
n Slotted PVC
n Self-extinguishing
n Complete with cover
n Colour RAL 7030 Grey
n Standard length – 2 metres

The most comprehensive range

Slotted PVC duct complete with cover

15

25

25

40

60

80

100

25

40

60

80

100

25

40

60

80

100

120

25

40

60

80

100

150

18

30

40

40

40

40

40

60

60

60

60

60

80

80

80

80

80

80

100

100

100

100

100

100

Width

W

Height
(with cover)
H

Standard 
box 
(lengths)
36

36

36

20

12

12

8

24

18

12

12

8

24

16

12

12

8

8

8

8

4

4

4

4

W

H

Heights of 18 & 30 mm have 5 mm
slot opening width and 7.5 mm
finger wall width

Heights of 40-100 mm have 8 mm slot
opening width and 12 mm finger wall width

5 mm 12 mm

Dimensions (refer above)

T1 Ducting complete with
cover

Cat. No.
Per box
Price $ 

7.5 mm 8 mm

BUY BOX

QTY SAVE

COSTS
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11

T1-E 25X40GBX

T1-E 40X40GBX

T1-E 60X40GBX

T1-E 80X40GBX

T1-E 25X60GBX

T1-E 40X60GBX

T1-E 60X60GBX

T1-E 80X60GBX

T1-E 100X60GBX

T1-E 120X60GBX

T1-E 25X80GBX

T1-E 40X80GBX

T1-E 60X80GBX

T1-E 80X80GBX

T1-E 100X80GBX

T1-E 120X80GBX

T1-E 100X100GBX

Cat. No.
Per box
Price $ 
560.00

450.00

345.00

405.00

540.00

500.00

440.00

500.00

405.00

500.00

650.00

540.00

540.00

630.00

490.00

560.00

280.00

Refer Catalogue ETC08

Price Schedule ‘B2’

T1-E 25X40G

T1-E 40X40G

T1-E 60X40G

T1-E 80X40G

T1-E 25X60G

T1-E 40X60G

T1-E 60X60G

T1-E 80X60G

T1-E 100X60G

T1-E 120X60G

T1-E 25X80G

T1-E 40X80G

T1-E 60X80G

T1-E 80X80G

T1-E 100X80G

T1-E 120X80G

T1-E 100X100G

Dimensions (mm)

Cat. No.

Per length
(2m)

Price $ 
19.40

28.20

35.50

42.00

28.00

35.00

45.50

52.00

63.50

77.50

34.50

42.00

56.50

66.50

76.00

87.00

86.50

n High quality
n Slotted PVC
n Self-extinguishing
n Complete with cover
n Colour RAL 7030 Grey
n Standard length – 2 metres

Narrow slotted PVC duct complete with cover

25

40

60

80

25

40

60

80

100

120

25

40

60

80

100

120

100

40

40

40

40

60

60

60

60

60

60

80

80

80

80

80

80

100

Width

W

Height
(with cover)
H

Standard 
box 
(lengths)
36

20

12

12

24

18

12

12

8

8

24

16

12

12

8

8

4

W

H

Heights of 40-60-80 and 100 mm have
a 4 mm slot opening width and
finger wall width of 6 mm

Dimensions (refer above)

The most comprehensive range

4 mm 6 mm

T1-E Ducting complete with cover

BUY BOX

QTY SAVE

COSTS

Iboco PVC cable duct
Narrow slotted type
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11

TA 25-30BX

TA 40-40BX

TA 60-40BX

TA 80-40BX

TA 100-40BX

TA 60-60BX

TA 80-60BX

TA 100-60BX

TA 150-60BX

TA 100-80BX

TA 120-80BX

TA 150-80BX

TA 200-80BX

500.00

530.00

365.00

285.00

350.00

410.00

335.00

415.00

465.00

490.00

580.00

510.00

450.00

Price Schedule ‘B2’

Iboco PVC cable duct
Solid type

Refer Catalogue  ETC08

TA 25-30

TA 40-40

TA 60-40

TA 80-40

TA 100-40

TA 60-60

TA 80-60

TA 100-60

TA 150-60

TA 100-80

TA 120-80

TA 150-80

TA 200-80

Cat. No.
17.40

27.80

38.00

44.50

55.00

43.00

51.50

65.50

97.00

76.00

90.50

105.00

141.00

Per length
(2m)

Price $ 

TA Ducting complete
with cover

Solid PVC duct complete with cover

n High quality
n Rigid PVC
n Self-extinguishing
n Non-slip cover design
n Standard length – 2 metres

30

40

40

40

40

60

60

60

60

80

80

80

80

25

40

60

80

100

60

80

100

150

100

120

150

200

36

24

12

8

8

12

8

8

6

8

8

6

4

Standard 
box 
(lengths)

Dimensions (mm)

Height
(with cover)
H 

Width

W 

Solid ducting with easy fit cover

Spare cover section to suit type T1 – T1E – TA

Cat. No.
COV 25

COV 40

COV 60

COV 80

COV 100

COV 120

COV 150

Standard 
pack 
(metres)
50

50

50

50

40

40

40

9.10

10.60

13.80

15.40

19.20

22.80

33.50

Per length
(2m)

Price $ 
For ducting
width (mm)
25

40

60

80

100

120

150

Cat. No.
Per box
Price $ 

BUY BOX

QTY SAVE

COSTS
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11
4F 390.00

Refer Catalogue ETC08

Price Schedule ‘B2’

Iboco cable duct
Accessories

They are indispensable for retaining wires during wiring operations 
where the panel is in a vertical position. In case of alterations and/or
maintenance of a finished panel, they facilitate access to the interior 
of cable ducting, avoiding at the same time cables falling out when the
ducting cover is taken off.
With a simple rotating movement, they are firmly anchored in the recess
boss in the ducting base.

Wiring retainers type CL

CL 40-40

CL 40-60

CL 40-80

CL 60-40

CL 60-60

CL 60-80

CL 60-100

CL 80-80

CL 100-60

CL 100-80

CL 100-100

CL 120-60

CL 120-80

CL 150-100

Cat. No. 
3.80

4.00

4.20

4.00

4.50

4.80

5.00

6.20

6.60

6.60

9.20

7.70

8.80

10.60

Suit ducting size (mm)
Width Height

W H

CL Wire retainers

40

40

20

40

20

20

20

10

10

10

5

10

10

5

Pieces
per PackW

H
CL wiring retainers – for use inside cable ducting

40

40

40

60

60

60

60

80

100

100

100

120

120

150

40

60

80

40

60

80

100

80

60

80

100

60

80

100

Cat. No. 1)
DUCTAFIX R4

DUCTAFIX R6

Duct fixing rivets

Per pack 
Price $ 

Price $ 

27.80

55.50

Notes: 1) Only one size hole (4 mm dia. for R4, 6 mm dia. for R6) for any panel thickness, 
up to a maximum of 6 mm for R4 and 8 mm for R6.

Description
Ductafix rivet R4

Ductafix rivet R6Ductafix R4/R6

250

250

Pieces
per Pack

Cat. No. Price $ Description
Cable duct cutter with accessoriesCable duct 4F

Cable duct cutting tool

Available on indent only
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Price Schedule ‘B2’

Refer Catalogue ETC08 Iboco cable duct
Accessories

ZP1 FIXING lugs

ZP2FIXING

Separator / cable tie attachment

Per each
Price $ 

1.50

With a simple quarter turn ZP2 can be fixed inside ducting. 
By stacking, fixing planes at different heights are achieved.
For tightening a wire bundle inside ducting, pass a cable tie through a ZP2.

Pieces 
per pack
50

Cat. No.

ZP1FIXING
Cat. No.

Fixing lug

Per each
Price $ 

0.75

With a simple quarter turn, ZP1 is used to fix ducting to DINBLOK.
ZP1 can also be used to fix smaller sizes of ducting inside larger sizes, thus achieving separation
of circuits with different voltages and/or functions.

Pieces 
per pack
100

ZP2 FIXING
lug attachment

DUCTAMARK1
Cat. No.

Per each
Price $ 

1.40

Ductamark identification tags – snap-on

Pieces 
per pack
50

Ductamark for
identification of control
gear and switchgear

Resolves in a practical and functional manner, the problem of control gear and switchgear identification.
Ductamark is mounted by snapping it onto the sidewall finger segments,
taking care that it is placed above the wires coming out of the sidewall slots.
n Avoids gluing and drilling
n Need not be removed during maintenance or alteration work which involves the removal 

of the covers
n Clearly visible for easy identification

Ductamark 1

Material: Acetal Resin
Allows the mounting of ducting on to DIN mounting rails.
DINBLOK can be applied in two different positions in order to allow the mounting of
ducting in longitudinal as well as in transversal direction to the rails. 

Cat. No.
DINBLOK 3

Per each
Price $ 

3.00

DINBLOK 3 rail mounting attachment

Pieces
per pack
25 (Use with ZP1 fixing lugs)

n DINBLOK 3 – colour black, to suit 35 mm DIN rail

DINBLOK 3 for 35 mm
DIN rail
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Earthing connection
PEFB----- is a quick and simple way to connect earthing bars inside a
switchboard or for general earthing requirements between a frame and an
earth source. PEFB----- comes with a green/yellow insulation for easy
identification. It’s available in 25 mm2 or 50 mm2 cross section, with a
current rating of 165 A or 260 A respectively.

Fixed connections

Module power connections

Battery

Cu-flex flexible copper busbars
Applications and connection options

For all your connections from fixed switchgear to your bus system,
the economical fixed connection method from 125 A to 1000 A has to be
Cu-flex. With this in mind, consider the benefits of using Cu-flex in all of
your upcoming retrofits on site as well.

Internal power conductors within modules have always been a problem until
now. Cubic Cu-flex is ideally suited and designed for this purpose, i.e from
125 A to 800 A plugs, to your protective device. Take the risk out of your
line-side connections by using Cu-flex.

Cu-flex is a perfect flexible power conductor for use with a battery.
The inherent flexibility of the product means any vibration or movement by
plant and equipment will not effect the performance or shorten the life
expectancy of the conductor.
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Cu-flex flexible copper busbars
Current ratings 

Cat. No.
No. of busbars

FB25
1

FB50
1

FB50
2

FB50
3

FB100
1

FB100
2

FB240
1

FB240
2

Cu-flex Selection chart 

65 K

60 K

45 K

30 K

215 

205 

175 

145 

325 

310 

270 

220 

550 

530 

460 

375 

630 

600 

525 

430 

495 

475 

410 

335 

800 

770 

665 

545 

835 

800 

695 

565 

1285 

1235 

1070 

870 

FB25

One

91 A

97 A

101 A

107 A

FB50

One

110 A

117 A

122 A

130 A

FB50

Two

187 A

197 A

210 A

222 A

FB50

Three

217 A

227 A

240 A

255 A

FB100

One

170 A

180 A

190 A

200 A

FB100

Two

275 A

290 A

305 A

325 A

FB240

One

370 A

390 A

413 A

435 A

FB240

Two

572 A

601 A

634 A

673 A

55 ºC

50 ºC

45 ºC

40 ºC

78 A

81 A

85 A

91 A

93 A

98 A

103 A

110 A

158 A

168 A

175 A

185 A

183 A

190 A

200 A

213 A

143 A

150 A

160 A

168 A

233 A

243 A

258 A

273 A

312 A

325 A

345 A

364 A

481 A

504 A

530 A

562 A

Maximum permissible conductor temperature, 105 ºC
Connection: Busbar to busbar

Current Rating

Cu-flex ratings to meet AS/NZS 3439 & AS/NZS 4388
Busbar to Electrical Component

Cu-flex ratings to meet AS/NZS 3439 & AS/NZS 4388
Connection: Between electrical components

Current Rating

The mounting instructions and data provided by the manufacturers’ of electrical equipment must always
be observed. To observe the maximum temperature on the connection terminals, the above values are in
force. The rated current of the components is normally stated at 40 ºC.

The mounting instructions and data provided by the manufacturers’ of electrical equipment must always
be observed.

Amps (A) @

Type No.

No. of Busbars

55 ºC

50 ºC

45 ºC

40 ºC

Amps (A) @ 

Cu-flex

Air temp.
around Cu-flex

∆T Busbar
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Price Schedule ‘Refer separate sheet’

Cu-flex flexible copper busbars
Selection chart and ordering details

FB25 FB50

Length
(mm)

Power
loss 1)

(W) Cat. No.

160 2)

224 2)

288 2)

352 2)

416 2)

480 2)

544

608

672

736

800

864

928

1120

Spacer

4

5.5

7

8.5

10

11.5

13

14.5

16

17.5

19

20.5

22

27

–

FB25160

FB25224

FB25288

FB25352

FB25416

FB25480

FB25544

FB25608

FB25672

FB25736

FB25800

FB25864

FB25928

FB251120

FS2550 

Length
(mm)

Power
loss 1)

(W) Cat. No.

160 2)

224 2)

288 2)

352 2)

416 2)

480 2)

544

608

672

736

800

864

928

1120

Spacer

Spacer 

5

7

9

11

13

15

17

19

21

23

25

27.5

30

35

–

–

FB50160

FB50224

FB50288

FB50352

FB50416

FB50480

FB50544

FB50608

FB50672

FB50736

FB50800

FB50864

FB50928

FB501120

FS5050

FS5064 

FB100 FB240

Length
(mm)

Power
loss 1)

(W) Cat. No.

160

224

288

352

416

480

544

608

672

736

800

864

928

1120

Spacer

6

8

10.5

13

15

17

19.5

21.5

24

26

28.5

31

33

40

–

FB100160

FB100224

FB100288

FB100352

FB100416

FB100480

FB100544

FB100608

FB100672

FB100736

FB100800

FB100864

FB100928

FB1001120

FS10056

Length
(mm)

Power
loss 1)

(W) Cat. No.

288

352

416

480

544

608

672

736

Spacer

13

16

18.5

21.5

24.5

27

30

33

–

FB240288

FB240352

FB240416

FB240480

FB240544

FB240608

FB240672

FB240736

FS24064

Notes: 1) Air temp. around the Cu-flex, 40 ºC.
2) Also available in green/yellow insulation.

Cat. No:   PEFB25---
PEFB50---

“L” “L”

“L” “L”

“L”“L”

“L” “L”
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Cu-flex busbars ensure a prompt and professional electrical connection every time. The busbars are
supplied ready for use. This means that you do not have to spend time cutting and stripping cables,
making holes, or making complicated bends. Cu-flex is formed from copper wires that are woven into a
flexible busbar. By the use of a patented technique, the ends of the busbar are forged into a solid unit,
thus obtaining a contact surface that makes it possible to make maintenance-free connections.
Cu-flex has been type-tested to IEC, NATA, UL and DNV (Det Norske Veritas). In addition Cu-flex is UL
recognised in category “Component - Panelboard and Switchboard Accessories”.

Cu-flex ratings

Insulation characteristics
Rated voltage (IEC): 1000 V

Test voltage (IEC): 3500 V

Colour: Black or green/yellow

Dioxine: None

Operating Max. 105 ºC

temperature:

Flammability: UL 94 VO (flame retardant)

Insulation class: Reinforced insulation for busbar

to electrical component and

between electrical components

Cat. No.
Number of busbars

Nominal current (A)

Rated operational (V)

voltage, Ue (IEC)

Rated frequency (Hz)

Cut-off current 1) 2) (kA)

Limited peak 1) 2)

Joule integral, l2t

[A2s]

FB25

1

125

1000

50-60

24

8.3 x 106

FB50

1

250

1000

50-60

64

3.3 x 107

FB50

2

400

1000

50-60

64

1.3 x 108

FB50

3

500

1000

50-60

64

3.0 x 108

FB100

1

400

1000

50-60

64 

1.3 x 108

FB100

2

630

1000

50-60

64

5.3 x 108

FB240

1

630

1000

50-60

64

7.6 x 108

FB240

2

1000

1000

50-60

105

3.0 x 109

Short-circuit withstand strength

Mounting principles

Spacer

Due to the dynamic short-circuit influences,
spacers must be fitted as stated. The distance
between the spacers is maximum 300 mm 3).

To ensure correct contact pressure, parallel busbars
must be fitted, either by means of one bolt per
busbar, fig. 1, or one on each side of the
connecting terminal, fig. 2.

Notes: 1) Due to the dynamic short-circuit influences, support must be fitted as stated.
2) At a prospective short-circuit current, the short-circuit protection devices must limit the peak to 24 kA 

respectively 64 kA.

Busbar connections at I > 630 A 

EXAMPLE ONLY

EXAMPLE ONLY

3)

Cu-flex flexible copper busbars
Connection and use

3) When Cu-flex is used according to UL standards, connection busbar to busbar,
the distance is reduced to 200 mm.
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Mini-flex 6 - 10 - 16 mm2 busbars

Mini-flex characteristics
Type No.

Number of busbars
FB06

One

FB10

One

FB16

One

FB16

Two

Insulation, characteristics

Rated voltage, (IEC) = 1000 V

Test voltage, (IEC) = 3500 V

Operating temperature Max. 90 ºC

Flammability: UL94V1, flame retardant

Colour: Black

Dioxine: None, Halogene: None

Rated operational voltage.

Ue (IEC) = 1000 V

Rated frequency = 45-62 Hz

1) At a prospective shot-circuit current, the

short-circuit protection devices must limit

the peak to 11 kA.

Insulation Class:

Reinforced insulation for busbar to electrical

component and between electrical

components.

28 A

30 A

31 A

34 A

32 A

37 A

43 A

49 A

49 A

55 A

61 A

67 A

88 A

97 A

107 A

116 A

11 kA

1.1x107

11 kA

13.1x107

11 kA

7.9x107

11 kA

3.2x107

55 ºC

50 ºC

45 ºC

40 ºC

Cut off current 1)

Limited peak 1)

Joule integral, l2t

[A2S]

Short-circuit withstand strength, (IEC)

The mounting instructions and data informed by the manufacturers of

circuit breakers and switches must always be observed. To observe the

maximum temperature on the connection terminals, the above values are

in force. The rated current of the components is normally stated for 40 ºC

Connection:
Busbar to electrical component 

Air temp. around Mini-flex

FB06XXX FB10XXX FB016XXX

Length

mm

FB06XXX = 6mm2

Mini-flex

Pcs Type No.:

Ploss 1)

W

160

224

288

352

416

480

544

608

672

736

800

864

928

1

1

1

1

1

1

1

1

1

1

1

1

1

FB06160

FB06224

FB06288

FB06352

FB06416

FB06480

FB06544

FB06608

FB06672

FB06736

FB06800

FB06864

FB06928

1.2

1.6

2.1

2.6

3.0

3.5

4.0

4.4

4.9

5.4

5.9

6.3

6.8

FB10XXX = 10mm2

Mini-flex

Pcs Type No.:

Ploss 1)

W

1

1

1

1

1

1

1

1

1

1

1

1

1

FB10160

FB10224

FB10288

FB10352

FB10416

FB10480

FB10544

FB10608

FB10672

FB10736

FB10800

FB10864

FB10928

1.4

2.0

2.5

3.1

3.7

4.2

4.8

5.3

5.9

6.5

7.0

7.6

8.2

FB16XXX = 16mm2

Mini-flex

Pcs Type No.:

Ploss 1)

W

1

1

1

1

1

1

1

1

1

1

1

1

1

FB16160

FB16224

FB16288

FB16352

FB16416

FB16480

FB16544

FB16608

FB16672

FB16736

FB16800

FB16864

FB16928

1.8

2.5

3.2

3.9

4.6

5.3

6.0

6.8

7.5

8.2

8.9

9.6

10.3

2xFB16XXX = 2x16mm2

Mini-flex

Pcs Type No.:

Ploss 1)2)

W

2

2

2

2

2

2

2

2

2

2

2

2

2

FB16160

FB16224

FB16288

FB16352

FB16416

FB16480

FB16544

FB16608

FB16672

FB16736

FB16800

FB16864

FB16928

2.5

3.5

4.4

5.4

6.4

7.4

8.4

9.4

10.4

11.4

12.4

13.3

14.3
1) Power loss - Air temperature around the Mini-flex is 40 ºC
2) Power loss at rated current, busbar to electrical component. By use of two or more Cu-flex, the total power loss stated.

Mini-flex ratings to meet
AS 3439 & AS 4388

Q-Pulse Id: TMS145 26/09/2012 Page 115 of 119



12 - 116

  
 

ENCLOSURES & TERMINATIONS

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

ARMODUL
AND M TO

  
 

  

           

ARDCHBO SWITAR
 CENTREONTROL CORT

  
 

  

           

ARD SYSTEMS
 CENTRES

  
 

  

           

OENCL SURE &S TER

  
 

  

           

TERM TIONINA S

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           

  
 

  

           NHP can now o�
omation prand aut

d systchboarswit
equirying rand var

  
 

  

           �ee� r its t
ogether with the CUBIC modular ts toducomation pr

y with a solution tvide industroo prem t
ustralasia.ements within Aequir

leading range of swi

  
 

  

           tchgear,,r motor control
ogether with the CUBIC modular 

o the wide y with a solution t
ustralasia.

  
 

  

           

  
 

  

           

ARDSCHBOCUBIC-SWIT-TE

  
 

  

           

1300 NHP NHP     nhp

  
 

  

           

.com.au1300 NHP NHP     nhp

  
 

  

           

  
 

  

           

0800 NHP NHP     nhp

  
 

  

           

-nz.com0800 NHP NHP     nhp

Pt A 2010 Sec 11pp 81-119_Part A 2005/06 Sec 12pp 75 NEW   25/11/10  9:29 AM  Page 116

Q-Pulse Id: TMS145 26/09/2012 Page 116 of 119



11 - 117GST not included

11

Cubic features

Applications
n MSB, DB MCC, PF and control panels
n MCCs: up to 27 starters per tier 

Switchboard design
n Fully modular design 
n Enclosure and type tested busbar system
n Fast and easy to assemble - smart design

Segregation
n Form 1 up to Form 4 b according to AS/NZS3439-1, 2002

Construction
n Fixed, plug-in and withdrawable functional units
n Fully withdrawable cells have a three position racking system 
n Wide range of latching and locking devices 
n Coating: Epoxy-polyester powder, CUBIC RAL 7035 light grey or 

RAL 2000 orange
n Full range of CUBIC assembly tools available 

Ingress of liquids and solids
n IP 43 standard, IP 54 optional  
n Plastic or metal gland plates up to IP 54 

Busbar system
n Main bars up to 7000 A at 120 kA 
n Clamped busbar connections

Type tested design
n Arc fault containment to AS/NZS 3439.1-2002
n Type-tested busbar systems
n Type-tested cells for motor starter co-ordinated applications 

Type tested flexible busbar
n Cuflex flexible busbar

Design tools
n Comprehensive applications software available for switchboard design
n Full engineering documentation available 

Who builds CUBIC
n CUBIC is built by accredited and trained switchboard manufacturers

Hospitals

Commercial

Industrial
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General 

Cubic Applications Main Switchboard, Distribution Boards, Motor Control 
Centres, Power Factor Correction and Custom Control Panels 

Standards built to AS/NZS 3439.1; 2002, including arc fault containment tests, 
IEC 60439-1: 1999

Electrical 

Main horizontal and vertical busbar ratings Up to 7000 A

Poles 3 or 4 pole 

Rated short time withstand current (Icw) Up to 120 kA for 1 second

Rated peak withstand current (Ipk) Up to 264 kA 

Voltages Rated insulation voltage: 1000 V AC as standard 

Rated operating voltage: 1000 V AC as standard

Rated impulse withstand voltage 8 kV

Rated Frequency 50 - 60 Hz

Arc fault containment Tested to: AS/NZS 3439.1: 2002, Annex ZD

Design Tools 

CUBIC Galaxy software includes: Spica - Switchboard design
Alcor - Commercial and pricing aspects
Proxima - Power loss and temperature calculations
Regulus - Calculation database for information storage

Mechanical

Construction of switchboard Panel type 100 % modular designs

Degree of protection IP 43, IP 54 optional 

Segregation Form 1 up to Form 4 b 

Mounting types Fixed, plug-in or fully withdrawable

Sheet steel construction Outside panels are 1.5 mm steel and the base of 3 mm 
steel Mounting plates are of 2.5 mm galvanised steel

Stainless steel construction The outside panels can be supplied in 316 stainless steel, while
the inside and base remain as above

Colours/finish Exterior: Grey RAL 7035 
70 micron lacquered powder coat. Orange RAL 2000
Other colours available on request. Interior: Gear trays - galvanised, dividing panels - powder coated grey 

Dimensions

All CUBIC width, height and depth dimensions are measured in multiples of 192 mm which are called “modules”. Multiples of
modules are indicated by the designations: 1M, 2M, 3M…12M etc. For example, individual tiers for motor control applications can
be up to three modules wide. 

Panel construction type (with frame + covers) Maximum modules per plinth: W: 12 M, H: 12 M, D: 4 M
There are no limits on multiples of the above being used for
Width, Height, Depth when using panel types.

Specifications:
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Arc Fault Containment

NHP, in conjunction with , recognised the unique need in the local market for arcing
fault containment. Australia and New Zealand have annexures in their switchboard standards
specifically covering containment of internal arcing faults. In order to comply with the
requirements of the arcing fault containment requirements in AS.3439.1. 2002, Annex ZD, NHP
and engineers have developed the necessary parts to include in standard 
designs. 

Using Terasaki circuit breakers, NHP conducted a series of arcing fault containment tests at a
NATA-recognised test laboratory. The results of this testing program mean that 
assemblers will have access to a type-tested, arc fault contained modular switchboard system.
End-users and electrical consultants can therefore have confidence in the modular
system, knowing that it is a proven design, extensively type tested and with the addition of
internal arcing fault containment, provides an additional level of security for switchboard
operators. 

Switchboard manufacturers have the benefit of a fully modular, type-tested system, supported
by NHP’s extensive distribution network and technical support and now with the added security
of arcing fault containment the offer is even further enhanced.

Arcing-fault test, according to: AS/NZS 3439.1: 2002, Annex ZD

Test object: switchboard with fixed, demountable (plug-in) 
and withdrawable units

MCCB sizes: 100 - 800 A
Test kA: 65 kA @ 415 V AC 

Apply Your Designs
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