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D7 IP 66 Control and indication products 22.5 mm

2 - 2

2
Sprecher + Schuh's rugged D7 devices offer maximum flexibility and choice for all applications. The D7
22.5 mm range is aesthetically appealing and modularly designed to make assembly and
interchangeability easy.

Two operator types
The D7 operators are available in two different body styles to meet every application need.
■ Plastic operators (D7-P) are made of a high grade thermoplastic, which is a corrosion resistant

solution for harsh enviroments.
■ Metal operators (D7-M) are designed for super tough applications. Metal operations are

constructed of die-cast zinc and finished with corrosion resistant chrome plating.

Protection Class 

Type 

Approval

Plastic operators

IP 66

4/4x/13

UL, IEC 947

Metal operators

IP 66

4/13

UL, IEC 947

The D7 range has some unique features incorporated, such as improved operational feel on the push-
button for a positive “tactile” response and positive detent on selector switches, which ensures operation
will not “hang up” between positions. D7 range has improved vibration resistance, and also continuous
wiping contacts for improved reliability.
The D7 range is designed and manufactured to meet the most exacting performance specifications, the D7
range is the pushbutton to use in today’s demanding environment.

Separation of the contact block assembly from the front operator or mounting latch can prevent an
Emergency Stop from shutting down the controlled process in an emergency. 
Correct contact block installation is critical to ensure that the normally closed contacts will open when
the emergency stop operator is active. The exclusive Sprecher + Schuh “Auto Break” contact block
monitors itself to ensure it is always correctly installed. 
A normally open “Auto Break” contact is physically moulded and wired in series with a standard set of
normally closed contacts. When correctly installed the operator creates a maintained pressure on the
normally open “Auto Break” contact and automatically closes the contact. In this state the normally
closed contact operates as normal. 
If the contact block assembly should separate from the front operator, the pressure releases and the “Auto
Break” contact will automatically open. Because the “Auto Break” contact is wired in series with the
normally closed, the opening of either set of contacts will open the circuit controlled by the emergency
stop operator. 

D7 IP 66 Control and indication products 22.5 mm D7 at a glance
‘Auto Break’ Safety contacts for E-Stops
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2 - 3

2

GST not included

D7 IP 66 Control and indication products 22.5 mm

■ Functional low profile appearance
■ Ergonomic easy to operate handles
■ Reduced depth contact blocks
■ Improved positive “tactile” operation on pushbuttons
■ Improved “positive detent” on rotary selector switches
■ Durable two colour plastic caps and laser engraving 

■ Unique “Auto Break” self-monitoring emergency contact system
■ IP 20 touch protection
■ Tamperproof rear fixing nut 

■ Snap-lock design, twist-to-reset rotating collar on coupling plate
for easier mounting and assembly 

■ Snap-on components 
■ Redesigned anti-rotation tab 

■ Thermoplastic or metal operators
■ Latching or impulse operators 
■ Five different colour choices 
■ Maximum of six contact blocks 
■ Full voltage and transformer lamp blocks 

■ IP 65/66 sealing across the range for reliability in dusty and wet
conditions 

■ Improved vibration resistance 
■ Continuous wiping contacts for improved reliability 
■ Tested to IEC 947
■ Positive detent on rotary switches which ensures operation will

not “hang up” between positions

Design 

Improved safety

Time saving

Flexibility

Improved reliability
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2 - 4

2

150.00

190.00

90.50

94.00

167.00

115.00

Price $

Price Schedule ‘A2’

D7 Emergency stop operators 22.5 mm
Complete

82.50

86.00

124.00

106.00

Price $

Dimensions in (mm)

Emergency stop operators

■ IP 66 
■ Choice of “Auto Break” or standard normally closed contacts
■ Extra security key release
■ Complies with AS/NZS 3947.5.5:2000

Twist To Reset/Standard contact blocks

30 mm Operator 

40 mm Operator 

Key To Reset/Standard contact blocks 

40 mm Operator 

40 mm Operator 

D7P-MT34-PX01

D7P-MT44-PX01

D7P-MK44-PX01

D7P-MT44-PX01S

D7M-MT34-MX01

D7M-MT44-MX01

D7M-MK44-MX01

D7M-MT44-MX01S

Description
Plastic body
Cat. No.

Metal body
Cat. No.Contact

Pushbutton & Key operated types
D7PMT44PX01

Monolithic eco-emergency stop operators

■ Complete one-piece thermoplastic operators with 40 mm red mushroom head and 
non-removable contacts

■ Non-illuminated, push-pull and ‘twist to release’ mechanism in one operation
■ Trigger action anti-tease operation

59.00

69.50

69.50

Price $

Emergency stop operator with 1 N/C contact

Emergency stop operator with 2 N/C contacts

Emergency stop operator with 1 N/O and 1 N/C contacts

D7D-MT44-X01

D7D-MT44-X02

D7D-MT44-X11

Description Cat. No.

Emergency stop operator 2)

D71YM1

D71MM1

Enclosed emergency stop operators

■ Modern low profile enclosures
■ Metric cable entry knockout M16/20 mm

Plastic enclosures with emergency stop “Twist To Reset” operator 

Yellow enclosure 40 mm plastic operator 

Metal enclosures with emergency stop “Twist To Reset” operator 

Grey enclosure 40 mm metal operator 

D71YM1

D71MM1 1)

Description Cat. No. Price $Contact

Notes: 1) Yellow metal enclosure also available. Contact NHP.
2) Refer page 2 - 52 for technical infomation.

D7DMT44X01

GST not included
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2 - 5

2

GST not included

D7 Emergency stop operators 22.5 mm
Components

–

95.50

118.00

–

Price $

–

90.00

110.00

–

Price $

74.50

75.00

82.50

124.00

Price $

67.00

70.50

79.00

113.00

Price $

-

D7M-LMT44

D7M-LMT64

-

Illuminated
Metal
Cat. No. 1)

D7P-MT34

D7P-MT44

D7P-MT64 

D7P-MK44

Non- 
illuminated
Plastic
Cat. No.

1

30 mm Red operator

40 mm Red operator

60 mm Red operator

40 mm Red operator

D7M-MT34

D7M-MT44

D7M-MT64

D7M-MK44

-

D7P-LMT44

D7P-LMT64

-

Description

Non- 
illuminated
Metal
Cat. No.

Illuminated
Plastic
Cat. No. 1)

Mushroom operators

i

D7P-MT44

■ Protection class IP 66
■ Individually packaged
■ 3 part ordering

13.20

18.00

16.80

16.80

27.40

–

–

Price $

11.80

16.80

15.40

15.40

26.20

27.40

32.00

Price $

Red

Red

Brown

Brown

Blue

Red

Yellow

Operator
Colour

D7-X01

D7-Q01 

D7-X01L

D7-X01B

D7-X01V

D7-X02D 

D7-X01S 

D7-BX01

D7-BQ01 

D7-BX01L

D7-BX01B

D7-BX01V

-

-

Description

Panel
Mount
Cat. No.

DIN/Base
Mount
Cat. No.

Normally closed contact block

Normally closed contact block with

spring clamp terminals

Normally closed late break

Normally closed early break

Normally closed low voltage

(Quadfurcated gold contacts)

Dual circuit 2 normally closed 2)

“Auto break” safety contact block for

emergency stop operators 2)

Contact blocks

D7-X01

3

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined contact block and coupling plate3+

1 N/C

1 N/C

N/C L.B.

N/C E.B.

1 N/C

2 N/C

1 N/C

safety

Contacts

2 31

Operator head Coupling plate Contact Blocks

Price Schedule ‘A2’

Notes: 1) For LED 2 lamps refer 2 - 33.
2) Dual circuit and ‘Auto Break’ cannot be mounted in D7 low profile enclosures.
For Accessories refer 2 - 34.

Available on indent only.i

D7ALP

D7PX10
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Price Schedule ‘A2’

40.00

34.00

34.00

34.00

37.00

37.00

38.00

Price $

D7P-F3-PX10

D7P-F4-PX01

D7P-F6-PX10

D7P-F301-PX10

D7P-F402-PX01

D7P-F607-PX10

38.00

39.50

39.50

42.00

42.00

41.00

D7 Non-illuminated momentary pushbuttons 22.5 mm
Complete 

Description
Plastic body
Cat. No.

Metal body
Cat. No. Price $

D7M-F3-MX10

D7M-F4-MX01

D7M-F6-MX10

D7M-F301-MX10

D7M-F402-MX01

D7M-F607-MX10

With Green insert 

With Red insert

With Blue insert 

With Green insert labelled “Start”

With Red insert labelled “Stop”

With Blue insert labelled “Reset”

D7M-F4-MX01

Dimensions in (mm)

Dimensions in (mm)

■ Metal or plastic options
■ Improved momentary action for fast response
■ Low mounting depth from panel
■ Protection class IP 66
■ Laser etched markings for improved abrasion resistance

Contact

Flush pushbuttons 1)

D7P-E402-PX01 43.00D7M-E402-MX01With Red insert labelled “stop”

Extended pushbuttons 1)

Description
Plastic body
Cat. No.

Metal body
Cat. No. Price $Contact Price $

D7P-E402-PX01

D7M-F301-MX10

1 N/C

24.00

–

24.00

24.00

–

–

24.00

–

24.00

24.00

Price $

38.00

38.00

38.00

38.00

40.50

Price $

Flush Green

Flush Red

Flush Blue

Flush Black

Extended Red

D7DF3X11

D7DF4X11

D7DF6X11

D7DF2X11

D7DE4X11

-

D7DF4X01

-

D7DF2X01

D7DE4X01

D7DF3X10

-

D7DF6X10

D7DF2X10

-

Description

1 N/O 1 N/C
Contact
Cat. No.

1 N/O
Contact
Cat. No. Price $

1 N/C
Contact
Cat. No.

Monolithic pushbuttons

i

Flush Extended

1 N/O

1 N/C

1 N/O

1 N/O

1 N/C

1 N/O

Notes: 1) Extra contact blocks refer page 2 - 32.

D7DE4X01

GST not included
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Price Schedule ‘A2’

2

D7 Illuminated momentary pushbuttons 22.5 mm
Complete 

77.00

77.00

78.50

85.50

82.00

85.50
D7P-LF5-PN3Y-X10

D7M-LF6-MN5B-X10

Illuminated momentary pushbuttons with integrated LED lamp block and contact blocks
■ Long life integrated LED illumination
■ 24 V, 110 V and 240 V versions
■ Protection class IP 66

Green pushbutton/Green LED

Red pushbutton/Red LED 

Blue pushbutton/Blue LED 

D7P-LF3-PN3G-X10

D7P-LF4-PN3R-X01

D7P-LF6-PN3B-X10

1 N/O

1 N/C

1 N/O

Description
Plastic body
Cat. No.

Metal body
Cat. No.

D7M-LF3-MN3G-X10

D7M-LF4-MN3R-X01 

D7M-LF6-MN3B-X10

Contact

24 V AC/DC Illuminated pushbuttons 1)

Price $Price $

110 V AC/DC Illuminated pushbuttons 1)

83.00

83.00

83.00

85.50

85.50

85.50

Green pushbutton/Green LED

Red pushbutton/Red LED 

Blue pushbutton/Blue LED 

D7P-LF3-PN5G-X10

D7P-LF4-PN5R-X01

D7P-LF6-PN5B-X10

1 N/O

1 N/C

1 N/O

Description
Plastic body
Cat. No.

Metal body
Cat. No.

D7M-LF3-MN5G-X10

D7M-LF4-MN5R-X01

D7M-LF6-MN5B-X10

Contact Price $Price $

240 V AC/DC Illuminated pushbuttons 1)

86.00

87.50

91.50

94.50

94.50

96.00

Green pushbutton/Green LED

Red pushbutton/Red LED 

Blue pushbutton/Blue LED 

D7P-LF3-PN7G-X10

D7P-LF4-PN7R-X01

D7P-LF6-PN7B-X10

1 N/O

1 N/C

1 N/O

Description
Plastic body
Cat. No.

Metal body
Cat. No.

D7M-LF3-MN7G-X10

D7M-LF4-MN7R-X01

D7M-LF6-MN7B-X10

Contact Price $Price $

D7P-LF5-PN7Y-X10

Integrated LED lamp block
shown with coupling plate

Notes: 1) Extra contact blocks refer page 2 - 32.

GST not included
Q-Pulse Id: TMS154 26/09/2012 Page 7 of 56



2 - 8

Price Schedule ‘A2’

2

GST not included

22.20

30.50

–

30.00

30.50

30.00

30.50

30.50

–

–

–

–

-

19.00

27.00

–

26.00

26.00

27.00

27.00

27.40

–

–

–

–

–

14.40

17.80

17.20

17.20

17.80

–

17.80

17.80

20.60

20.40

20.60

20.80

20.60

14.00

16.00

13.40

14.00

14.00

–

14.00

14.00

17.00

17.20

14.00

17.20

17.20

Price $Price $

D7ML-F9

D7ML-F7

-

D7ML-F3

D7ML-F4

D7ML-F0

D7ML-F5

D7ML-F6

-

-

-

-

-

Illuminated
Metal
Cat. No. 1)4)

D7P-F9

D7P-F1

D7P-F2

D7P-F3

D7P-F4

-

D7P-F5

D7P-F6

D7P-F301

D7P-F306

D7P-F402

D7P-F405

D7P-F208

Non-
illuminated
Plastic
Cat. No.

D7ML-F5

1

Operator only - no insert

Operator with White / Clear insert

Black insert

Green insert

Red insert

Amber insert 3)

Yellow insert

Blue insert

Green ‘Start’ insert 2)

Green ‘I’ insert 2)

Red ‘STOP’ insert 2)

Red ‘O’ insert 2)

Black ‘ ’ insert 2)

D7M-F9

D7M-F1

D7M-F2

D7M-F3

D7M-F4

-

D7M-F5

D7M-F6

D7M-F301

D7M-F306

D7M-F402

D7M-F405

D7M-F208 

D7PL-F9

D7PL-F7

-

D7PL-F3

D7PL-F4

D7PL-F0

D7PL-F5

D7PL-F6

-

-

-

-

-

Non-
illuminated
Metal
Cat. No.

Illuminated
Plastic
Cat. No. 1)4)

Operators with flush inserts

Price $Price $Description

ii

i

D7 Flush type momentary pushbuttons 22.5 mm
Components

■ Protection class IP 66

D7P-F301

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block3+

Contact blocks 5)3

13.20

13.20

16.80

16.80

Price $

11.80

11.80

15.40

15.40

Price $

Green

Red

Green

Brown

Operator
Colour

D7-X10

D7-X01

D7-X10E

D7-X01L

D7-BX10

D7-BX01

D7-BX10E

D7-BX01L

Description

Panel
Mount
Cat. No.

DIN/Base
Mount
Cat. No.

Normally open contact block

Normally closed contact block

Normally open early make

Normally closed late break

1 N/O

1 N/C

N/C E.M. 

N/C L.B.

Notes: 1) Additional engraved inserts available separately, refer page 2 - 41.
2) Laser engraved inserts supplied as a kit of two parts, i.e. operator and insert.
3) For optimum amber illumination it is recommended that yellow LED is specified.
4) Lamps & LED refer 2 - 33.
5) Extra contact blocks refer 2 - 32.
Accessories refer 2 - 34.

Available on indent only.i

Contact

D7-X10

D7PX10

D7ALP

1 2 3
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2 - 9

Price Schedule ‘A2’

2

GST not included

23.80

32.00

–

32.00

32.00

32.00

32.00

31.00

–

–

–

–

20.60

28.80

–

28.80

28.80

28.00

28.80

28.80

–

–

–

–

13.80

18.60

18.60

18.40

18.60

–

18.60

18.60

16.60

20.80

16.60

20.40

15.20

15.20

16.00

16.00

16.00

–

17.20

17.20

16.60

17.20

16.60

17.00

Price $Price $Price $Price $

D7ML-E9

D7ML-E7

-

D7ML-E3

D7ML-E4

D7ML-E0

D7ML-E5

D7ML-E6

-

-

-

-

Illuminated
Metal
Cat. No.1)4)

D7P-E9

D7P-E1

D7P-E2

D7P-E3

D7P-E4

-

D7P-E5

D7P-E6

D7P-E301

D7P-E402

D7P-E405

D7P-E208

Non-
illuminated
Plastic
Cat. No.

■ Protection class IP 66

D7P-E1

1

Operator only - no insert

Operator with White insert

Black insert

Green insert

Red insert

Amber insert 3) 

Yellow insert

Blue insert 

Green ‘Start’ insert 2) 

Red ‘STOP’ insert 2)

Red ‘O’ insert 2)

Black ‘ ’ insert 2)

D7M-E9

D7M-E1

D7M-E2

D7M-E3

D7M-E4

-

D7M-E5

D7M-E6

D7M-E301

D7M-E402

D7M-E405

D7M-E208

D7PL-E9

D7PL-E7

-

D7PL-E3

D7PL-E4

D7PL-E0

D7PL-E5

D7PL-E6

-

-

-

-

Description

Non-
illuminated
Metal
Cat. No.

Illuminated
Plastic
Cat. No.1)4)

Operators with extended insert

i

i

i

i

i i i

i

i i i

D7 Extended type momentary 
pushbuttons 22.5 mm
Components

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block3+

Contact blocks 5)3

13.20

13.20

16.80

16.80

16.80

Price $

11.80

11.80

15.40

15.40

15.40

Price $

Green

Red

Green

Brown

Brown

Operator
Colour

D7-X10

D7-X01

D7-X10E

D7-X01L

D7-X01B

D7-BX10

D7-BX01

D7-BX10E

D7-BX01L

D7-BX01B

Description

Panel
Mount
Cat. No.

DIN/Base
Mount
Cat. No.

Normally open contact block

Normally closed contact block

Normally open early make

Normally closed late break

Normally closed early break

1 N/O

1 N/C

N/C E.M. 

N/C L.B.

N/C E.B.

Notes: 1) Additional engraved inserts available separately, refer page 2 - 41.
2) Laser engraved inserts supplied as a kit of two parts, i.e. operator and insert.
3) For optimum amber illumination it is recommended that yellow LED is specified.
4) Lamps & LED refer 2 - 33.
5) Extra contact blocks refer 2 - 32.
Accessories refer 2 - 34.

Available on indent only.
Manufactured to order.

i

Contact

D7-X10

D7PX10

D7ALP

1 2 3
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2

GST not included

Price Schedule ‘A2’

37.50

-

-

40.00

40.00

40.00

40.00

40.00

-

-

-

-

-

29.80

–

–

36.50

36.00

36.00

36.50

36.50

–

–

–

–

–

27.60

30.50

30.50

30.50

30.50

–

30.50

30.50

39.25

39.25

39.25

39.25

39.25

22.00

24.80

24.80

24.80

24.80

–

24.80

24.80

26.00

26.00

26.00

26.00

26.00

Price $Price $

D7ML-FA9

-

-

D7ML-FA3

D7ML-FA4

D7ML-FA0

D7ML-FA5

D7ML-FA6

-

-

-

-

-

Illuminated
Metal
Cat. No.1)2)

D7P-FA9

D7P-FA1

D7P-FA2

D7P-FA3

D7P-FA4

-

D7P-FA5

D7P-FA6

D7P-FA301

D7P-FA306

D7P-FA402

D7P-FA405

D7P-FA208

Non-
illuminated
Plastic
Cat. No.

D7 Latching type pushbuttons 22.5 mm
Components

■ Protection class IP 66
■ Push to ON, push to OFF 

1

Operator only - no insert

Operator with White insert

Black insert

Green insert

Red insert

Amber insert 4)

Yellow insert

Blue insert

Green ‘Start’ insert 3)

Green ‘I’ insert 3)

Red ‘STOP’ insert 3)

Red ‘O’ insert 3)

Black ‘ ’ insert 3)

D7M-FA9

D7M-FA1

D7M-FA2

D7M-FA3

D7M-FA4

-

D7M-FA5

D7M-FA6

D7M-FA301

D7M-FA306

D7M-FA402

D7M-FA405

D7M-FA208 

D7PL-FA9

-

-

D7PL-FA3

D7PL-FA4

D7PL-FA0

D7PL-FA5

D7PL-FA6

-

-

-

-

-

Non-
illuminated 
Metal
Cat. No.

Illuminated
Plastic
Cat. No.1)2)

Operators with flush inserts

Price $Price $Description

D7P-FA6

D7M-FA4

i

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

3

15.40

16.80

15.40

11.80

D7Q10E

D7Q01

Normally open early make

Normally closed

D7X10E

D7X01

Description

Contact blocks 5)

Price $Price $

Spring clamp
terminal
Cat. No.

Screw
terminal
Cat. No.

D7-X10

Operating
Colour

Green

Red

Notes: 1) Integrated LED & lamps refer page 2 - 33.
2) Engraved inserts available separately, refer page 2 - 41.
3) Laser engraved inserts supplied as a kit of two parts, i.e. operator and insert.
4) For optimum amber illumination it is recommended that yellow LED is specified
5) Standard D7X10 not suitable for latching switches. D7 DOC not suitable for latching switches.
For accessories refer 2 - 34.
For extra contact blocks refer 2 - 32.

Available on indent only.
Manufactured to order.

i

D7ALP

1 2 3
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2 - 11

Price Schedule ‘A2’

2

GST not included

D7 Guarded type momentary pushbuttons 22.5 mm
Components

■ Protection class IP 66

D7P-G4

D7ML-G4

38.50

41.50

–

41.50

41.50

41.50

41.50

41.50

-

–

–

–

–

Price $

35.00

38.50

–

38.50

38.50

38.00

38.50

38.50

–

–

–

–

–

Price $

24.40

27.60

27.60

27.60

27.60

–

27.60

27.60

27.60

27.60

27.60

27.60

27.60

Price $

20.40

23.60

23.60

23.60

23.60

–

23.60

23.60

23.60

23.60

23.60

23.60

23.60

Price $

D7ML-G9

D7ML-G7

-

D7ML-G3

D7ML-G4

D7ML-G0

D7ML-G5

D7ML-G6

-

-

-

-

-

Illuminated
Metal
Cat. No.1)2)

D7P-G9

D7P-G1

D7P-G2

D7P-G3

D7P-G4

-

D7P-G5

D7P-G6

D7P-G301

D7P-G306

D7P-G402

D7P-G405

D7P-G208

Non-illuminated
Plastic
Cat. No.

1

Operator only - no insert

Operator with White / Clear insert

Black insert

Green insert

Red insert

Amber insert 4)

Yellow insert

Blue insert

Green ‘Start’ insert 3)

Green ‘I’ insert 4)

Red ‘STOP’ insert 3)

Red ‘O’ insert 4)

Black ‘ ’ insert 3)

D7M-G9

D7M-G1

D7M-G2

D7M-G3

D7M-G4

-

D7M-G5

D7M-G6

D7M-G301

D7M-G306

D7M-G402

D7M-G405

D7M-G208 

D7PL-G9

D7PL-G7

-

D7PL-G3

D7PL-G4

D7PL-G0

D7PL-G5

D7PL-G6

-

-

-

-

-

Description

Non-illuminated
Metal
Cat. No.

Illuminated
Plastic
Cat. No.1)2)

Operators with guarded insert

i

i

i

i

i

i i

i

i

i

i

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Notes: 1) Integrated LED & lamps refer page 2 - 33.
2) Engraved inserts available separately, refer page 2 - 41.
3) Laser engraved inserts supplied as a kit of two parts, i.e. operator and insert.
4) For optimum amber illumination it is recommended that yellow LED is specified
For accessories refer 2 - 34.
For extra contact blocks refer 2 - 32.

Available on indent only.
Manufactured to order.

i

Contact blocks3

13.20

13.20

16.80

16.80

16.80

Price $

11.80

11.80

15.40

15.40

15.40

Price $

Green

Red

Green

Brown

Brown

Operator
Colour

D7-X10

D7-X01

D7-X10E

D7-X01L

D7-X01B

D7-BX10

D7-BX01

D7-BX10E

D7-BX01L

D7-BX01B

Description

Panel
Mount
Cat. No.

DIN/Base
Mount
Cat. No.

Normally open contact block

Normally closed contact block

Normally open early make

Normally closed late break

Normally closed early break

1 N/O

1 N/C

N/C E.M. 

N/C L.B.

N/C E.B.

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block3+

Contact

D7-X10

D7PX10

D7ALP

1 2 3
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2 - 12

Price Schedule ‘A2’

2

GST not included

D7 Mushroom head type momentary
pushbuttons 22.5 mm
Components

■ Protection class IP 66

55.00

–

55.00

55.00

53.00

55.00

55.00

–

–

–

–

–

–

Price $

52.00

–

52.00

52.00

52.00

52.00

52.00

–

–

–

–

–

–

Price $

–

39.50

39.00

39.50

–

39.50

39.50

–

51.00

50.00

50.00

51.00

51.00

Price $

–

36.00

35.50

35.50

–

36.00

36.00

–

47.00

47.50

47.50

47.50

46.00

Price $

D7M-LMM47

-

D7M-LMM43

D7M-LMM44

D7M-LMM40

D7M-LMM45

D7M-LMM46

-

-

-

-

-

-

Illuminated
Metal
Cat. No. 2)

-

D7P-MM42

D7P-MM43

D7P-MM44

-

D7P-MM45

D7P-MM46

-

D7P-MM62

D7P-MM63

D7P-MM64

D7P-MM65

D7P-MM66

Non-illuminated
Plastic
Cat. No.

D7M-MM44

D7P-LMM46

1

40 mm operator with Clear insert

with Black insert

with Green insert

with Red insert

with Amber insert

with Yellow insert

with Blue insert

60 mm operator with Clear insert

with Black insert

with Green insert

with Red insert

with Yellow insert

with Blue insert

-

D7M-MM42

D7M-MM43

D7M-MM44

-

D7M-MM45

D7M-MM46

-

D7M-MM62

D7M-MM63

D7M-MM64

D7M-MM65

D7M-MM66

D7P-LMM47

-

D7P-LMM43

D7P-LMM44

D7P-LMM40

D7P-LMM45

D7P-LMM46

-

-

-

-

-

-

Description

Non-illuminated
Metal
Cat. No.

Illuminated
Plastic
Cat. No. 2)

Mushroom operators

i

i

i

i

i

i

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Notes: 1) For extra contact blocks refer page 2 - 32.
2) For LEDs and lamps, refer page 2 - 33.

Available on indent only.i

Contact blocks 1)3

13.20

13.20

16.80

16.80

16.80

Price $

11.80

11.80

15.40

15.40

15.40

Price $

Green

Red

Green

Brown

Brown

Operator
Colour

D7-X10

D7-X01

D7-X10E

D7-X01L

D7-X01B

D7-BX10

D7-BX01

D7-BX10E

D7-BX01L

D7-BX01B

Description

Panel
Mount
Cat. No.

DIN/Base
Mount
Cat. No.

Normally open contact block

Normally closed contact block

Normally open early make

Normally closed late break

Normally closed early break

D7-BX01

1 N/O

1 N/C

N/C E.M. 

N/C L.B.

N/C E.B.

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block3+

Contact

D7PX10

D7ALP

1 2 3

i
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2 - 13

2

GST not included

Price Schedule ‘A2’

7 - 24 mm

"A"

Notes: 1) For electrical operation, operator will accept coupling plate and up to four circuit contact blocks or two
dual level contact blocks. (Refer to page 2 - 32 for contact blocks). 

2) If contact blocks are used, they must have a minimum rod length of 55 mm for one level of contact blocks
and 85 mm for two levels of contact blocks.

3) Available as a continuous thread, can be set to any length.
4) 11 mm stroke length
5) Operator cannot accept custom labelling of insert. Use separate legend plate. Refer page 2 - 43.

Not stocked. Assembled to order.

D7P-R611

D7M-R611

D7-ATR06

1

2

D7 Reset rod operators 22.5 mm

■ Protection class IP 66
■ Individually packaged
■ 2 part ordering

D7P-R / D7M-R
■ Panel mounted reset rod operators - mechanical

and/or electrical reset, momentary operation

30.00

28.80

28.00

30.00

30.00

30.00

Price $

26.00

25.20

24.40

26.40

25.20

26.40

Price $

R

RESET

BLANK

BLANK

BLANK

BLANK

Legend/text

1

Blue “Reset” operator

Blue “Reset” operator

Blue operator

Green operator

Red operator

Black operator

D7P-R611

D7P-R607

D7P-R6

D7P-R3

D7P-R4

D7P-R2

D7M-R611

D7M-R607

D7M-R6

D7M-R3

D7M-R4

D7M-R2

Description
Plastic 1)4)5)
Cat. No.

Metal 1)4)5)
Cat. No.

Operators

24.80

24.80

24.80

24.80

24.40

30.00

Price $

34…52

50…67

80…98

110…128

141…195

157…326

Rod length
adjustability (mm)

40 mm

55 mm

85 mm

115 mm

145 mm

315 mm

D7-ATR01

D7-ATR02

D7-ATR04

D7-ATR06

D7-ATR08

D7-ATR19 3)

Rod length 2) Cat. No.

D7-ATR

2 Adjustable threaded reset rod

Panel mounted front assemblies

2
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2 - 14

2

GST not included

Price Schedule ‘A2’

66.50

70.00

117.00

163.00

163.00

163.00

D7P-U2E4F3-PX11

D7M-U2E4F3-MX11

D7P-POT

Time saving ■ Central nut fixing
■ Snap fitting of components

Space efficient ■ 2 or 3 functions in a minimum of space
■ Single 22.5 mm hole mounting

Economical ■ Negates the need for 3 separate devices
■ Less mounting time

Flexible ■ Uses standard D7 rear elements
■ 2 contact levels possible
■ Choice of plastic or metal body
■ IP 66 protection 

Multi-function operators with contact blocks

Momentary operation 

Blank inserts (Red/Green) 

O-I (Red/Green) 

D7P-U2E4F3-PX11

D7P-UZEFFE-PX11
73.50

73.50

Description
Plastic body
Cat. No.

Metal body
Cat. No. Price $

D7M-U2E4F3-MX11

D7M-UZEFFE-MX11

Contact

Potentiometer 
■ Supplied as operator only or with resistive elements
■ Thermoplastic body

Operator without resistive element

Operator with 1000 Ω resistive element

Operator with 5000 Ω resistive element

Operator with 10000 Ω resistive element

D7P-POT

D7P-POT3

D7P-POT5

D7P-POT6 

Description
Plastic body
Cat. No. 1) Price $

Notes: 1) For technical information and spare resistive element refer page 2 - 47.
Accessories refer page 2 - 34.

D7 Multi-function momentary pushbuttons and
potentiometers 22.5 mm
Complete

Dual pushbuttons
Price $

1 N/O, 1 N/C

1 N/O, 1 N/C

Q-Pulse Id: TMS154 26/09/2012 Page 14 of 56



11.80

13.20

Price $

D7-X10

D7-BX01

Cat. No.

2 - 15

2

GST not included

4.50

4.60

4.60

4.60

4.60

4.60

Price $

7.70

7.10

7.10

6.90

7.90

7.10

-

-

-

-

D7-AEAU4CU910

D7-AEAU4CE212

Extended plate
for bottom cap
Cat. No.

D7P-LU2X 1)

2

1 2+

41.50

–

Price $

38.50

–

Price $

28.00

41.50

Price $

25.40

38.50

Price $

D7M-U3X
N/A

Three position 3)4)
Metal operator
Cat. No.

D7P-U2X

D7P-LU2X 2)

Two position
Plastic operator
Cat. No.

D7 Multi-function momentary pushbuttons 22.5 mm
Components

1

Non-illuminated operator

Illuminated operator

D7M-U2X

D7M-LU2X 2)

D7P-U3X

N/A

Description

Two position
Metal operator
Cat. No.

Three position 3)4)
Plastic operator
Cat. No.

5.00

5.00

5.00

5.00

5.00

5.00

Price $

D7-AFU1

D7-AFU2

D7-AFU3

D7-AFU4

D7-AFU5

D7-AFU6

Flush
Cat. No.

2

White

Black

Green

Red

Yellow

Blue 

D7-AEU1

D7-AEU2

D7-AEU3

D7-AEU4

D7-AEU5

D7-AEU6

Blank inserts for top or bottom cap to suit 2 or 3 position operators

Extended
Cat. No.

Price $

D7-AFCU3CU909

D7-AFCU3CU602

-

D7-AFCU3CU208

-

-

Flush plate for
top cap
Cat. No.

Green I

Green II

Green O

Green Start

Red O

Red Stop

D7-AFAU3CU909

D7-AFAU3CU602

D7-AFAU3CU910

-

-

-

Engraved inserts to suit 2 or 3 position operators
Flush plate for
bottom cap
Cat. No.

Operators without inserts

Three Position
Multi-Function

i

i

i

i

i

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates3

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

3

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block4+

13.20

13.20

Price $

D7-BX10

D7-BX01

Cat. No.

Normally open contact block

Normally closed contact block

Description

Contact blocks4

Price Schedule ‘A2’

Notes: 1) Shown fitted with inserts.
2) Illumination from middle section only. Upper and lower press plates remain non-illuminated.
3) Ba9s lamp blocks cannot be used with multi-function operators. 
4) LED refer page 2 - 33.
For additional contact blocks, refer page 2 - 32.

Available on indent only.i

D7-X10

D7PX10

D7ALP

3 4
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52.50

63.00

132.00

2 - 16

Price Schedule ‘A2’

2

GST not included

D7 Selector and key selector switches 22.5 mm 
Complete

Price $

OI II

D7P-SM22-PX10

D7M-KM34-MX20

Maintained operation 

2 pos Rotary SW 60° 

3 pos Rotary SW 2 x 60° 

2 pos Key SW 60° 

D7P-SM22-PX10
1)

D7P-SM32-PX20
1)

D7P-KM21-PX10
1)

58.50

75.00

136.00

Description
Plastic body
Cat. No.

Metal body
Cat. No. Price $

D7M-SM22-MX10
1)

D7M-SM32-MX20
1)

D7M-KM21-MX10
1)

Contact

Short lever rotary switches and key operated rotary switches
■ Improved sealing
■ Raised detent for improved switching capabilities
■ Ergonomic handles

O I

O I

1 N/O

2 N/O

1 N/O

■ Complete one-piece thermoplastic operator with rotary head and 
non-removable contacts

Monolithic rotary switches

29.80

29.80

45.00

45.00

43.50

–

–

–

Price $

–

–

43.50

43.50

43.50

43.50

43.50

43.50

Price $

Maintained with 1 N/O contact

Maintained with 1 N/C contact

Maintained with 2 N/O contact

Maintained with 2 N/C contact

Maintained with 1 N/O and 1 N/C contact

Spring return with 2 N/O Contact

Spring return with 2 N/C Contact

Spring return with 1 N/O and 1 N/C contact

-

-

D7D-SM32X20

D7D-SM32X02

D7D-SM32X11

D7D-SB32X20

D7D-SB32X02

D7D-SB32X11

D7D-SM22X10

D7D-SM22X01

D7D-SM22X20

D7D-SM22X02

D7D-SM22X11

-

-

-

Description
2 position
Cat. No.

3 position
Cat. No.

Rotary switch

i

i

Notes: 1) Key removable at ‘o’ position.
For accessories refer to page 2 - 34.

Available on indent only.i

D7DSM22X10
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2 - 17

2

GST not included

Price Schedule ‘A2’

D7 Short lever type 2-position selector 
switch 22.5 mm
Components

■ Protection class IP 66

D7P-LSM26

42.50

42.50

42.50

Price $

38.00

38.00

38.00

Price $

36.50

38.00

38.00

Price $

31.50

34.00

34.00

Price $

D7M-LSM2

D7M-LSL2

D7M-LSR2

Illuminated
Metal
Cat. No. 1)

D7P-SM22

D7P-SL22

D7P-SR22

Non-illuminated
Plastic
Cat. No.

1

Maintained stayput 60°

Spring return from left 60°

Spring return from right 60°

D7M-SM22

D7M-SL22

D7M-SR22

D7P-LSM2

D7P-LSL2

D7P-LSR2

Description

Non-illuminated
Metal
Cat. No.

Illuminated
Plastic
Cat. No. 1)

Operators with levers 1)3)

0 1

0
01

0 1

Contact type

N/O
N/C

All slots
All slots

O
X

X
O

Mounting
position on
latch

Contact development table 

11.80

11.80

Price $

D7-X10

D7-X01

Cat. No.

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block 3+

13.20

13.20

Price $

D7-BX10

D7-BX01

Cat. No.

Normally open contact block

Normally closed contact block

Description

Contact blocks 2)3
Operator
Colour

Green

Red

1 N/O

1 N/C

Contact

Notes: 1) LED lamps, refer page 2 - 33.
2) Additional contact blocks refer page 2 - 32.
3) Use D7ACP to enable additional contact center position.

X = Closed
O = Open

D7-X10

D7PX10

D7ALP

1 2 3
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2 - 18

Price Schedule ‘A2’

2

GST not included

D7 Long lever type 2-position selector 
switch 22.5 mm
Components

D7P-HM22

D7M-HM22

1

40.00

40.00

40.00

Price $

36.00

36.50

36.50

Price $

D7P-HM22

D7P-HL22

D7P-HR22

Non-
illuminated
Plastic
Cat. No.

Maintained stayput 60°

Spring return from left 60°

Spring return from right 60°

D7M-HM22

D7M-HL22

D7M-HR22

Description

Non-
illuminated
Metal
Cat. No.

Operators with lever 1)3)

Contact type

N/O
N/C

All slots
All slots

O
X

X
O

Mounting
position on
latch

Contact development table

0 1

0
01

0 1 i

■ Protection class IP 66

11.80

11.80

Price $

D7-X10

D7-X01

Cat. No.

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block3+

13.20

13.20

Price $

D7-BX10

D7-BX01

Cat. No.

Normally open contact block

Normally closed contact block

Description

Contact blocks 2)3
Operator
Colour

Green

Red

1 N/O

1 N/C

X = Closed
O = Open

Notes: 1) LED lamps, refer page 2 - 33.
2) Additional contact blocks refer page 2 - 32.
3) Use D7ACP to enable additional contact center position.

Available on indent only.i

Contact

D7-X10

D7PX10

D7ALP

1 2 3
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2 - 19

2

GST not included

Price Schedule ‘A2’

D7 Short Lever type 3-position selector 
switch 22.5 mm
Components

■ Protection class IP 66

Contact type

N/O
N/O
N/O
N/C
N/C
N/C

Left (slot 1)
Center (slot 3)
Right (slot 2)
Left (slot 1)
Center (slot 3)
Right (slot 2)

X
X
O
O
O
X

O
X
X
X
O
O

O
O
O
X
X
X

Mounting
position on
latch

Contact development table

D7M-SL32

51.00

51.50

51.50

51.50

Price $

48.00

48.00

48.00

48.00

Price $

45.00

46.50

25.80

45.00

Price $

40.50

42.50

42.50

40.50

Price $

D7M-LSM3

D7M-LSL3

D7M-LSR3

D7M-LSB3 

Illuminated
Metal
Cat. No. 1)

D7P-SM32

D7P-SL32

D7P-SR32

D7P-SB32

Non-
illuminated
Plastic
Cat. No.

1

Maintained stayput 60°

Spring return from left 60°

Spring return from right 60°

Spring return from left & right 60°

D7M-SM32

D7M-SL32

D7M-SR32

D7M-SB32

D7P-LSM3

D7P-LSL3

D7P-LSR3

D7P-LSB3

Description

Non-
illuminated
Metal
Cat. No.

Illuminated
Plastic
Cat. No. 1)

Operators with levers 3)

i

11.80

11.80

Price $

D7-X10

D7-X01

Cat. No.

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined contact block and coupling plate3+

13.20

13.20

Price $

D7-BX10

D7-BX01

Cat. No.

Normally open contact block

Normally closed contact block

Description

Contact blocks 2)3
Operator
Colour

Green

Red

1 N/O

1 N/C

X = Closed
O = Open

Contact

Notes: 1) LED lamps, refer page 2 - 33.
2) Additional contact blocks refer page 2 - 32.
3) Use D7ACP to enable additional contact center position.

Available on indent only.i

D7-X10

D7PX10

D7ALP

1 2 3
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2 - 20

Price Schedule ‘A2’

2

GST not included

11.80

11.80

Price $

D7-X10

D7-X01

Cat. No.

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description

Coupling plates2

13.20

13.20

Price $

D7-BX10

D7-BX01

Cat. No.

Normally open contact block

Normally closed contact block

Description

Contact blocks 2)3
Operator
Colour

Green

Red

1 N/O

1 N/C

D7 Long lever type 3-position selector 
switch 22.5 mm
Components

■ Protection class IP 66

D7P-HM32

D7M-HM32

1

48.00

48.00

48.00

48.00

Price $

45.00

45.00

45.00

45.00

Price $

D7P-HM32

D7P-HL32

D7P-HR32

D7P-HB32

Non-
illuminated
Plastic
Cat. No.

Maintained stayput 60°

Spring return from left 60°

Spring return from right 60°

Spring return from left & right 60°

D7M-HM32

D7M-HL32

D7M-HR32

D7M-HB32

Description

Non-
illuminated
Metal
Cat. No.

Operators with levers 1)

Contact type

N/O
N/O
N/O
N/C
N/C
N/C

Left (slot 1)
Center (slot 3)
Right (slot 2)
Left (slot 1)
Center (slot 3)
Right (slot 2)

X
X
O
O
O
X

O
X
X
X
O
O

O
O
O
X
X
X

Mounting
position on
latch

Contact development table

i

i

X = Closed
O = Open

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block

1 N/C contact block

1 N/O and 1 N/C contact block

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block3+

Notes: 1) Use D7ACP to enable additional contact block in center position.
2) Additional contact blocks refer page 2 - 32.

Available on indent only.i

D7-X10

D7PX10

D7ALP

1 2 3
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2

GST not included

Price Schedule ‘A2’

D7 Short lever type 4-position selector 
switch 22.5 mm
Components

■ Protection class IP 66

Price $

Screw
terminal
Cat. No.

1

Notes: 1) Cannot use D7X01 contact blocks with 4 position selector switches.
2) 4 position switches require 4 contact blocks (D7X10/D7X01B) tandem assembled.

Available on indent only.

3

11.80

15.40

Normally open

Normally closed early break 

D7X10

D7X01B

Description

Contact blocks

Operators with lever

Contact
type

N/O
N/O
N/C E.B.
N/C E.B.

Left
Right
Left
Right

O
X
O
O

X
O
O
O

O
O
O
X

Mounting
position on
latch

Contact development table 

D7P-SM42 48.00

Price $

45.00

Price $

D7P-SM42

Non-
illuminated
Plastic 1) 2)
Cat. No.

Maintained stayput 4 position D7M-SM42

Description

Non-
illuminated
Metal 1) 2)
Cat. No.

O
O
X
O

2 Coupling plates

4.50

6.50

Price $

Plastic coupling plate

Metal coupling plate

D7-ALP

D7-ALM

Description Cat. No.

Operator
colour

Green

Brown

D7ALM

D7X10

i

i

X = Closed
O = Open

1 2 3

D7M-SM42
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Price Schedule ‘A2’

2

GST not included

Contact Type

N/O

N/O

N/C

N/C

Left (slot 1)

Right (slot 2)

Left (slot 1)

Right (slot 2)

0

X

X

0

O

O

X

X

Mounting
position on
latch

Contact development table

D7P-KM33

D7M-KR31

126.00

126.00

126.00

126.00

126.00

126.00

126.00

126.00

126.00

Price $

123.00

123.00

123.00

123.00

123.00

123.00

123.00

123.00

123.00

Price $

Left

All Positions

Centre

Left & Centre

Centre

Left

Centre

Left & Centre

Centre 

Key removable

1

Maintained stayput 2 x 60 °

Spring return from left 60 °

Spring return from right 60 °

Spring return from left and right 60 °

D7P-KM31

D7P-KM33

D7P-KM34

D7P-KM35

D7P-KL34

D7P-KR31

D7P-KR34

D7P-KR35

D7P-KB34 

D7P-KM31_R

D7P-KM33_R

D7P-KM34_R

D7P-KM35_R

D7P-KL34_R

D7P-KR31_R

D7P-KR34_R

D7P-KR35_R

D7P-KB34_R

D7M-KM31_R

D7M-KM33_R

D7M-KM34_R

D7M-KM35_R

D7M-KL34_R

D7M-KR31_R

D7M-KR34_R

D7M-KR35_R

D7M-KB34_R

D7M-KM31

D7M-KM33

D7M-KM34

D7M-KM35

D7M-KL34

D7M-KR31

D7M-KR34

D7M-KR35

D7M-KB34 

Description

Plastic
operator
Standard
Key 3825
version
Cat. No.

Key operator 1)2)3)4)5)

X

0

0

X

Plastic
operator 
Non-standard
key version 
Cat. No.

Metal
operator
Standard
Key 3825
version
Cat. No.

Metal
operator 
Non-standard
key version 
Cat. No.i i

■ Protection class IP 66

D7 3-position keyed selector switch 22.5 mm
Components

3825 (Standard)
455
3801
3802
3803
3804
3805
3806
4001
4002
4003
4004
4005
4006
4007

Blank
R
01
02
03
04
05
06
27
28
29
30
31
32
33

Key Code
Omit this position for a standard key 

(3825)

Ronis Key Lock

Key Code Key No.

Notes: 1) Supplied with 2x standard key set, key no 3825 (order code D7-AKR3825). Spare keys available refer 2 - 39.
2) Other key sets/ combinations available on indent.
3) Key removal from maintained position only.
4) Maximum of 6 contact blocks (3 across, 2 high) can be attached. Additional contact blocks refer to page 2 - 32.
5) Use D7ACP to enable additional contact in centre position.

Available on indent only.i

X = Closed
O = Open

1 2 3

11.80

11.80

Price $

D7-X10

D7-X01

Cat. No.

4.50

6.50

Price $

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate 

Description
Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate

1 N/C contact block  + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block 3+

13.20

13.20

Price $

D7-BX10

D7-BX01

Cat. No.

Normally open contact block

Normally closed contact block

Description

Contact blocks3
Operator
Colour

Green

Red

1 N/O

1 N/C

Contact

D7-X10

D7ALP

D7X10
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2 - 23

2

GST not included

Price Schedule ‘A2’

D7 2-position keyed selector switch 22.5 mm
Components

■ Protection class IP 66

Left

Right

Both

Right

Left

118.00

118.00

118.00

118.00

118.00

114.00

114.00

114.00

114.00

114.00

D7M-KM21_R

D7M-KM22_R

D7M-KM21_R

D7M-KL22_R

D7M-KR21_R

D7P-KM21

D7P-KM22

D7P-KM23

D7P-KL22

D7P-KR21

1

Maintained stayput 60o

Spring return from

left 60o

Spring return from

right 60o

D7P-KM21_R

D7P-KM22_R

D7P-KM23_R

D7P-KL22_R

D7P-KR21_R

D7M-KM21

D7M-KM22

D7M-KM23

D7M-KL22

D7M-KR21

Description

Key operator 1)2)3)4)

D7P-KM21

D7M-KL22

Price $Price $

Metal
operator
Non-Standard
Key version
Cat. No.1)

Plastic
operator
Standard
Key 3825
version
Cat. No.

Key
removable

Plastic
operator
Non-Standard
Key version
Cat. No.1)

Metal
operator
Standard
Key 3825
version
Cat. No.

Contact type

N/O

N/C

All slots

All slots

O

X

X

O

Mounting
position on
latch

Contact development table 5)

i i

3825 (Standard)
455
3801
3802
3803
3804
3805
3806
4001
4002
4003
4004
4005
4006
4007

Blank
R
01
02
03
04
05
06
27
28
29
30
31
32
33

Key Code
Omit this position for a standard key 

(3825)

Ronis Key Lock

Key Code Key No.

X = Closed
O = Open

Notes: 1) Supplied with 2x standard key set, key no 3825 (order code D7-AKR3825). Spare keys available refer 2 - 39.
2) Other key sets/ combinations available on indent.
3) Key removal from maintained position only.
4) Maximum of 6 contact blocks (3 across, 2 high) can be attached. Additional contact blocks refer to page 2 - 32.

Available on indent only.i

11.80

11.80

Price $

D7-X10

D7-X01

Cat. No.

4.50

6.50

15.40

Price $

D7-ALP

D7-ALM

D7-ACP

Cat. No.

Plastic coupling plate

Metal coupling plate 

Centre contact actuator adaptor

Description

Coupling plates2

Price $Price $
Screw Cap
Cat. No.

Metal 
Screw Cap 
Cat. No.

2

19.60

19.60

32.00

16.80

16.80

28.60

D7PX10

D7PX01

D7PX11

1 N/O contact block + coupling plate 

1 N/C contact block + coupling plate

1 N/O and 1 N/C contact block + coupling plate

D7MX10

D7MX01

D7MX11

Description

Combined coupling plate and contact block3+

13.20

13.20

Price $

D7-BX10

D7-BX01

Cat. No.

Normally open contact block

Normally closed contact block

Description

Contact blocks3
Operator
Colour

Green

Red

1 N/O

1 N/C

Contact

D7-X10

D7ALP

D7PX10

1 2 3
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Price Schedule ‘A2’

2

GST not included

D7 2 or 3-position selector jog operators 22.5 mm
Components

Price $Price $

Plastic coupling/
screw terminal
Cat. No.

Metal coupling/
screw terminal
Cat. No.

19.60

19.60

32.00

16.80

16.80

28.60

O

X

X

X

O

O

O

O

O

X

X

X

X

X

X

O

O

O

O

O

O

X

X

X

X

O

X

O

X

O

O

O

O

X

X

X

105.00

105.00

105.00

105.00

Price $

102.00

102.00

102.00

102.00

Price $

D7P-SJ22

D7P-SJ23

D7P-SJ32

D7P-SJ33

Plastic operator
Cat. No.

Black 2 position

Green 2 position

Black 3 position

Green 3 position

D7M-SJ22

D7M-SJ23

D7M-SJ32

D7M-SJ33

Description
Metal operator
Cat. No.

1 Selector operators

2

D7PX10

D7PX01

D7PX11

1 N/O contact block

1 N/C contact block

1 N/O and 1 N/C contact block

D7MX10

D7MX01

D7MX11

Description

Contact blocks

D7PX / D7PQ ■ Pre-assembled clip-on rear elements with plastic coupling plate
D7MX / D7MQ ■ Pre-assembled clip-on rear elements with metal coupling plate

Selector
centre 
free

Position on
mounting
latch

Contact
type

Selector
left 
free

Selector
left
depressed

Target table and operator position - 3 position 1)

Selector
right 
free

Selector
centre
depressed

Left

Right

Centre

Left

Right

Centre

N/O

N/O

N/O

N/C

N/C

N/C

Selector
right
depressed

O

X

X

X

O

O

O

O

O

X

X

X

X

O

X

O

X

O

O

O

O

X

X

X

Selector
right 
free

Position on
mounting
latch

Contact
type

Selector
left 
free

Selector
left
depressed

Target table and operator position - 2 position 1)

Selector
right
depressed

Left

Right

Centre

Left

Right

Centre

N/O

N/O

N/O

N/C

N/C

N/C

Selector jog operator

Notes: 1) X = Closed  O = Open
Available on indent only.i

ii

i

i

1 2

D7PX10

D7M-SJ22
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2

GST not included
Price Schedule ‘A2’

D7 Joystick operators 22.5 mm
Components

■ Protection class IP 66

Green

Brown

Operator
colour

Centre

181.00

181.00

Price $

D7M-JM2 / D7M-JM4
operator

2

4.50

6.50

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate

Description

Coupling plates

Price $

3

11.80

15.40

D7-X10

D7-X01B

Screw
terminal
Cat. No.

Normally open

Normally closed early break

Description

Contact blocks

Price $

1

D7M-JM2

D7M-JR2

Cat. No.

Metal 2 position Maintained

Metal 2 position Spring return

Description

X

O

X

O

X

0

O

O

O

X

X

X

O

X

X

X

O

0

Toggle 
right

Position on
mounting
latch

Contact
type

Toggle 
left

Target table and operator position - 2 position 2)

Left

Right

Centre

Left

Right

Centre

N/O

N/O

N/O

N/C

N/C

N/C

Joystick operators - 2 position

Centre

O

O

O

X

O

O

O

O

O

X

O

O

Toggle right

O

O

X

O

Toggle down

Mounting
position on
latch

Contact
type Toggle left

X

O

O

O

Toggle Up

Target table and operator position - 4 position 1)2)

Left

Right

Left

Right

N/O

N/O

N/C E.B.

N/C E.B.

Notes: 1) 4 position switches require 4 contact blocks (D7X10/D7X01B) tandem assembled.
2) X = Closed  O = Open

D7ALP

D7ALM

D7X10

215.00

205.00

Price $

D7M-JM4

D7M-JR4

Cat. No. 1)

Metal 4 position maintained

Metal 4 position spring return

Description

D7M-JM4 with tandem
contact assembly

Joystick operators - 4 position

1 2 3
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Price Schedule ‘A2’

2

GST not included

D7 Pilot Lights 22.5 mm
Complete

58.00

58.00

58.00

58.00

58.00

58.00

51.00

51.00

51.00

51.00

51.00

51.00

Green pilot light/Green LED

Red pilot light/Red LED 

Blue pilot light/Blue LED 

Amber pilot light/Yellow LED 
2)

Yellow pilot light/Yellow LED 

Translucent pilot light/White LED

D7P-P3-PN3G 

D7P-P4-PN3R 

D7P-P6-PN3B 

D7P-P0-PN3A

D7P-P5-PN3Y 

D7P-P7-PN3W 

Description
Plastic body
Cat. No.

Metal body
Cat. No.

D7M-P3-MN3G 

D7M-P4-MN3R 

D7M-P6-MN3B 

D7M-P0-MN3A

D7M-P5-MN3Y 

D7M-P7-MN3W 

Complete pilot light with integrated LED lamp block
■ Superior LED illumination qualities ■ Scratch resistant lenses

D7P-P5-PN3Y

D7M-P3-MN3G

Notes: 1) Enter colour 0 = Amber, 3 = Green, 4 = Red, 5 = Yellow, 6 = Blue, 7 = Translucent (white), 9 = No lens 
E.g. D7D-P4 N7 is 240 V with red LED.

2) Optically enhanced lens suitable for ECO - pilot light only. Not interchangeable with standard pilot lights.
3) Lamp supplied complete with operator.
For technical data on monolithic pilot lights, refer page 2 - 52.

Available on indent only.

Price $ Price $

65.00

65.00

65.00

65.00

65.00

65.00

61.00

61.00

61.00

61.00 

61.00

61.00

Green pilot light/Green LED 

Red pilot light/Red LED 

Blue pilot light/Blue LED

Amber pilot light/Yellow LED 
2)

Yellow pilot light/Yellow LED

Translucent pilot light/White LED 

D7P-P3-PN5G

D7P-P4-PN5R

D7P-P6-PN5B

D7P-P0-PN5A

D7P-P5-PN5Y

D7P-P7-PN5W

Description
Plastic body
Cat. No.

Metal body
Cat. No.

D7M-P3-MN5G

D7M-P4-MN5R

D7M-P6-MN5B

D7M-P0-MN5A

D7M-P5-MN5Y

D7M-P7-MN5W

Price $ Price $

67.00

67.00

67.00

67.00

67.00

67.00

61.00

61.00

61.00

61.00

61.00

61.00

Green pilot light/Green LED 

Red pilot light/Red LED 

Blue pilot light/Blue LED

Amber pilot light/Yellow LED 
2)

Yellow pilot light/Yellow LED

Translucent pilot light/White LED 

D7P-P3-PN7G 

D7P-P4-PN7R 

D7P-P6-PN7B 

D7P-P0-PN7A

D7P-P5-PN7Y

D7P-P7-PN7W 

Description
Plastic body
Cat. No.

Metal body
Cat. No.

D7M-P3-MN7G 

D7M-P4-MN7R 

D7M-P6-MN7B 

D7M-P0-MN7A

D7M-P5-MN7Y 

D7M-P7-MN7W 

Price $ Price $

24 V AC/DC pilot lights

110 V AC/DC pilot lights

240 V AC/DC pilot lights

35.50

35.50

35.50

35.50

35.50

–

Price $

–

–

45.00

–

51.00

51.00

Price $

6 V AC/DC (D1)

12 V AC/DC (D2)

24 V AC/DC (D3/N3)

48 V AC/DC (D4)

120 V AC/DC (D5/N5)

240 V AC/DC (N7)

-

-

D7D-P-_N3

-

D7D-P-_N5

D7D-P-_N7

D7D-P_D1

D7D-P_D2

D7D-P_D3

D7D-P_D4

D7D-P_D5

-

Voltage

Integrated
LED
Cat. No. 1)2)3)

BA9S
Lamp
Cat. No. 1)

Monolithic pilot lights

i

i

i

D7P-P6

D7M-P4

i

D7D-P3D3
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2 - 27

2

GST not included

Price Schedule ‘A2’

D7 Pilot Lights 22.5 mm
Components

■ Protection class IP 66

1

D7P-P3

D7M-P4

14.40

14.40

14.20

14.20

14.40

14.40

Price $

11.20

10.80

10.80

10.80

11.20

11.40

Price $

D7P-P7

D7P-P3

D7P-P4

D7P-P0

D7P-P5

D7P-P6

Plastic
Cat. No.

Pilot light with Clear lens

Pilot light with Green lens

Pilot light with Red lens

Pilot light with Amber lens

Pilot light with Yellow lens

Pilot light with Blue lens 

D7M-P7

D7M-P3

D7M-P4

D7M-P0

D7M-P5

D7M-P6

Description
Metal
Cat. No.

Pilot lights with blank diffuser 2)

Contact

D7ALP

2

4.50

6.50

D7-ALP

D7-ALM

Cat. No.

Plastic coupling plate

Metal coupling plate

Description

Coupling plates

Price $

–

39.50

39.50

39.50

39.50

39.50

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

Price $

–

37.50

37.50

37.50

37.50

37.50

46.50

46.50

46.50

43.00

46.50

46.50

46.50

46.50

46.50

46.50

Price $

Full voltage lamp module 

(without Ba9s lamp) 1)

Integrated LED module Yellow

24 V AC/DC Green

Red

Blue

White

Integrated LED module Yellow

120 V AC Green

Red

Blue

White

Integrated LED module Yellow

240 V AC Green

Red

Blue

White

–

D7-Q3Y

D7-Q3G

D7-Q3R

D7-Q3B

D7-Q3W

D7-Q5Y

D7-Q5G

D7-Q5R

D7-Q5B

D7-Q5W

D7-Q7Y

D7-Q7G

D7-Q7R

D7-Q7B

D7-Q7W

24.40

33.50

33.00

33.00

35.00

33.50

42.00

42.00

42.00

45.00

43.50

42.00

42.00

42.00

43.50

42.00

D7-D0C

D7-N3Y

D7-N3G

D7-N3R

D7-N3B

D7-N3W

D7-N5Y

D7-N5G

D7-N5R

D7-N5B

D7-N5W

D7-N7Y

D7-N7G

D7-N7R

D7-N7B

D7-N7W

–

D7-BN3Y

D7-BN3G

D7-BN3R

D7-BN3B

D7-BN3W

D7-BN5Y

D7-BN5G

D7-BN5R

D7-BN5B

D7-BN5W

D7-BN7Y

D7-BN7G

D7-BN7R

D7-BN7B

D7-BN7W

Description Price $

Panel mount
screw terminal
Cat. No.Colour

Panel mount
spring terminal
Cat. No.

Base/DIN mount
screw terminal
Cat. No.

D7-DOC

D7-N5B

D7-BN7R

3 Lamp modules

Notes: 1) BA9S lamps supplied separately, refer page 2 - 35.
2) Labelled diffusers available refer page 2 - 41.
Lamp test module, refer page 2 - 33.
For accessories refer page 2 - 34.

1 2 3
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0800 NHP NHP     nhp-nz.com1300 NHP NHP     nhp.com.au

Major Projects Team 
No matter what the project, from the initial stages of concept 
design, through to post-commissioning and future upgrades, 
NHP’s Major Projects Team is there to see the project through 
together with you - our customer.

Our quality people have a diverse reach across Australia and 
New Zealand and their vast industry experience is sure to be 
there for you when you need it.

Think Major Projects. Think NHP.

THINK MAJOR PROJECTS. THINK NHP.
When it comes to Major Projects, our sta� involvement is always driven by 
long term results, actively seeking to support you with the right product 
and technical solutions before, during and after project completion.
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2 - 29

Price Schedule ‘A2’

2
■ One part number, enclosed control stations
■ Metal or Plastic IP 66 enclosure with 20 mm conduit entry
■ Non-stocked, assembled to order
■ Supplied in component form for self-assembly
■ Bare enclosure complete with front and rear control elements

Low profile, enclosed operator kits

117.00

Price $

Non-illuminated rotary selector

switch 2 position stayput operation

D7-1PMHM221 N/O 173.00D7-1MMHM22

Description
Plastic body
Cat. No. 2) 3)

Metal body
Cat. No. 2) 3) Price $Contact

Single operator enclosed stations (grey)

145.00

Price $

Non-illuminated Green momentary

“start” pushbutton

Non-illuminated Red momentary

“stop” pushbutton

D7-2PMPB1 N/O

1 N/C

194.00D7-2MMPB

Description
Plastic body
Cat. No. 2) 3)

Metal body
Cat. No. 2) 3) Price $Contact

Dual operator enclosed stations (grey)

185.00

Price $

Non-illuminated momentary

pushbutton 1)

Non-illuminated momentary

pushbutton 1)

Non-illuminated momentary

pushbutton 1)

D7-3PMPB

1 N/O

1 N/O

1 N/O

255.00D7-3MMPB

Description
Plastic body
Cat. No. 2) 3)

Metal body
Cat. No. 2) 3) Price $Contact

Triple operator enclosed stations (grey)

Notes: 1) Operators supplied less colour cap. Refer page 2 - 41 for available range of D7AF_ colour legend
caps – available at extra cost. Blank coloured inserts, page 2 - 34.

2) Dimensions and details on low profile enclosures refer page 2 - 30.
3) Extra contact blocks refer page 2 - 32 and accessories refer pages 2 - 34.

D71PMHM22

D73PMPB

D7 Enclosed pushbutton stations 22.5 mm
Complete

GST not included
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No. of Units 
Cat. No. (Holes) A B C D

1 85 89 58 59
2 124 79 48 103
3 155 79 48 133
4 186 79 48 165
6 248 87 55 224

D7-1PM
D7-2PM
D7-3PM
D7-4PM
D7-6PM

2 - 30

2

GST not included

D7 Enclosures with 22.5 mm cut-outs

■ Metal or Plastic construction
■ IP 66 protection to IEC 529, Water Jet to SEV 3047
■ Enclosures supplied with 22.5 mm cut-outs 1)
■ Supplied with two knockout M16/M20 mm cable entries
■ Suitable for mounting all D7 front elements
■ Each enclosure accepts up to three single depth rear elements (contact / lamp blocks),

with either panel (latch mount) or base mounting
■ Supplied individually packaged

Low profile, bare enclosures for single level rear elements

114.00

103.00

121.00

133.00

–

198.00

–

61.00

53.50

71.50

82.50

109.00

–

145.00

1

1

2

3

4

5

6

No. of 
cut-outs

Yellow enclosure

Grey enclosure

D7-1YM

D7-1PM

D7-2PM

D7-3PM

D7-4PM

-

D7-6PM

D7-1MYM

D7-1MM

D7-2MM

D7-3MM

-

D7-5MM

-

Description

Enclosure

Accessories

Notes: 1) Operators and rear elements supplied separately.
2) Trim washer required if legend not used.
3) Use blank plug D7N2 for unrequired mounting holes.
4) Suitable for base mount or single panel mount contact blocks.

7.50

7.80

2.30

Price $

Black

Grey

Colour

Round blanking plug (30 mm) with fixing nut, used to fill unused

22.5 mm ø mounting holes

Trim washer

D7-N2

D7-N8

D7-ATW1

Blanking Plugs Cat. No.

10

 4
.5

80.585

66

2
2
.5A B

3
7
.5

3
7
.5

Plastic Metal (Aluminium)

Dimensions

No. of Units 
Cat. No. (Holes) A B

1 99 62
2 137 100
3 174 137
5 249 212

D7-1MM
D7-2MM
D7-3MM
D7-5MM

Price Schedule ‘A2’

Price $Price $

Plastic
enclosure
Cat. No. 1)2)3)4)

Metal
enclosure
Cat. No. 1)2)3)4)D7-3PM

D7-5MM

D7-N2
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2 - 31

2

GST not included

D7 Enclosures with 22.5 mm cut-outs

■ Plastic construction
■ IP 66 protection to IEC 529, Water Jet to SEV 3047
■ Enclosures supplied with 22.5 mm cut-outs 1)
■ Supplied with one metric cable entry – 

M16/20 mm
■ Suitable for mounting all D7 front elements

Deep profile, bare enclosures for dual level rear elements

71.50

85.50

96.00

114.00

Price $

80.50

93.50

108.00

122.00

Price $

Enclosure with 1x 22.5 mm cut-out

Enclosure with 2x 22.5 mm cut-outs

Enclosure with 3x 22.5 mm cut-outs

Enclosure with 4x 22.5 mm cut-outs

D7-1PB22Y

D7-2PB22Y

D7-3PB22Y

D7-4PB22Y

D7-1PB22G

D7-2PB22G

D7-3PB22G

D7-4PB22G

Description
Yellow
Cat. No.

Grey
Cat. No.

Enclosure 2)

Price Schedule ‘A2’

■ Each enclosure accepts up to three
across panel mount rear elements
(contact / lamp blocks)

■ Double depth contacts possible (suitable
for D7X01S, D7X02D and D7X20D)

■ Supplied individually packaged

D7-1PB22Y/G
D7-2PB22Y/G
D7-3PB22Y/G
D7-4PB22Y/G

Enclosure
mounting

Overall dimensions Inside dimensions dimensions
Cat. No. H W D1 D2 A B C1 C2 E F G

110 90 50 85 104 74 46.5 80 92 62 90
190 90 50 85 120 70 46.5 80 112 62 100
190 90 50 85 170 70 46.5 80 162 62 150
250 90 50 85 240 70 46.5 80 232 62 220

Notes: 1) Operators and rear elements supplied separately.
2) Blanking plugs available refer page 2 - 37.
3) Operators and rear elements supplied separately.

Pendant control station enclosure

■ Plastic construction
■ IP 66 protection

74.50

79.00

220.00

Price $

1 hole in face NO OPERATORS 3)

2 holes in face NO OPERATORS 3)

2 holes in face with,

1 x Non-illuminated black momentary “Up” pushbutton, 1 N/O and

1 x Non-illuminated black momentary “Down” pushbutton, 1 N/O

D7-P15

D7-P25

D7-P251

Description Cat. No.

■ Enclosures supplied with 1 or 2 – 22.5 mm cut-outs in face 3)
■ Supplied with one metric cable entry – M20 mm

Dimensions (mm)

D7-3PB22G

D7-P25
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2 - 32

Price Schedule ‘A2’

2

GST not included

■ Back of panel components for
base or panel mounting

■ Each component supplied
separately 

D7-ALP / D7-ALM ■ Time saving snap-on twist to
release operation

■ Suitable for 3 contacts on one
level

■ Available in metal or plastic 

D7 Contact blocks and coupling plates

Contact elements, rear of panel components

4.50

6.50

15.40

Price $

D7-ALP

D7-ALM

D7-ACP

Cat. No.

Plastic coupling plate

Metal coupling plate 

Centre contact actuator adaptor

Description

Notes: 1) Dual circuit and ‘Auto break’ contact blocks cannot be mounted in D7 low profile plastic or metal enclosures.
Use deep profile enclosure page 2 - 31.

Coupling plates/centre contact actuator adaptor

D7-X / D7-Q Panel mount IP 20 rated contact blocks
D7-BX / D7-BQ Base mount IP 20 rated contact blocks

■ Option of screw or spring clamp termination
■ Self-cleaning operation for long life
■ Colour coded operators for easy identification

Contact blocks

■ Small dimensions 
■ Panel mount can be mounted to

metal or plastic coupling plate 

13.20

13.20

18.00

18.00

16.80

16.80

16.80

27.40

27.40

–

–

–

Price  $

11.80

11.80

16.40

16.80

15.40

15.40

15.40

26.00

26.20

27.40

27.40

32.00

Price  $

Green

Red

Green

Red

Green

Brown

Brown

Blue

Blue

Green

Red

Yellow

Operator
Colour

D7-X10

D7-X01

D7-Q10 

D7-Q01 

D7-X10E

D7-X01L

D7-X01B

D7-X10V

D7-X01V

D7-X20D 

D7-X02D 

D7-X01S 

D7-BX10

D7-BX01

D7-BQ10 

D7-BQ01 

D7-BX10E

D7-BX01L

D7-BX01B

D7-BX10V

D7-BX01V

-

-

-

Description

Panel
Mount
Cat. No.

DIN/Base
Mount
Cat. No.

Normally open contact block

Normally closed contact block

Normally open contact block with

spring clamp terminals

Normally closed contact block with

spring clamp terminals

Normally open early make

Normally closed late break

Normally closed early break

Normally open low voltage

(Quadfurcated gold contacts)

Normally closed low voltage

(Quadfurcated gold contacts)

Dual circuit 2 normally open 1)

Dual circuit 2 normally closed 1)

“Auto break” safety contact block for

emergency stop operators 1)

Contact blocks

D7-BX01

D7-X01S

D7-X10V

D7ALM

D7ALP
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2 - 33

2

GST not included

84.50

84.50

84.50

84.50

89.00

105.00

23.20

Price $

D7-N3Y-XD7

D7-N3G-XD7

D7-N3R-XD7

D7-N3B-XD7

D7-N3W-XD7

D7-DOC-XD7

D7-XD7

24 VAC/DC
Cat. No.

Price Schedule ‘A2’

D7 Integrated LED, lamp modules

■ Supplied less coupling plate / latch
■ Option of screw or spring clamp 3)
■ Small dimensions
■ High illumination qualities

Notes: 1) Ba9s lamps supplied separately. Refer page 2 - 35.
2) For best result LED should match lens colour.
3) Spring termination only available on integrated LED

lamp plug.
Assembled to order.

D7-DOC ■ Full voltage Ba9s lamp module for
panel mount applications

D7-N / D7-BN ■ Integrated LED lamp module for
panel and base mount applications

Lamp block with diode for group lamp test

Incandescent lamp module
shown with coupling plate

Integrated LED lamp block
shown with coupling plate

126.00

123.00

123.00

123.00

126.00

–

–

Price $

126.00

126.00

126.00

126.00

126.00

–

–

Price $

Yellow

Green

Red

Blue

White

Full voltage BA9s

Diode Block

D7-N5Y-XD7

D7-N5G-XD7

D7-N5R-XD7

D7-N5B-XD7

D7-N5W-XD7

-

-

D7-N7Y-XD7

D7-N7G-XD7

D7-N7R-XD7

D7-N7B-XD7

D7-N7W-XD7

-

-

Description
110 VAC/DC
Cat. No.

240 VAC/DC
Cat. No.

Complete panel mount integrated lamp block and diode kit. Supplied in component form, to be combined
with pilot light body.

Lamp test diode

D7-XD7

X4

L1

AC

L2 L1,  + L2 , -

X1

X3 X2

-

+

X4

X3

-

+

X4 X1

X3 X2

-

+

X4

X3

-

+

X4

X3

-

+

X1

X2

X1

X2

X1

X2

X4

X3

-

+

Cat _ _-N5_
Cat _ _-N7_
Cat _ _-Q5_
Cat _ _-Q7_

Cat _ _-N3_
Cat _ _-Q3_

X1

X2

X1

X2

X4X3 -+

AC
DC

18.114.955-01 Ausg.1 08. 2006

41063-308-01 (1) Printed in Switzerland

(Cat _ _-XD7)
120 VA C / 240 VA C LED 24 VA C / DC LED

Cat _ _-D _ C

6. . . 120 VA C / DC

Test
Essai
Prova
Teste
Ensayo

Signal
Segnale
Sinal
Senãl

–

39.50

39.50

39.50

39.50

39.50

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

Price $

–

37.50

37.50

37.50

37.50

37.50

46.50

46.50

46.50

43.00

46.50

46.50

46.50

46.50

46.50

46.50

Price $

Full voltage lamp module 

(without Ba9s lamp) 1)

Integrated LED module Yellow

24 V AC/DC 2) Green

Red

Blue

White

Integrated LED module Yellow

120 V AC 2) Green

Red

Blue

White

Integrated LED module Yellow

240 V AC 2) Green

Red

Blue

White

–

D7-Q3Y

D7-Q3G

D7-Q3R

D7-Q3B

D7-Q3W

D7-Q5Y

D7-Q5G

D7-Q5R

D7-Q5B

D7-Q5W

D7-Q7Y

D7-Q7G

D7-Q7R

D7-Q7B

D7-Q7W

24.40

33.50

33.00

33.00

35.00

33.50

42.00

42.00

42.00

45.00

43.50

42.00

42.00

42.00

43.50

42.00

D7-D0C

D7-N3Y

D7-N3G

D7-N3R

D7-N3B

D7-N3W

D7-N5Y

D7-N5G

D7-N5R

D7-N5B

D7-N5W

D7-N7Y

D7-N7G

D7-N7R

D7-N7B

D7-N7W

–

D7-BN3Y

D7-BN3G

D7-BN3R

D7-BN3B

D7-BN3W

D7-BN5Y

D7-BN5G

D7-BN5R

D7-BN5B

D7-BN5W

D7-BN7Y

D7-BN7G

D7-BN7R

D7-BN7B

D7-BN7W

Description Price $

Panel mount
screw terminal
Cat. No.Colour

Panel mount
spring terminal
Cat. No.

Base/DIN mount
screw terminal
Cat. No.

D7-DOC

D7-N5B

D7-BN7R

Lamp modules
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3.10

3.10

3.10

3.10

3.10

3.10

Price $

D7-AF1

D7-AF2

D7-AF3

D7-AF4

D7-AF5

D7-AF6

To suit Flush,
and Guarded
operator
Cat. No.

Green

Red

Amber 1)

Yellow

Blue

Clear

2 - 34

Price Schedule ‘A2’

2

GST not included

2.90

Price $

2.90

Price $

9.10

9.10

8.20

8.40

9.10

9.10

Price $

8.30

8.30

8.20

8.30

8.30

8.30

Price $

3.90

3.90

3.90

3.90

3.90

3.90

Price $

D7-ALF3

D7-ALF4

D7-ALF0

D7-ALF5

D7-ALF6

D7-ALF7

To suit Flush,
Guarded and
Latching operator
Cat. No.

D7-AE5

D7-AF3

D7-ALE4

D7-ALF6

D7-AP5

D7-AD4

D7-AD2

D7-AD3

■ For standard and extended
pushbutton operators and pilot lights

■ Each component supplied separately 

D7 Accessories and spares

Replacement colour inserts and lens

3.90

4.20

3.90

4.20

3.90

4.20

Price $

D7-AE1

D7-AE2

D7-AE3

D7-AE4

D7-AE5

D7-AE6 

To suit
Extended
operator
Cat. No.

White

Black

Green

Red

Yellow

Blue

D7-AFA1

D7-AFA2

D7-AFA3

D7-AFA4

D7-AFA5

D7-AFA6 

Description

To suit Flush
Latched
operator
Cat. No.

8.30

8.30

8.20

8.30

8.30

8.30

Price $

D7-ALE3

D7-ALE4

D7-ALE0

D7-ALE5

D7-ALE6

D7-ALE7

To suit Extended
Guarded and
Latching operator
Cat. No.

D7-AP3

D7-AP4

D7-AP0

D7-AP5

D7-AP6

D7-AP7

Description

To suit Pilot
Light operator
Cat. No.

D7-AD2

To suit
Flush/Guarded
operator
Cat. No.

3.20

Price $

D7-AD4

To suit Extended
guarded operator
Cat. No.

Spare lens diffuser D7-AD3

Description

To suit Pilot
light operator
Cat. No.

Coloured inserts
Non-illuminated cap

Illuminated lens cap and pilot light lenses

Diffuser for illuminated pushbuttons and pilot lights

Notes: 1) For optimum amber illumination please also specify yellow LED lamp.
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2 - 35

Price Schedule ‘A2’

2

GST not included

9.30

9.30

9.30

9.30

7.70

9.30

–

Price $

Neon lamps 
Ba9s style for full voltage lamp block D7-DOC 

LED lamp Ba9s style 
Ultra bright extended life (typical 20,000 + hours) multi-cluster Ba9s style.
Available in White (WL), Red (RL), Green (GL), Yellow (YL), Blue (BL)
e.g. BA9S-WL-8VACDCM

Incandescent lamps for pilot lights 
Ba9s style for full voltage lamp block D7-DOC 1)

■ Incandescent, Multi-chip LED and
neon lamps

■ Each component supplied separately 

D7 Accessories and spares

Spare lamps

9.30

9.30

9.20

9.60

9.30

9.30

9.30

Price $

150 mA

80 mA

70 mA

60 mA

50 mA

22 mA

Typical
Current

BA9S-I3-6V-1.2W

BA9S-I3-12V-1.2W

BA9S-I3-24V-1.2W

BA9S-I3-36V-1.2W

BA9S-I3-48V-1.2W

BA9S-I3-60V-1.2W

- 

BA9S-I3-6V-2W

BA9S-I3-12V-2W

BA9S-I3-24V-2W

BA9S-I3-36V-2W

BA9S-I3-48V-2W

BA9S-I3-60V-2W 

BA9S-I3-130V-2.6W 

Voltage
1.2 Watt
Cat. No.

2 Watt
Cat. No.

6 V

12 V

24 V

36 V

48 V

60 V 

130 V

19.20

19.20

22 mA

22 mA 

Typical
Current

BA9S-CN3-110V

BA9S-CN3-240V 

Voltage Cat. No.

110 V…127 V Clear

220 V…240 V Clear

48.00

48.00

48.00

48.00

–

56.00

56.00

72

20

20

20

4.8

4.8

2.5

Typical
Current (mA)

BA9S- _ -8VACDC

BA9S- _ -12VACDC

BA9S- _ -24VACDC

BA9S- _ -48VACDC

–

BA9S- _ -130VACDC

BA9S- _ A240VACDC

Voltage

Multi-cluster
Ultra Bright Style
Cat. No. 2)

8 V AC/DC

12 V AC/DC

24 V AC/DC

48 V AC/DC

110 V AC

110 - 130 V AC/DC

240 V AC/DC

Price $

Notes: 1) Maximum direct voltage 130 V.
2) Add colour code (shown above) to Cat. No.

Price $
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106.00

2.70

4.20

15.40

13.20

6.90

16.80

18.20

6.40

21.20

8.20

18.00

11.20

12.60

22.00

22.00

8.50

22.80

2 - 36

Price Schedule ‘A2’

2

GST not included

PBH01Box of 10

D7-AHA1

D7-ARP

D7-AW2

D7-ALR1

D7-A6PR5

D7-15YE112

D7-AB7

D7 Accessories and spares

General accessories

Price $

For securing 22.5 mm control devices.

Din rail or screw down mounting

Push button holder Cat. No.

D7-ARP

D7-ARM

D7-AW2

Plastic

Metal

Plastic

Lock Nuts

For fixing front elements

Mounting ring tool

V7-SM5X9

Snap-in contact marker (Blank)

For circuit identification of back of panel components (card 100)

(Marking also available)

D7-ALC1Metal

Anti-rotation washer

D7-ALR1Plastic

Lens / lamp removal tool

To remove incandescent lamps or neon

lamps and for fixing the lens

D7-A6PR5

85 mm Protective guard yellow

Suit 30, 40 + 60 mm illuminated and non-illuminated, twist to release 

Emergency Stop operators. (Operator supplied separately)

D7-15Y

D7-16Y

D7-15YE112

D7-16YE112

60 mm diameter

90 mm diameter

60 mm diameter

90 mm diameter

Emergency stop rings - self-adhesive 1)

Blank

Blank

Printed “Emergency Stop”. For 30/40 mm

Printed “Emergency Stop”. For 60 mm

D7-AB7

D7-ABE7

D7-AUB2

D7-AUB1 

IP 66

IP 66

2 Position IP 66

3 Position IP 66 

Sealing caps

For flush pushbuttons

For extended pushbuttons

For multi-function operators 

Notes: 1) The 60 mm inner ring size is 30 mm and is installed around the pushbutton bezel. The 90 mm inner ring size
is 22.5 mm and fits under the pushbutton operator.D7-ALC1

V7-SM5X9

D7-ABZ1

Square Bezel

Gives round operator a square appearance. This item is made of plastic.

Not for use with toggle switch operators.

D7-ABZ1

D7-AHA1Shiny metal IP 66 Allows a 22.5 mm pushbutton operator 

to be installed into a panel with existing 

30.5 mm mounting hole 

Mounting hole adaptor
PBH01
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Price Schedule ‘A2’

2

GST not included

20.80D7-ABJS

D7-ABJS

D7-N2

D7-30WN

D7-30WG

D7-AC3

D7 Accessories and spares

General accessories

SiliconeReplacement Boot for Joystick operator

7.50D7-N2Black plastic 2)Blanking Plug used to plug 22.5 mm holes

4.20D7-30WNPotentiometer Legend Plate scale 1-10 

Notes: Sold in multiples of 10. Self-adhesive.

Order (quantity of) 10 to receive one 

packet of 10 pieces

60.00

60.00

60.00

60.00

60.00

60.00

D7-AC1

D7-AC2

D7-AC3

D7-AC4

D7-AC5

D7-AC6 

Price $Cat. No.

150 Ω

500 Ω

1000 Ω

2500 Ω

5000 Ω

10000 Ω

Replacement Resistive Elements 1)

for the D7P-POT Potentiometer operator

Specifications: 6 mm dia. spindle;

100 mA max; 2.25 W; 

Gold plated terminals; 

Stainless steel shaft housing

Resistance

4.50D7-30WG-Potentiometer Legend Plate

Graphical scale. Self-adhesive.

Notes: Sold in multiples of 10. 

Order (quantity of) 10 to receive one packet of 10 pieces

Notes: 1) Refer page 2 - 14 for potentiometer operator.
2) Dimensions refer page 2 - 53.

54.50D7-AMMG

Price $Description Cat. No.

Shiny Metal40 mm Protective Guard used with

illuminated and non-illuminated momentary

mushroom operators (40 mm only).

75.00D7-AMRGYYellow MetalProtective Ring for use with illuminated

and non-illuminated 2 position Push-Pull,

and non-illuminated momentary mushroom

operators (40 mm only).

75.00D7-AMEGYYellowNarrow Plastic Guard for use with the 

following operators:

– Illuminated and non-illuminated momentary

mushroom operators (40 mm only)

– D7D Monolithic E-Stops

– Flush/Extended/Guarded Pushbuttons

– Maintained operators (SEMI standards compliant)

– Selector switches (standard knob and key operated)

– Potentiometers

D7-AMEGY

D7-AMRGY

D7-AMMG
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Price Schedule ‘A2’

2

GST not included

D7-AFL1

D7-AEL1

D7-AML2

D7-AL01

D7-AMRG

D7-ASL3C

D7-AFL1 68.00

D7 Accessories and spares 3)

Price $

Flush standard padlocking attachment 1)

Description Cat. No.

■ Type 304 stainless steel 2)

D7-AEL1 69.00Extended standard padlocking attachment 1)

D7-AML1

D7-AML2 
69.00

65.50

Mushroom padlocking attachments 1)

For 40 mm Mushroom operators

For 40 mm Emergency Stop operators 

D7-AL01 63.00Locking cover 

For use on flush, extended, guarded and latched pushbuttons, 

short knob selector switches and potentiometer operators

D7-AMRG 60.0040 mm protective ring

For use on 2 position push-pull operators only

D7-ASL2L

D7-ASL3C
68.00

69.00

Selector switch padlocking attachment 
Left lock position

Centre lock position 

Notes: 1) When the operator is activated - N/C contacts are held open.
- N/O contacts may or may not be held open.
- N/C.L.B. contacts may or may not be held closed.
- N/O.E.M. contacts are held closed.

2) D7 padlocking attachments can be used in wet or harsh environments including salt air.
3) Dimensions refer page 2 - 55 and 2 - 56.
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Notes: 1) Dimensions refer page 2 - 53.
Available on indent only. 

2 - 39

2

GST not included

Price Schedule ‘A2’

D7-ALPD7-ALM

D7-AGS1

D7-ATK2

D7-AGS2

D7-ATW1

 D7-A3BA

D7 Accessories and spares

General accessories, spare keys

4.50

6.50

1.60

1.90

2.20

2.30

7.10

15.40

D7-ALP

D7-ALM

D7-AGS1

D7-ATK2

D7-AGS2

D7-ATW1

D7-A3BA 1) 

D7-ACP

Price $Description Cat. No.

Plastic coupling plate 

Metal coupling plate 
Zinc-plated, metal die-cast coupling plates.

Ground screws - coupling plate
Self-tapping #6-32 (M3.5) ground screws for coupling plates.

Notes: Sold only in multiples of 10. Order (quantity of) 10 to

receive one package of 10 pieces.

Stab terminals

Notes: Sold only in multiples of 10. Order (quantity of) 10 to

receive one package of 10 pieces.

Ground screws - enclosures
This accessory is used for grounding on D7 plastic enclosures only.

Replacement trim washer
This accessory comes standard with all enclosures. It must be

utilised if using base-mounted contact blocks/power modules

without legend plates. 

Replacement base mount adaptor 
This accessory comes standard with all metal enclosures. It is

required when using metal enclosures with base-mounted contact

blocks or base-mounted lamp modules. 

Rotary switch centre contact actuator

19.40

19.40

19.40

19.40

19.40

19.40

19.40

19.40

19.40

19.40

19.40

18.60

18.60

18.60

18.60

D7-AKR3825

D7-AKR455

D7-AKR3801

D7-AKR3802

D7-AKR3803

D7-AKR3804

D7-AKR3805

D7-AKR3806

D7-AKR4001

D7-AKR4002

D7-AKR4003

D7-AKR4004

D7-AKR4005

D7-AKR4006

D7-AKR4007

Price $Description Cat. No.
3825

455

3801

3802

3803

3804

3805

3806

4001

4002

4003

4004

4005

4006

4007

Replacement Ronis key 
Standard replacement key is Cat. No. D7-AKR3825 

Notes: These are spare keys supplied in set of two

to suit key operated devices with same lock number

Ronis 
Key No.

Spare keys

i

i

i

i

i

i

i

i

i

i

i

i

i

i

i

Key
Code

–

R

01

02

03

04

05

06

27

28

29

30

31

32

33
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2

E

F

FAU

EAU

FCU

ECU

D

D

D

Pushbutton extended cap

Pushbutton flush cap

Multi-function flush cap (for bottom cap)

Multi-function extended cap (for bottom cap)

Multi-function flush cap (for top cap)

Multi-function extended cap (for top cap)

Pilot light diffuser

Illuminated pushbutton diffuser, flush

Illuminated pushbutton diffuser, extended

1

2

3

4

5

6

3

2

4

White

Black

Green

Red

Yellow

Blue

Default code for

pilot light diffusers

Default code for

flush diffusers

Default code for

extended diffusers

See page 

43 for engraved

text / symbol

options. Insert

colour suffix

code colour as

shown in note 2).

Type Colour Suffix No.

Ordering information for Standard text / Symbols
1. Select the Cat. No. for the appropriate product type and colour from the Configurator Table on this page.
2. Complete the Cat. No. by adding the appropriate suffix no. selected from the following pages (per letter).
3. List price for non-standard text / symbols, laser engraved caps and diffusers, per letter.
Example: Cat. No. D7-AF3CE166 identifies a pushbutton flush cap, green cap with laser engraved text “ON”. 

Request form for D7 specially labelled colour caps and diffusers

Notes: 1. Package quantity of one for all standard laser-engraved caps and diffusers. 
2. Standard font is Arial Narrow.
3. Font size is automatically determined by the number of characters. Seven characters maximum allowable. 

Multifunction 
cap positions

D7 Non-standard labelled colour caps and
diffusers engraving form

■ Standard text / Symbols configurator 1, 2, 3

CodeCode

Customer: _________________________________________________________________________ Date: _________________

Quantity: _______________________ Delivery Date: ____________________ Cust. Order No. ___________________________

Customer laser-engraved caps and diffusers - (3 steps required)

Step 1 - Insert Type code from the table: (example “E”, Pushbutton extended cap

Range

Step 2 - Insert Colour code from the table: (example “4”, Red cap)

Colour/Diffuser code range

Step 3 - Enter quantity and customer text:

Qty: _________________ Small font size, 12 pt. Line 1

Qty: _________________ Standard font size, 16 pt. Line 1

Qty: _________________ Large font size, 20 pt. Line 1 

D7 - A F 3 C E 166

D 7 -
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D7 Pushbutton colour caps and diffusers

Price Schedule ‘A2’

2

GST not included

5.90 5.90 5.90 5.90 5.90

D7-AD3CE208

-

D7-AD3CE212

-

D7-AD3CE166

-

D7-AD3CE163

D7-AD3CE229

D7-AD3CE228

D7-AD3CE186

-

D7-AD3CE924

-

D7-AD3CE223

D7-AD3CE110

D7-AD3CE170

D7-AD3CE107

D7-AD3CE182

D7-AD3CE152

D7-AD3CE191

D7-AD3CE145

D7-AD3CE120

D7-AD3CE188

D7-AD3CE114

D7-AD3CE201

D7-AD3CE193

D7-AD3CE219

D7-AD3CE101 

Diffuser for
Pilot Light
Cat. No.1)3)

D7-AD4CE208

-

D7-AD4CE212

-

D7-AD4CE166

-

D7-AD4CE163

D7-AD4CE229

D7-AD4CE228

D7-AD4CE186

-

D7-AD4CE924

-

D7-AD4CE223

D7-AD4CE110

D7-AD4CE170

D7-AD4CE107

D7-AD4CE182

D7-AD4CE152

D7-AD4CE191

D7-AD4CE145

D7-AD4CE120

D7-AD4CE188

D7-AD4CE114

D7-AD4CE201

D7-AD4CE193

D7-AD4CE219

D7-AD4CE101 

Diffuser for
Extended
illuminated
Pushbutton
Cat. No.1)3)

D7-AF_CE208

D7-AF301

D7-AF_CE212

D7-AF402

D7-AF_CE166

D7-AF3CE166

D7-AF_CE163

D7-AF_CE229

D7-AF_CE228

D7-AF_CE186

D7-AF6CE186

D7-AF_CE924

D7-AF6CE924

D7-AF_CE223

D7-AF_CE110

D7-AF_CE170

D7-AF_CE107

D7-AF_CE182

D7-AF_CE152

D7-AF_CE191

D7-AF_CE145

D7-AF_CE120

D7-AF_CE188

D7-AF_CE114

D7-AF_CE210

D7-AF_CE193

D7-AF_CE219

D7-AF_CE101

Flush Non-
illuminated
Cat. No.1)2)

START

START ‘GREEN’

STOP

STOP ‘RED’

ON

ON ‘GREEN’

OFF

I

O

RESET

RESET ‘BLUE’

R

R ‘BLUE’

UP

DOWN

OPEN

CLOSE

RAISE

LOWER

RIGHT

LEFT

FORWARD

REVERSE

FAST

SLOW

RUN

TEST

AUTO

D7-AE_CE208

-

D7-AE_CE212

D7-AE402

D7-AE_CE166

D7-AE3CE166

D7-AE_CE163

D7-AE_CE229

D7-AE_CE228

D7-AE_CE186

D7-AE6CE186

D7-AE_CE924

D7-AE6CE924

D7-AE_CE223

D7-AE_CE110

D7-AE_CE170

D7-AE_CE107

D7-AE_CE182

D7-AE_CE152

D7-AE_CE191

D7-AE_CE145

D7-AE_CE120

D7-AE_CE188

D7-AE_CE114

D7-AE_CE210

D7-AE_CE193

D7-AE_CE219

D7-AE_CE101 

D7-AD2CE208

-

D7-AD2CE212

-

D7-AD2CE166

-

D7-AD2CE163

D7-AD2CE229

D7-AD2CE228

D7-AD2CE186

-

D7-AD2CE924

-

D7-AD2CE223

D7-AD2CE110

D7-AD2CE170

D7-AD2CE107

D7-AD2CE182

D7-AD2CE152

D7-AD2CE191

D7-AD2CE145

D7-AD2CE120

D7-AD2CE188

D7-AD2CE114

D7-AD2CE201

D7-AD2CE193

D7-AD2CE219

D7-AD2CE101 

Description

Extended
Non-
illuminated
Cat. No.1)2)

Diffuser for
Flush
illuminated
Pushbutton
Cat. No.1)3)

Price $

Notes: 1) Not all combinations are held in stock. Indent items can be engraved by NHP to order.
2) Supplied black with white lettering unless shown otherwise. Other colours available to order. 

Add insert colour code as follows e.g. D7-AF3CE208 is green; 1 = white, 2 = black, 3 = green, 
4 = red, 5 = yellow, 6 = blue 

3) Diffusers are supplied clear with black lettering. 

2.90 2.90 3.20

Spare blank diffusers for pilot lights and illuminated pushbuttons

D7-AD2

Diffuser for
Flush
illuminated
Pushbutton
Cat. No.

Blank D7-AD4 D7-AD3

Description

Diffuser
for Pilot
Light
Cat. No.

Diffuser for
Extended
illuminated
Pushbutton
Cat. No.

Price $
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Price Schedule ‘A2’

2

GST not included

For standard multi-function operators 1)5)6)

Legend plates with symbol

D7 Multi-function legend plates and 
colour caps

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

7.70

D7-AEAU4-CU910

D7-AEAU4-CU212 

Pos. A
Bottom cap
Extended
Symbol white
text
Cat. No. 

D7-AFCU3-CU700

D7-AFCU3-CU242

D7-AFCU3-CU730

-

D7-AFCU3-CU909

D7-AFCU3-CU602

D7-AFCU3-CU712

-

-

D7-AFCU3-CU223

-

D7-AFCU3-CU191

D7-AFCU3-CU145

D7-AFCU3-CU120

-

D7-AFCU3-CUE208

-

Pos. C
Top cap
Flush
Symbol white
text
Cat. No. 

+

-

I

II

O

UP

DOWN

RIGHT

LEFT

FORWARD

REVERSE

START

STOP 

-

-

D7-AECU3-CU730

-

D7-AECU3-CU909

-

-

-

-

-

-

-

-

-

-

-

- 

D7-AFAU3-CU700

D7-AFAU3-CU242

-

D7-AFAU3-CU731

-

D7-AFAU3-CU602

-

D7-AFAU3-CU713

D7-AFAU4-CU910

-

D7-AFAU3-CU110

D7-AFAU3-CU191

D7-AFAU3-CU145

-

D7-AFAU3-CU188

-

D7-AFAU4-CU212

Symbol/
Text

Pos. A
Top cap
Extended
Symbol white
text
Cat. No. 

Pos. A
Bottom cap
Flush
Symbol white
text
Cat. No. Price $

5.50

5.50

5.50

5.50

5.50

5.50

5.50

D7-18AU231

D7-18AU229

D7-18AU234

D7-18AU255

D7-18AU252

D7-18AU253

D7-18AU256 

Aluminium,
inscription 
black, for 
legend plate
carrier D7-120 
& D7-200 
30 x 50 mm 4)
Cat. No. 

O . I

I II

I O II

O I

O I

O 

O 

D7-17BU231

D7-17BU229

D7-17BU234

D7-17BU255

D7-17BU252

D7-17BU253

D7-17BU256 

D7-18BU231

D7-18BU229

D7-18BU234

D7-18BU255

D7-18BU252

D7-18BU253

D7-18BU256 

Description

Plastic black,
inscription
white, for 
legend plate
carrier D7-110 
30 x 40 mm 2)
Cat. No. 

Plastic black,
inscription
white, for
legend plate
carrier D7-120
& D7-200
30 x 50 mm 3)
Cat. No. Price $

Green

Green

Green

Green

Green

Green

Green

Green

Red

Green

Green

Green

Green

Green

Green

Green

Red

Cap 
Colour

Notes: 1) Operators, refer page 2 - 14. 
2) Legend plate size 27 x 6 mm.
3) Legend plate size 27 x 16 mm. 
4) Legend plate size 26 x 15 mm. 
5) Not all variations stocked. Can be engraved by NHP to order.
6) Centre button ‘B’ not available as spare part – i.e. delivered complete with D7 operator only.
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Price Schedule ‘A2’

2

GST not included

HAND OFF AUTO

OFF
HAND   AUTO

Notes: 1) Supplied blank refer to page 2 - 45 for available legends.
2) Three snap-in legend plates are required for each D7-400 legend plate frame.

D7 Legend plates

2.70

2.60

2.80

2.80

4.50

4.50

4.50

4.50

4.50

4.50

5.70

5.70

4.20

4.20

5.70

5.70

4.20

4.20

4.20

D7-110

D7-120

D7-200

D7-4002)

D7-34WE100

D7-34BE100

D7-34AE100

D7-35WE100

D7-35BE100

D7-35AE100

D7-17WE100

D7-17BE100

D7-17AE100

D7-18WE100

D7-18BE100

D7-18AE100

D7-42WE100

D7-42BE100

D7-42AE100

Price $Dimensions Cat. No.

Legend plate frame

30 x 40 mm

Legend plate frame

30 x 50 mm

Legend plate frame

(for use with multi-function operator) 

30 x 70 mm

Legend plate frame

(for use with multi-function operator) 

50 x 48 mm

Legend plate (blank)

30 x 40 mm

White plastic

Black plastic

Aluminium

Legend plate (blank)

30 x 50 mm

White plastic

Black plastic

Aluminium

Legend plate - for D7-110 1)

Legend plate frame 30 x 40 mm

White with black text

Black with white text

Aluminium with black text 

Legend plate - for D7-120 & D7-200 1)

Legend plate frame 30 x 50 mm

White with black text

Black with white text

Aluminium with black text 

Legend p late - for D7-400 1)

Legend plate frame 2)

White with black text

Black with white text

Aluminium with black text 

Component Description

14.5 mm

29.8 mm

14.5 mm

18.7 mm

8.8 mm

29.8 mm
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2 - 44

2
D7 Custom legend plate ordering form (for text/symbols not found on other pages)

Notes: 1) Three snap-in
legend plates 
are required for
each D7-400
legend plate frame. 

Font Size

One piece Two piece Special multi-function

Max. Char.
per Line

Max. Char.
per Line

Max. Char.
per Line

Max. No. of Lines

D7-34… D7-35… 

Max. No. of Lines

D7-110
D7-120 &
D7-200 

Max. No. of Lines

D7-400 1)

Small, size 0.08”

Standard, size 0.10”

Large, size 0.14”

16

14

10

2

2

1

5

3

3

15

13

9

2

1

1

5

3

3

7

6

4

3

3

2

D7-110

Two piece Multi-function One piece

D7-120 D7-200 D7-400 D7-34… D7-35…

D7 Legend plates - Custom order form

Customer: _________________________________________________________________________ Date: _________________

Quantity: _______________________ Delivery Date: ____________________ Cust. Order No. ___________________________

Customer legend plate ordering instructions - (3 steps required)

Step 1 - Check legend frame type:

2 piece legend frames ❑ D7-110 ❑ D7-120 ❑ D7-200 ❑ D7-400

1 piece legend plate ❑ D7-34... ❑ D7-35...

Step 2 - Check legend plate type:

❑ White with black type ❑ Black with white type ❑ Aluminium

Step 3 - Enter quantity and customer text:
See table below for maximum lines/characters per selected legend plate in Step 1:

Line 1
Line 2

Qty: _________________ Small font size, 0.08” Line 3
Line 4
Line 5

Line 1
Qty: _________________ Standard font size, 0.10” Line 2

Line 3

Line 1
Qty: _________________ Large font size, 0.14” Line 2

Line 3 

12 Pt

16 Pt

20 Pt
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Price Schedule ‘A2’

2

GST not included

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

Price $

D7 Legend plates with text 4)

D7-17BE101

D7-17BE107

D7-17BE110

D7-17BE112

D7-17BE113

D7-17BE114

D7-17BE120

D7-17BE126

D7-17BE129

D7-17BE132

D7-17BE134

D7-17BE138

D7-17BE145

D7-17BE148

D7-17BE152

D7-17BE163

D7-17BE166

D7-17BE170

D7-17BE173

D7-17BE182

D7-17BE188

D7-17BE191

D7-17BE201

D7-17BE208

D7-17BE212

D7-17BE223

D7-17BE250

D7-17BE251

D7-17BE238

D7-17BE300

D7-17BE301

D7-17BE127

D7-17BE261

D7-17BE302

D7-17BE303

D7-17BE224

D7-17BE165

D7-17BE215

D7-17BE100

Plastic black,
inscription white,
for legend plate
carrier D7-110 
30 x 40 mm 1)

AUTO 

CLOSE 

DOWN 

EMERGENCY STOP 

FAULT 

FAST 

FOWARD

HAND

HIGH

IN

INCH

JOG

LEFT

LOW

LOWER

OFF

ON

OPEN

OUT

RAISE

REVERSE

RIGHT

SLOW

START

STOP

UP

I O AUTO

EMERGENCY STOP

MAN O AUTO

ON OFF AUTO

MAN AUTO

HAND AUTO

FORW. OFF REV.

SET-UP RUN

FORW. REV.

UP DOWN

OFF ON

STOP START

BLANK LEGEND PLATE

D7-18BE101

D7-18BE107

D7-18BE110

D7-18BE112

D7-18BE113

D7-18BE114

D7-18BE120

D7-18BE126

D7-18BE129

D7-18BE132

D7-18BE134

D7-18BE138

D7-18BE145

D7-18BE148

D7-18BE152

D7-18BE163

D7-18BE166

D7-18BE170

D7-18BE173

D7-18BE182

D7-18BE188

D7-18BE191

D7-18BE201

D7-18BE208

D7-18BE212

D7-18BE223

D7-18BE250

D7-18BE251

D7-18BE238 

D7-18BE300

D7-18BE301

D7-18BE127

D7-18BE261

D7-18BE302

D7-18BE303

D7-18BE224

D7-18BE165

D7-18BE215

D7-18BE100

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

D7-30AE250

D7-30AE251

D7-30AE238

D7-30AE300

D7-30AE301

D7-30AE127

D7-30AE261

D7-30AE302

D7-30AE303

D7-30AE224

D7-30AE165

D7-30AE215

D7-30AE100

Description

Plastic black,
inscription white,
for legend plate
carrier D7-120 30
x 50 mm 2)

Aluminium,
inscription black,
legend plate carrier
D7-200 
30 x 70 mm 3)

Notes: 1) Legend plate size 29.8 x 8.8 mm.
2) Legend plate size 29.8 x 18.7 mm.
3) Legend plate size 26 x 15 mm.
4) Not all variations stocked. Can be engraved by NHP to customer order.
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Price Schedule ‘A2’

2

GST not included

D7 Legend plates with text

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

D7-18BE130

D7-18BE135

D7-18BE255

D7-18BE256

D7-18BE142

D7-18BE146

D7-18BE171

D7-18BE183

D7-18BE204

D7-18BE254

D7-18BE128

D7-18BE144

D7-18BE150

D7-18BE184

D7-18BE205

D7-18BE207

Plastic black,
inscription white, for
legend plate carrier
D7-120 
30 x 50 mm 2)3)

HIGH LOW

INCH REVERSE

JOG FORWARD

JOG REVERSE

JOG RUN

LEFT RIGHT

OPEN CLOSE

RAISE LOWER

SLOW FAST

FORWARD STOP REVERSE

HAND OFF AUTO

JOB STOP RUN

LOW OFF HIGH

RAISE OFF LOWER

SLOW OFF FAST

SLOW OFF START

D7-17BE130

D7-17BE135

D7-17BE255

D7-17BE256

D7-17BE142

D7-17BE146

D7-17BE171

D7-17BE183

D7-17BE204

D7-17BE254

D7-17BE128

D7-17BE144

D7-17BE150

D7-17BE184

D7-17BE205

D7-17BE207

Description

Plastic black,
inscription white, for
legend plate carrier
D7-110 
30 x 40 mm 1)3) Price $

Notes: 1) Legend plate size 29.8 x 8.8 mm.
2) Legend plate size 29.8 x 18.7 mm.
3) Not all variations stocked. Can be engraved by NHP to customer order.
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Notes: 1) Performance data given in this publication is provided only as a guide for the user in determining suitability and do not constitute a
performance warranty of any kind. Such data may represent the results of accelerated testing at elevated stress levels, and the user is
responsible for correlating the data to actual application requirements.

2) Momentary mushroom operators are IP 65, multi-function operators have no Type 13 rating. Plastic operators with keys have no Type 4X rating.
3) Operating temperatures below 0 °C (32 °F) are based on the absence of freezing moisture and liquids.
4) Low voltage contacts are recommended for applications below 17 V, 5 mA.

Vibration (assembled to panel) (G) Tested at 10…2000 Hz, 1.52 mm displacement (peak-to-peak) 
max./G max. for 3 hr duration, no damage 

Shock (G) Tested at 1/2 cycle sine wave for 11 ms; no damage at 100 G
Degree of protection 2) UL Type 3/3R/4/4X/12/13 (IP 65/66)  UL Type 3/3R/4/12/13 (IP 65/66)
Mechanical durability per 10,000,000 Cycles Pushbuttons, momentary mushroom
EN 60947 (Annex C) 1,000,000 Cycles Multi-function

500,000 Cycles Push-pull mushroom
300,000 Cycles E-stops, selector switches

Operating force (N) Flush/extended = 5/N
(typical with one contact block) E-stop = 3/6N

Mushroom = 9/N
Operating torque
(typical application with one contact block) (N-m) Selector switch = 0.25 N-m
Environmental
Temperature range (operating) 3) (°C) -25…+70 °C (-13…+158 °F)
Temperature range (short-term storage) (°C) -25…+85 °C (-13…+185 °F)
Humidity (%) 50…95% RH @ 25…60 °C (77…140 °F) 

per: procedure IV of MIL-STD-810C, Method 507.1 cycling test 

Back-of-Panel (Components) 1)

D7 Technical information

Front-of-Panel (Operators) 1)
Mechanical Ratings Plastic (D7P) Metal (D7M)

Electrical Ratings
Standard contact block rating AC 15, DC 13 to EN 60947-5-1 and UL 508, 17 V, 5 mA min.

A600,Q600
600 V AC

Low voltage contact block 4) 5 V, 1 mA DC min.
C300, R150, AC 15, DC 13 to EN 60947-5-1 and UL 508

Thermal current (A) 10 A max. enclosed (40 °C ambient) to UL 508, EN 60947-5-1
Wire capacity #18…12 AWG (0.75…2.5 mm 2) 

Screw terminal (AWG) Max. (2) #14 AWG or (1) #12 AWG
Spring-clamp terminal (AWG) #18…14 AWG (0.75…1.5 mm 2)

Insulation voltage (Ui) Ui = 680 V (screw terminal)
Ui = 300 V (screwless terminal)

Dielectric strength (minimum) (V) 2200 V for one minute
External Standard 10 A type gL/gG cartridge fuse to EN 60269-2-1 or gN 
short blocks (Class J to UL 248-8 or Class C to UL 348-4)
circuit Low voltage 6 A type gL/gG cartridge fuse to EN 60269-2-1 or gN 
protection contact blocks (Class J to UL 248-8 or Class C to UL 348-4)
Electrical shock protection Finger-safe conforming to IP 2X
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Notes: 1) Performance data given in this publication is provided only as a guide for the user in determining suitability and do not constitute a
performance warranty of any kind. Such data may represent the results of accelerated testing at elevated stress levels, and the user is
responsible for correlating the data to actual application requirements.

Mechanical Ratings
Vibration (assembled to panel) (G) 10…2000 Hz, 1.52 mm displacement (peak-to-peak) max./10 G max. 6 hr
Shock (G) Tested at 1/2 cycle sine wave for 11 ms and no damage at 100 G max.
Contact durability per EN 60947-5-1 (Annex C) 10,000,000 cycles
Contact N/O Slow make, double break 
operation N/C Slow make, double break (positive opening) 

N/O E.M. Early make, double break 
N/C L.B. Late break, double break (positive opening)

Opening forces (typical) (N) 3.4 N: each single circuit contact block
5…6.6 N: each dual circuit contact block 

D7 Technical information

Back-of-Panel (Operators) 1), continued

Versions
Panel mounting

-01 -10 O1L 10E

. 1    . 2 .3    .4 .5    .6 .7    .8
■ Snap-on to coupling plate

■ 2 contact levels

■ up to 3 contact blocks per contact level

Base mounting

-01 -10 O1L 10E

. 1    . 2 .3    .4 .5    .6 .7    .8
■ Snap-on to the inside of the enclosure base or onto a DIN rail,

or secure with two screwed fixing straps

■ 3 contact blocks in one contact level possible

Possibilities to combine (Panel mounting)

Maximum of 6 contact blocks can be combined

Rated operating current Ie
24 V 48 V 110 V 220 V 230/240 V

AC 1 10 A 10 A
AC 15 8 A 8 A 6 A 3 A 3 A

380 V 400 V 415 V 500 V 690 V
AC 1
AC 15 2.5 A 2 A 2.2 A 1.5 A 0.75 A
Rated operating current Ie, continued
DC 13 24 V 48 V 110 V 125 V 220 V
-01, -10 3 A 1.5 A 0.2 A 0.6 A 0.1 A
-01, -E10 1.3 A 0.4 A 0.13 A 0.13 A 65 mA
DC 13 250 V 400 V 440 V 500 V 600 V
-01, -10 0.3 A 0.2 A 0.04 A 0.15 A 0.13 A
-01, -E10 65 mA 26 mA 26 mA
Short-circuit withstand
without welding 10 A slow (DT, gG)

Switching rate 6000 operations/hour

Fuse rating
permissible rated current fast (D, gF) 16 A

slow (DT, gG) 10 A

Electrical life
AC 11 0.1 A 1 A 2 A 3 A
No. of operations (millions) 10 3 1 0.5
Contact duty electronic circuit (H-type- bridges)

positive opening for: D7X01, D7BX01

Contact travel
D7

open

closed

Terminal marking
according to DIN EN 50 013

Terminals 0.75...2.5 mm2

18...12 AWG
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D7 Technical information

Back-of-Panel (Components), continued

Lamp elements

■ Panel or base mount

■ Small overall depth

■ Easy to wire

■ Screw or spring connection

Versions

D7-DOC D7-N

D7-BN

D7-Q

Standard element

Operating voltage max. 250 V

Technical information

D7-DOC

Lamp socket Ba9s

Lamp rating max. 2 W (2.6 W for pilot lights)

Insulation voltage Ui 250 V

Terminal marking according to DIN EN 50 013

Terminals Screw / spring 0.75...2.5 mm2

D7-N

D7-BN

D7-Q

Nominal Voltage Range Current Draw Frequency

LED Module Ratings 24 V AC 10...29 V AC 31 mA 50/60 Hz

24 V DC 10...30 V DC 24 mA DC

120 V AC 70...132 V AC 25 mA 50/60 Hz

240 V AC 180...264 V AC 22 mA 50/60 Hz

X1 X2 X1 X2

D7-DOC D7-N_
D7-Q_

D7-BN_
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Panel gasket All operators Nitrile

Diaphragm seal Illuminated pushbutton, non-illuminated pushbutton Automotive acceptable silicone

K-seal Selector switch, key selector switch, push/twist-to-release Nitrile

E-stop, key E-stop, push/pull mushroom

Diaphragm retainer, return spring I Illuminated pushbutton, non-illuminated pushbutton, Stainless steel

momentary mushroom, push/twist-to-release E-stop, 

key E-stop, push/pull mushroom 

Return spring II Reset, selector switch, key selector switch Zinc coated music wire

Button cap/mushroom head Non-illuminated pushbutton, momentary mushroom, PBT/polycarbonate blend

reset, push/twist-to-release E-stop, key E-stop, 

push/pull mushroom, multi-function 

2 colour moulded button insert Non-illuminated pushbutton PBT/polycarbonate blend

Lens Multi-function Acetal

Lens knob Illuminated pushbutton, illuminated momentary Polyamide

mushroom, illuminated selector switch 

Plastic bezel/bushing I Non-illuminated pushbutton, illuminated pushbutton, Glass-filled polyamide

momentary mushroom, selector switch, key selector switch, 

push/twist-to-release E-stop, key E-stop, push/pull 

mushroom, multi-function

Plastic bezel/bushing II, jam nut, knob Reset, non-illuminated selector switch, pilot light Glass-filled polyamide

Metal bezel/bushing All metal operators Zinc

Diffuser Illuminated pushbutton, pilot light Polycarbonate

Legend frames - Glass-filled nylon

Plastic mounting ring All plastic operators Glass-filled polyamide

Metal mounting ring All metal operators Chromated zinc

Plastic coupling plate - Glass-filled nylon

Metal coupling plate - Chromated zinc + stainless steel

Plastic enclosures - PBT/polycarbonate blend

Metal enclosure - Aluminium

Terminal screws LED module, incandescent module, contact blocks Zinc-plated steel with chromate

Terminals LED module, incandescent module, contact blocks Brass with silver-nickel contacts

Screwless LED module, incandescent module, contact blocks Stainless steel

Lamp socket Incandescent module Brass

Housing Incandescent module, LED module Glass-filled nylon

Low voltage terminals Contact blocks Gold-plated brass with 

silver-nickel contacts

Low voltage spanner Contact blocks Gold-plated brass with 

silver-nickel contacts

Spanner Contact blocks Brass with silver-nickel contacts 

D7 Technical information
Material listing

Component For use with Material used
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LED dominant wavelength Green (nm) 525 nm

Red 629 nm
Yellow 590 nm
Blue 470 nm
White

LED luminous intensity Green (mcd) 890 mcd
Red 890 mcd
Yellow 690 mcd
Blue 193 mcd
White 412 mcd

Incandescent maximum wattage (W) 1W
Environmental
Temperature range (operating) 2) (°C) -25…+70 °C (-13…+158 °F)
Temperature range (short-term storage) (°C) -25…+85 °C (-13…+185 °F) 
Humidity (%) tested at 50…95 % relative humidity from 25…60 °C (77…140 °F)

per: procedure IV of MIL-STD-810C, Method 507.1 cycling test 
Materials
Springs Stainless steel and zinc coated music wire
Electrical contacts Standard Silver-nickel

Low voltage Gold-plated over silver
Terminals Screw Brass

Screwless Silver-plated copper 

Product certification

Certifications UL. UR, CSA, CCC, CE 
Standards NEMA ICS-5; UL 508, EN 418, EN 60947-1, EN 60947-5-1, EN 60947-5-5
Terminal identification IEC 60947-1
Shipping approvals RINA, LR, ABS 

Environmental approval Notes: Front elements UL Recognised; Complete assemblies UL Approved.
See Table A2 (below) for your application.

This table is extracted from Sprecher + Schuh’s UL 508A file and can be used to determine which 
D7 pilot device is approved for a particular enclosure type. 

TABLE A2 - Openings in enclosure 

Enclosure type Openings may be closed by equipment marked…

2 2, 3, 3R, 3S, 4, 4X, 6, 6P, 11, 12, 12K, 13
3 3, 3R, 3S, 4, 4X, 6, 6P
3R 3, 3R, 3S, 4, 4X, 6, 6P
3S 3, 3R, 3S, 4, 4X, 6, 6P
4 4, 4X, 6, 6P
4X 4X
6 6, 6P
6P 6P
11 11

12, 12K 12, 12K, 13
13 13 

Notes: 1) Performance data given in this publication is provided only as a guide for the user in determining suitability and do not constitute a
performance warranty of any kind. Such data may represent the results of accelerated testing at elevated stress levels, and the user is
responsible for correlating the data to actual application requirements. 

2) Operating temperatures below 0 °C (32 °F) are based on the absence of freezing moisture and liquids.

D7 Technical information

Back-of-Panel (Components) 1), continued
Illumination Plastic (D7P) Metal (D7M)
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GST inclusive

D7 Technical infomation
Monolithic

Mechanical Ratings

Vibration (assembled to panel)

Shock

Degree of protection

Mechanical durability per

EN 60947-5-1 (Annex C)

Operating forces

Operating torque (typical

application with one contact block)

Contact operation

Pushbutton travel to change

electrical state

Tested at 10...2000 Hz, 1.52 mm displacement (peak-to-peak)

max./10 G max. for 3 hr duration, no damage

Tested at 1/2 cycle sine wave for 11 ms; no damage at 100 G

IP 66 (Type 3/3R/4/4x/12/13)

2,000,000 Cycles Momentary pushbutton

300,000 Cycles Selector switch

300,000 Cycles Emergency stop

Flush/extended = 9 N, E-Stop = 36 N

Selector switch = 0.25 Nm

N/O Slow double make and break

N/C Slow double make and break - 
positive opening

N/O 2.5 mm (0.1 in.)

N/C 1.5 mm (0.060 in.) 

Note: 1) Operating temperatures below O °C are based on the absence of freezing moisture and liquids.

Standard contact block ratings

Thermal current

Insulation voltage (Ui)

Wire capacity (screw terminal)
Recommendations for Ring Lug
terminations option

Recommended tightening torque
on screw terminals

B300, R300; AC 15, DC 13; 300 V AC; EN/IEC 60947-5-1 and UL 508, 17 V, 5 mA min.

5 A max. enclosed (40 ºC ambient) to UL508, EN/IEC 60947-5-1

300 V

#18...14 AWG (0.75...2.5 mm2), Max.(2) # 14 AWG, uses same size wire only

6.35 mm (0.250 in.) Max. outer diameter with 3.8 mm (0.148 in.) hole

diameter.

0.7...0.9 N m (6...8 lb-in.)

Nominal Voltage

24 V AC

24 V DC

120 V AC

240 V AC

Range

20...26 V AC

18...30 V AC

102...132 V AC

204...264 V AC

Nominal Current Draw

32 mA

24 mA

22 mA

22 mA

Frequency

50/60 Hz

DC

50/60 Hz

50/60 Hz

Temperature range
(operating)

Temperature range
(short term storage)

Humidity

-25...+60 ºC

-40...+85 ºC

50...95 % RH from
25...60 ºC

LED Module
Ratings

Electrical Ratings

Environmental 1)
Panel hole spacing
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GST inclusive

Panel hole spacing

D7 Dimensions (mm)

Back-of-Panel components - 
Incandescent Module with coupling plate

Back-of-Panel components - 
LED Module with coupling plate

Back-of-Panel components - 
Contact Blocks with coupling plate

Back-of-Panel components - 
Dual Circuit Contact Block or SMBC
Contact Block (Max. of 1 Deep)

Hole plug D7-N2

Base Mount adaptor
D7-A3BA

Max. Panel width 6 mm

* 4.5 mm when legend plate fitted
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30 x 40 mm Snap-in Legend plate
D7-110

Protective ring
D7-AMRG

30 x 50 mm Snap-in Legend plate
D7-120

D7 Dimensions (mm)

Plastic Guard
D7-AB21

30 x 60 mm 
Snap-in Legend plate  D7-200

Potentiometer Legend plate Special Multi-function 
Snap-in Legend plate  D7-400

30 x 40 mm One-Piece Legend plate
D7-34WE100

30 x 50 mm One-Piece Legend plate
D7-3SWE100

D7-30WN

D7-30WG
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D7 Dimensions (mm)

30 to 22.5 mm Hole adaptor
D7-AHA1

Anti-Rotation washer
D7-ALC1

Locking cover
D7-ALO1

Maintained Mushroom locking attachment
D7-AML2

Momentary Mushroom locking attachment
D7-AML1

Trim washer
D7-ATN1
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D7 Dimensions (mm)

Extended Non-Illuminated locking attachment
D7-AEL1

Flush Non-Illuminated locking attachment
D7-AFL2

Selector Switch locking cover D7-ASL2L
(Same for all lock positions) D7-ASL2LC

Pendant stations
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