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4 - 2

Price Schedule ‘B3’

Refer catalogue S&S-C

www.nhp.com.au/sightandsound

4

GST not included4 - 2

Electronic sounders

121.00

183.00

KL2494

KL2492

Price $Cat. No.
93-106

93-106

dB range
@ 1 m

93-106

93-106

dB range
@ 1 m

105

105

dB @ 1 m

105

105

105

105

dB 
@ 1 m

• IP 65 rated

• M20 cable Knock-outs in base

• 32 tones to choose from (including Australian Alert and Evacuation tones)

• 4 - 41 mA current draw (KL 2494)

• 50 mA current draw (KL 2492)

• Volume adjustment (20 dB turn down)

• KL2494 has provision for 2nd stage alarm by negative switching

• Frequency range 400-2580 Hz

9-60 V DC

110/240 V AC

Sonos
Description Voltage

320.00

320.00

KL2496R

KL2496A

Price $Cat. No.

• IP 65 rated

• M20 cable Knock-outs in base

• 32 tones to choose from (including Australian Alert and Evacuation tones)

• 4 - 41 mA current draw and dB output are tone dependent

• Sounder and beacon can be controlled separately by negative switching

• Volume adjustment (20 dB turn down)

• LED Beacon

• Frequency range 400-2580 Hz

17-60 V DC

17-60 V DC

Sonos (with beacon)
Description Voltage

295.00

375.00

KL980542

KL980548

Price $Cat. No.
• IP 66 rated

• Volume adjustment (20 dB turn down)

• 64 tones to choose from (including Australian Alert and Evacuation tones)

• Three alarm stages (DC only) by negative switching

• Provision for 5 cable entries

• 18-40 mA (DC) 11-23 mA (DC) tone dependent

10-60 V DC

110/240 V AC

Nexus 105
Description Voltage

610.00

610.00

610.00

610.00

KL980543

KL980544

KL980549

KL980550

Price $Cat. No.

• IP 66 rated

• Volume adjustment (20 dB turn down)

• Strobe can be controlled separately

• 64 tones to choose from 

(including Australian Alert and Evacuation tones)

• Three alarm stages (DC only) by negative switching

• Provision for 5 cable entries

• 718-740 mA (DC) 81-93 mA (AC) tone dependent

10-60 V DC

10-60 V DC

110/240 V AC

110/240 V AC

Description Voltage

KL980549

KL980542

KL2496R

KL2492

Red

Amb

Red

Amb

Strobe 
colour

Nexus 105 (with 5 joule strobe)

The electronic sounder is the most versatile device available in todays
market due to the flexibility of choosing up to 64 tones (nexus range),
such as fast and slow warble or Australian alert and evacuation tones.
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4 - 3

Refer catalogue S&S-C

Price Schedule ‘B3’

4

GST not included

Electronic sounders

430.00

560.00

570.00

KL980554

KL980605

KL980557

Price $Cat. No.
• IP 66 rated

• Volume adjustment (20 dB turn down)

• Three alarm stages (AC and DC)

• Provision for 5 cable entries

• 64 tones to choose from (including Australian Alert and Evacuation tones)

• 10-40 mA (DC) 11-23 mA (240 V AC) tone dependent

10-60 V DC

24-48 V AC

110/240 V AC

Nexus 110
Description Voltage

650.00

650.00

700.00

700.00

KL980555

KL980556

KL980558

KL980559

Price $Cat. No.
• IP 66 rated

• Strobe can be controlled separately

• Volume adjustment (20 dB turn down)

• Three alarm stages (AC and DC)

• Provision for 5 cable entries

• 64 tones to choose from (including Australian Alert and Evacuation tones)

• 710-740 mA (DC) 81-93 mA (AC) tone dependent

10-60 V DC

10-60 V DC

110/240 V AC

110/240 V AC

Nexus 110 (with 5 joule strobe)
Description Voltage

110

110

110

dB @ 1 m

110

110

110

110

dB 
@ 1 m

KL980558

KL980554

920.00

920.00

KL980545

KL980551

Price $Cat. No.
• IP 66 rated

• Volume adjustment (20 dB turn down)

• 64 tones to choose from (including Australian Alert and Evacuation tones)

• Three alarm stages (AC and DC) by negative switching

• Provision for 5 cable entries

• 190-500 mA (DC) 88-180 mA (AC) tone dependent

10-60 V DC

110/240 V AC

Nexus 120
Description Voltage

120

120

dB @ 1 m

KL980545

• IP 66 rated

• Volume adjustment (20 dB turn down)

• Strobe can be controlled separately

• Three alarm stages (AC and DC)

• 64 tones to choose from (including Australian Alert and Evacuation tones)

• Provision for 5 cable entries

• 890-1200 mA (DC) 158-250 mA (AC) tone dependent

Nexus 120 (with 5 Joule strobe)
Description

KL980552

Red

Amb

Red

Amb

Strobe 
colour

1120.00

1120.00

1160.00

1160.00

KL980546

KL980547

KL980552

KL980553

Price $Cat. No.
10-60 V DC

10-60 V DC

110/240 V AC

110/240 V AC

Voltage

120

120

120

120

dB 
@ 1 m

Red

Amb

Red

Amb

Strobe 
colour

740.00

740.00

KL980726

KL980784

Price $Cat. No.
• Download your own message from PC using 

USB cable and install CD, included with 

sounder

• Select from up to seven messages (DC voltage)

• Select from up to four messages (AC voltage)

• Xenon and LED strobe versions also available on indent

• Same physical appearance as Nexus 110

24 V DC

110/240 V AC

Nexus Voice
Description Voltage

110

110

dB @ 1 m

KL980726
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4 - 4

Price Schedule ‘B3’

4

GST not included4 - 4

1290.00

Sirens – motor driven

290.00KL2303
Price $Cat. No.

• 1000 Hz frequency

• Continuous sound rating

• Separate mounting bracket

• Connects to body with bayonet action

110/240 V AC

Mini Mono P
Description Voltage

750.00

750.00

KL2105 

KL2108

Price $Cat. No.
• IP 65 rated

• 1800 Hz frequency

• Continuous sound rating

• Suits mining and quarry applications

110 V AC/DC

240 V AC/DC

Mono 72
Description Voltage

KL2214
Price $Cat. No.

• IP 65 rated

• 1800 Hz frequency

• Cast aluminium body

• 15 mins ON 10 mins OFF

240 V AC/DC

Duplo
Description Voltage

750.00

750.00

KLXSM110

KLXSM240

Price $Cat. No.
• 1680 Hz frequency

• Continuous sound rating

• 1 metre pre-wired cable

• Separate mounting bracket

110 V AC/DC

240 V AC/DC

Super M
Description Voltage

KL2303

KL2108

KL2214

KLXSM240

103
dB @ 1 m

120

120

dB @ 1 m

126

dB @ 1 m

127

127

dB @ 1 m

Refer catalogue S&S-C

1580.00

1580.00

KLS04110

KLS04240

Price $Cat. No.
• Vertical mounting

• Cast aluminium body

• 900 Hz frequency

• Continuous sound rating

110 V AC/DC

240 V AC/DC

S04
Description Voltage

KLS04240

125

125

dB @ 1 m

Note: Available on indent only.
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4 - 5

Refer catalogue S&S-C

Price Schedule ‘B3’

4

GST not included

Sirens – evacuation

GP 6

12980.00GP6
Price $Cat. No.

The GP6 is a single ended disaster warning siren

designed to give effective warning over large

areas. The very low frequency maximises sound

coverage and emits a traditional “AIR RAID” sound.

The GP6 is manufactured in the UK from cast

aluminium and is powered by a 3 phase motor.
• IP 55 rated

• Continuous sound rating

• 475 Hz

• Operating temp -20 °C to + 40 °C

• Weight 68 kg

• FLC 5.5 Amps

• LRC 31.85 Amps

• Frequency 50 Hz

• Insulation Class F

• 3000 R.P.M.

• 2.2 kw motor

415 V

GP 6

Description Voltage

135
dB @ 1 m

GP 12

20900.00GP12
Price $Cat. No.

The GP12 is a double ended disaster warning

siren designed for warning over large areas. Each

stator produces a different tone which when

combined with the sirens low frequency provides

excellent sound coverage and emits a traditional

“AIR RAID” sound.
• IP 55 rated

• Continuous sound rating

• Operating temp 20 °C to + 55 °C

• Weight 145 kg

• FLC 18.10 Amps

• LRC 145.10 Amps

• Frequency 50 Hz

• Insulation Class F

• 2940 R.P.M.

• 11 kw motor

415 V

GP 12
Description Voltage

145
dB @ 1 m

D.O.L. motor starting is possible for the GP6 siren by using Cat. No. CAT7N5.5P415VAC. For further advise on
motor starting please contact your nearest NHP sales representative or office.

D.O.L. motor starting is possible for the GP12 siren by using Cat. No. CAT7N11P415VAC. For further advise
on motor starting please contact your nearest NHP sales representative or office.
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4 - 6

Refer catalogue S&S-C

4

GST not included4 - 6

Buzzers

61.00

61.00

KL1049646

KL1049650

Price $Cat. No.
• IP 34 rated

• Base mount

• Low frequency 450 Hz sound rating

• Continuous sound rating

• 40 mm Ø

6–14 V DC

10-28 V DC

KKTB
Description Voltage

KL1049650

Note: Available on indent only.

460.00

460.00

AE95-05

AE95-06

Price $Cat. No.
• IP 55 rated

• Panel mount

• Low frequency 335 Hz

• 10 mins ON, 10 mins OFF

24/48 V DC

110/240 V AC

AE95
Description Voltage

AE95-06

64.50

64.50

64.50

AE20M-12

AE20M-115

AE20M-230

Price $Cat. No.
• IP 55 rated

• Panel mount

• Continuous or pulsed tone

• AE2OM-12 (pulsed tone only)

• 50/60 Hz

• 43 mm Ø

12 V AC/DC

110 V AC

240 V AC

AE20M
Description Voltage

420.00

420.00

420.00

KL875G1

KL874N5

KL874R5

Price $Cat. No.
• IP 44 rated

• Panel mount

• Continuous sound rating

• Low frequency 350 Hz

24 V DC

110 V AC

240 V AC

Adaptahorn
Description Voltage

KL874R5

AE20M-230

560.00KL876R5• IP 65 rated

• Base mount

• Continuous sound rating

• 70 hours run time 

• Low frequency 350 Hz

240 V AC

KL876R5

80

80

dB @ 1 m

110

110

dB @ 1 m

90

90

90

dB @ 1 m

110

110

110

110

dB @ 1 m

Price Schedule ‘B3’
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4 - 7

Refer catalogue S&S-C

Price Schedule ‘B3’

4

GST not included

1320.00

1320.00

1320.00

KL1001

KL1008

KL1010

Price $Cat. No.
• IP 54 rated

• Famous “Klaxon” sound

• 1 min ON, 5 mins OFF

24 V DC

110 V AC

240 V AC

Klaxet Hooter

Bells (IP 54)

Description Voltage

KL1010

111

111

111

dB @ 1 m

Hooters and bells

W4240A

Note: Available on indent only.

W412D

W424D

W4125A

W4240A

W624D

W6125A

W6240A

W624DR 

W824D

W8240A

A68WPBB

196.00

196.00

196.00

196.00

270.00

270.00

270.00

270.00

315.00

315.00

80.00

Voltage dB @ 1 m Cat. No. Price $

98

98

98

98

100

102

102

100

104

104

Premium 4" (100 mm) Grey Bell

12 V DC

24 V DC 

110 V AC

240 V AC

Premium 6" (150 mm) Bell 

24 V DC (Grey)

110 V AC (Grey)

240 V AC (Grey)

24 V DC (Red Fire Bell)

Premium 8" (200 mm) Grey Bell

24 V DC

240 V AC

Bell back box - Grey (only for 6” + 8” grey bells) for IP 65 rating

1460.00

1460.00

1460.00

KL2001

KL2004

KL2006

Price $Cat. No.
• IP 65 rated

• Famous “Klaxon” sound

• 2 mins ON, 5 mins OFF

• 470 Hz

24 V DC

110 V AC

240 V AC

A1 Hooter
Description Voltage

120

120

120

dB @ 1 m

KL2004

W6240A

W6240A fitted with 
IP 65 back box – A68WPBB
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4 - 8

Price Schedule ‘B3’

Refer catalogue S&S-C

4

GST not included4 - 8

Xenon beacons

112.00

112.00

112.00

112.00

112.00

112.00

112.00

112.00

112.00

112.00

112.00

112.00

112.00

KL3061A

KL3061B

KL3061G

KL3061R

KL3061C

KL3063A

KL3063R

KL3063G

KL3066A

KL3066R

KL3066G

KL3066B

KL3066C

Price $Cat. No. 2)
• IP 65 rated
• 60 flashes per minute
• Vandal resistant locking
• IP 67 on request
• Polycarbonate housing
• 1.4 joule light output
• UV stable

12/24 V DC

12/24 V DC

12/24 V DC

12/24 V DC

12/24 V DC

110 V AC

110 V AC

110 V AC

240 V AC

240 V AC

240 V AC

240 V AC

240 V AC

Flashguard 
Description Voltage

Amber

Blue

Green

Red

Clear

Amber

Red

Green

Amber

Red

Green

Blue

Clear

Lens colour

KL3061A

290.00

290.00

MOX195-02WH_

MOX195-05WH_

Price $Cat. No. 1)2)
• IP 65 rated
• 50 Hz
• Optically enhanced flash
• 5 joule light output

24 V AC/DC

240 V AC

MOX 195
Description Voltage

MOX195-05WHA

Notes: 1) Please specify colour of lens, A-Amber, B-Blue, G-Green, R-Red, C-Clear
2) Note that continuous operation of Xenon beacons will reduce the lifespan of the unit. 

Typical operational life is 5,000,000 flashes.
Available on indent only.

Ø 104 mm

65
mm

 
 

Ø85mm

81mm

27mm
60mm

50mm

2 x 4.5mm Slots

88.00

88.00

88.00

88.00

88.00

88.00

MOX80-02A

MOX80-02R

MOX80-02G

MOX80-04A

MOX80-04R

MOX80-04G

Price $Cat. No. 2)
• IP 67 rated
• Low current draw
• 500 mm flying leads 
• Two point or surface

mount fixing

10-100 V DC/ 20-72 V AC

10-100 V DC/ 20-72 V AC

10-100 V DC/ 20-72 V AC

85-265 AC

85-265 AC

85-265 AC

MOX 80
Description Voltage

Amber

Red

Green

Amber

Red

Green

Lens colour

MOX-80-04R

The Xenon beacons listed below have up to a maximum height of 85 mm to suit applications that do not
require a large or obtrusive beacon.

NEW

Q-Pulse Id: TMS155 26/09/2012 Page 8 of 16



4 - 9

4

GST not included

Price Schedule ‘B3’

• IP 65 rated

• 50/60 Hz

• 48 LEDs 

• 1 metre flying leads (AC only)

Steel guard

Wall mount bracket

Refer catalogue S&S-C LED beacons

260.00

260.00

260.00

132.00

98.00

MOLED125-02_

MOLED125-03_

MOLED125-04_

MO50003

MO50001

Price $Cat. No. 1)
24 V DC

110 V AC

240 V AC

-

-

MOLED 125 (selectable for static or flash) 
Three modes of operation: static, flashing at 60 f.p.m. and flashing at 120 f.p.m.

Description Voltage

-

-

Notes: 1) Please specify colour of lens when ordering A - Amber, R - Red, G - Green or B Blue
Available on indent only.

KL3062A

147.00

147.00

147.00

147.00

147.00

KL3062A

KL3062R

KL3062G

KL3062B

KL3062C

Price $Cat. No.
• IP 65 (IP 67 on request)

• Low 50 mA current consumption

• 1 Hz flash rate

• UV stable

• Weight 140 grams

11-35 V DC

11-35 V DC

11-35 V DC

13-35 V DC

13-35 V DC

Flashguard (flashing or static LED output)
Description Voltage

Amber

Red

Green

Blue

Clear

Lens Colour

LED “light emitting diode” beacons are ideally suited for long life applications, typically achieving up to
100,000 hours of service.

147.00

147.00

147.00

147.00

147.00

147.00

147.00

147.00

KL3064A

KL3064R

KL3064G

KL3065A

KL3065R

KL3065B

KL3065G

KL3065C

Price $Cat. No.
• IP 65 (IP 67 on request)

• Low 32 mA current consumption

• UV stable

• Weight 140 grams

110 V AC

110 V AC

110 V AC

240 V AC

240 V AC

240 V AC

240 V AC

240 V AC

Flashguard (static LED output)
Description Voltage

Amber

Red

Green

Amber

Red

Blue

Green

Clear

Lens Colour

147.00

147.00

147.00

147.00

147.00

KL3067A

KL3067R

KL3067G

KL3067B

KL3067C

Price $Cat. No.
• IP 65 (IP 67 on request) 

• Low 32 mA current consumption

• UV stable

• Weight 140 grams

240 V AC

240 V AC

240 V AC

240 V AC

240 V AC

Flashguard (flashing LED only)
Description Voltage

Amber

Red

Green

Blue

Clear

Lens Colour

NEW

95.00

95.00

95.00

95.00

95.00

95.00

MOLED80-02A

MOLED80-02R

MOLED80-02G

MOLED80-04A

MOLED80-04R

MOLED80-04G

Price $Cat. No.
• IP 67 rated

• Low current draw

• Two point or surface mount fixing

• 3 year manufacturer's warranty

• 500 mm flying leads

10-100 V DC

10-100 V DC

10-100 V DC

85-265 V AC

85-265 V AC

85-265 V AC

LED80
Description Voltage

Amber

Red

Green

Amber

Red

Green

Lens Colour

MOLED125-04R

NEW
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4 - 10

4

GST not included4 - 10

Price Schedule ‘B3’

Refer catalogue S&S-CRotating beacons

420.00

420.00

420.00

420.00

132.00

98.00

147.00

MOR201-13_

MOR201-14_

MOR200-04_

MOR200-05_

MO50010

MO50001

MO50080

Price $Cat. No. 1)
• IP 65 rated 

• Rotation is 120 rpm

• 50 Hz

Steel guard

Wall mount bracket

Anti vibration mount

12 V DC

24 V DC

110 V AC

240 V AC

-

-

-

MOR 201/200
Description Voltage

HI 55W

HI 70W

Ba15d60W

Ba15d60W

-

-

-

Light 
source

MOR200-05A

420.00

420.00

420.00

420.00

132.00

97.00

MOR401-13_

MOR401-14_

MOR400-04_

MOR400-05_

MO50010

MO50004

Price $Cat. No. 1)
• IP 65 rated

• Wide base for surface mounting

• Rotation is 120 rpm

• 50 Hz

Steel guard

Wall mount bracket

12 V DC

24 V DC

110 V AC

240 V AC

-

-

MOR 401/400
Description Voltage

HI 55W

HI 70W

E14 60W

E14 60W

-

-

Light 
source

MOR400-05A

340.00

340.00

MOR88-34_

MOR88-38_

Price $Cat. No. 1)
• IP 65 rated

• Rotation is 160 rpm

• 50 Hz

• 2 metre flexible cord

• Magnetic base

12 V DC

24 V DC

MOR 88 (magnetic base with car lighter attachment)

Description Voltage

HI 55W

HI 70W

Light 
source

MOR88-34A

Notes: 1) Please specify colour of lens when ordering A - Amber, B - Blue, G - Green, R - Red.
See page 4 - 14 for spare lamps and other accessories.
Available on indent only.

A parabolic reflector, driven by an electric motor, revolves around a continuously illuminated lamp 
on the vertical axis of the beacon, creating a powerful beam of light travelling through 360 degrees.
These units are available with either a filament or tungsten halogen lamp. In general this type of beacon
has a greater degree of light output than other models. We recommend that rotating beacons always be
mounted vertically (never invert) to maximise life span of unit. Right angle wall mount brackets are
available as accessories.

Current

4.70 A

3.00 A

0.55 A

0.29 A

-

-

-

Current

4.70 A

3.00 A

0.55 A

0.29 A

-

-

Current

4.70 A

3.00 A

MOR 201/200 MOR 401/400 MOR 88

Dimensions (mm)
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4 - 11

Price Schedule ‘B3’

4

GST not included

Xenon beacons 

430.00

430.00

430.00

132.00

98.00

MOX201-18_

MOX200-21_

MOX200-22_

MO50010

MO50001

Price $Cat. No. 1)4)
• IP 65 rated

• 50/60 Hz

• 10 Joule output @ 60 f.p.m.

• 7.5 Joule output @ 90 f.p.m.

Steel guard

Wall mount bracket

12/24 V DC 3)

110 V AC

240 V AC

-

-

MOX 200/201
Description Voltage 

10/7.5J

10/7.5J

10/7.5J

-

-

Light source

MOX200-22A

510.00

510.00

510.00

132.00

97.00

MOX401-18_

MOX400-21_

MOX400-22_

MO50010

MO50004

Price $Cat. No. 1)4)
• IP 65 rated

• 50/60 Hz

• 10 Joule output @ 60 f.p.m.

• 7.5 Joule output @ 90 f.p.m.

Steel guard

Wall mount bracket

12/24 V DC 3)

110 V AC

240 V AC

-

-

MOX 400/401 
Description Voltage

10/7.5J

10/7.5J

10/7.5J

-

-

Light source

MOX400-22G

MOX500-22R

740.00

740.00

740.00

132.00

97.00

60.00

MOX501-18_

MOX500-21_

MOX500-22_

MO50010

MO50004

XS0104

Price $Cat. No. 1)4)
• IP 65 rated

• 24 Joule output @ 60 f.p.m.

• 18 Joule output @ 90 f.p.m.

Steel guard

Wall mount bracket

Current limiter (DC only)

12/24 V DC 3)

110 V AC

240 V AC

-

-

MOX 500/501 
Description Voltage

24/18J

24/18J

24/18J

-

-

Light source

800.00

800.00

800.00

MOX250-18_

MOX250-18_

MOX250-22_

Price $Cat. No. 2)4)
• IP 67 rated

• 60 flashes per minute

• 50 Hz

• Anti vibration base

10-100 V DC

20-75 V AC

240 V AC

MOX 250 
Description Voltage

10J

10J

10J

Light source

MOX 250-22A

290.00

290.00

290.00

132.00

98.00

MOX125ACDC_

MOX125-55_

MOX125-56_

MO50003

MO50001

Price $Cat. No. 1)4)
• IP 65 rated

• 60 flashes per minute

• 50/60 Hz

Steel guard

Wall mount bracket

10-100 V DC

20-72 V AC

110 V AC

240 V AC

-

-

MOX 125
Description Voltage

2J

2.3J

2.7J

-

-

Light source

MOX125-56R

Notes: 1) Please specify colour of lens when ordering A - Amber, B - Blue, G - Green, R - Red.
2) Amber, Red or Green lens only.
3) Pre-set to 24V DC requires current limiter XS0104 when DC battery supply is used. On/Off flash times apply.
4) Note that continuous operation of Xenon beacons will reduce the lifespan of the unit. 

Typical operational life is 5,000,000 flashes.
Available on indent only.

Xenon beacons operate by a discharge capacitor igniting xenon gas inside a tube to produce an extremely
bright flash.

Dimensions (mm)

MOX 125 MOX 200/201 MOX 400/401
MOX 500/501

MOX 250
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4 - 12

4

GST not included4 - 12

Price Schedule ‘B3’

Static filament beacons

121.00

121.00

121.00

121.00

132.00

98.00

MOSF125-80_

MOSF125-81_

MOSF125-82_

MOSF125-83_

MO50003

MO50001

Price $Cat. No. 1)
• IP 65 rated

• 50/60 Hz

• Weight 220 grams

Steel guard

Wall mount bracket

12 V AC/DC

24 V AC/DC

110 V AC

240 V AC

-

-

MOSF 125
Description Voltage

Ba15d21W

Ba15d21W

Ba15d15W

Ba15d15W

-

-

Light 
source

MOSF125-83R

Static filament beacons operate through an On and Off cycle. The light source once switched is
energised until turned off. One main advantage of continuous is, it can be controlled by either a relay
panel or PLC.

• Polycarbonate dome (UV resistant) and ABS base

• Temperature range -35 ºC to +66 ºC 

165.00

165.00

165.00

165.00

132.00

98.00

MOSF201-62_

MOSF201-63_

MOSF200-08_

MOSF200-09_

MO50010

MO50001

Price $Cat. No. 1)
• IP 65 rated

• 50/60 Hz

• Weight 700 grams

Steel guard

Wall mount bracket

12 V AC/DC

24 V AC/DC

110 V AC

240 V AC

-

-

MOSF 200/201
Description Voltage

HI 55W

HI 70W

Ba15d60W

Ba15d60W

-

-

Light 
source

MOSF200-09A

165.00

165.00

165.00

165.00

132.00

97.00

MOSF401-62_

MOSF401-63_

MOSF400-08_

MOSF400-09_

MO50010

MO50004

Price $Cat. No. 1)
• IP 65 rated

• 50/60 Hz

• Weight 700 grams

Steel guard

Wall mount bracket

12 V AC/DC

24 V AC/DC

110 V AC

240 V AC

-

-

MOSF 400/401
Description Voltage

HI 55W

HI 70W

E14 60W

E14 60W

-

-

Light 
source

MOSF400-09G

Refer catalogue S&S-C

Notes: 1) Please specify colour of lens when ordering A - Amber, B - Blue, G - Green, R - Red.
See page 4 - 14 for spare lamps and other accessories.
Available on indent only.

Current

1.75 A

880 mA

130 mA

7 mA

-

-

Current

4.60 A

2.90 A

550 mA

290 mA

-

-

Current

4.60 A

2.90 A

550 mA

290 mA

-

-

Dimensions (mm)

MOSF 125 MOSF 200/201 MOSF 400/401
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4 - 13

Price Schedule ‘B3’

4

GST not included

Refer catalogue S&S-C Flashing filament beacons 

165.00

165.00

165.00

165.00

132.00

97.00

MOFF401-88_

MOFF401-89_

MOFF400-86_

MOFF400-87_

MO50010

MO50004

Price $Cat. No. 1)
• IP 65 rated

• 50/60 Hz

• Weight 800 grams

Steel guard

Wall mount bracket

12 V DC

24 V DC

110 V AC

240 V AC

-

-

MOFF 400/401 
Description Voltage

HI 55W

HI 70W

E14 60W

E14 60W

-

-

Light 
source

MOFF400-87G

121.00

121.00

121.00

121.00

132.00

98.00

MOFF125-80_

MOFF125-81_

MOFF125-82_

MOFF125-83_

MO50003

MO50001

Price $Cat. No. 1)
• IP 65 rated

• 50/60 Hz

• Weight 200 grams

Steel guard

Wall mount bracket

12 V DC

24 V DC

110 V AC

240 V AC

-

-

MOFF 125
Description Voltage

Ba15d21W

Ba15d21W

Ba15d15W

Ba15d15W

-

-

Light 
source

MOFF125-83R

Flashing filament beacons operate through an internal circuit, which simply cycles the lamp On and Off.
These types of beacons generally give much lower light output as it takes longer for the lamp to fully
illuminate. The light output is enhanced by the use of a Dioptic (frenzel) lens, over the lamp.

• Polycarbonate dome (UV resistant) and ABS base

• Temperature range -35 °C to +66 °C 

• 60 (f.p.m.) flashes per minute

165.00

165.00

165.00

165.00

132.00

98.00

MOFF201-88_

MOFF201-89_

MOFF200-86_

MOFF200-87_

MO50010

MO50001

Price $Cat. No. 1)
• IP 65 rated

• 50/60 Hz

• Weight 700 grams

Steel guard

Wall mount bracket

12 V DC

24 V DC

110 V AC

240 V AC

-

-

MOFF 200/201
Description Voltage

HI 55W

HI 70W

Ba15d15W

Ba15d15W

-

-

Light 
source

MOFF200-87A

Dimensions (mm)

MOFF 125 MOFF 200/201 MOFF 400/401

Notes: 1) Please specify colour of lens when ordering A - Amber, B - Blue, G - Green, R - Red.
See page 4 - 14 for spare lamps and other accessories.
Available on indent only.

Current

1.75 A

880 mA

130 mA

7 mA

-

-

Current

4.70 A

3.00 A

130 mA

7 mA

-

-

Current

4.70 A

3.00 A

550 mA

290 mA

-

-
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MO50001

MO50004

MO50003

MO50010

MO50080

MO50006

98.00

97.00

132.00

132.00

147.00

97.00

4625040W

1691255

1692470

4611540W

1791221

1792421

37115125

3725060

18311540

18325030

14.80

14.80

14.80

14.80

14.80

14.80

14.80

14.80

14.00

14.00

4 - 14

Price Schedule ‘B3’

Refer catalogue S&S-C

4

GST not included

Spares and accessories – Moflash
Domes, lamps, brackets and guards

To suit the 125 Range Amber

Red

Blue

Green

To suit the 88/200/201/400/401 and Amber

500/501 Range Red

Blue

Green

MO50019

MO50018

MO50020

MO50021

MO50064

MO50065

MO50066

MO50067

37.50

37.50

37.50

37.50

66.00

66.00

66.00

66.00

Cat No.Domes (Lens)

Wall Mount right angle bracket to suit 125, 200/201 Range

Wall Mount right angle bracket to suit 88, 400/401 Range

Plastic coated steel guard for 125 Range

Plastic coated steel guard for 200/201 & 400/401 Range

Anti-Vibration mount to suit 125/200/201 Range

Single point mounting bracket to suit 400/401 & 500/501 Range

Mounting brackets & protective guards

To suit MOR400-05

MOR201-13/401-13/88-34/MOSF 201-62/401-62/201-88

MOR201-14/401-14/88-38/MOSF 201-63/401-63/201-89

MOR400-04/200-04

MOFF125-80/SF125-80

MOFF125-81/SF125-81

MOFF125-82/200-86/SF125-82

MOFF125-83/200-87/SF125-83

MOSF200-08_

MOSF200-09_

Lamps

Dimensions (mm)

Price $

MO50010 MO50003 MO50080

M050021

MO50065

MO50001

MO50004

MO50006

216 mm

170 mm

160 mm

114 mm
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4 - 15

4

GST not included

Refer catalogue S&S-C Selection and application data
Sight and sound products

Light street noise

Average office noise

Stockroom noise

Light assembly room noise

Shipping room noise

Heavy street noise

Heavy assembly room noise

Punch press room noise

Light machine shop noise

Boiler factory noise

Heavy machine room noise

Hammering on steel

Casual conversation at 1m

Whisper at 1m

Threshold of pain

10 40 50 60 70 80 90 100 110 120 130 140 dB (A)

X dB @ Y METRES = (X-6) dB @ 2 Y METRES
Double the distance, subtract 6 dB

1

2

5

20

50

200

500

2000

5000

65

59

51

39

=

70

64

56

44

36

75

69

61

49

41

80

74

66

54

46

=

85

79

71

59

51

39

90

84

76

64

56

44

=

92

86

78

66

58

46

38

94

88

80

68

60

48

40

96

90

82

70

62

50

42

98

92

84

72

64

52

44

=

100

94

86

74

66

54

46

=

102

96

88

76

68

56

48

=

104

98

90

78

70

58

50

38

106

100

92

80

72

60

52

40

108

102

94

82

74

62

54

42

=

110

104

96

84

76

64

56

44

=

112

106

98

86

78

66

58

46

38

114

108

100

88

80

68

60

48

40

116

110

102

90

82

70

62

50

42

118

112

108

104

98

92

88

84

78

72

68

64

58

52

48

44

120

114

110

106

100

94

90

86

80

74

70

66

60

54

50

46

122

116

112

108

102

96

92

88

82

76

72

68

62

56

52

48

124

118

114

110

104

98

94

90

84

78

74

70

64

58

54

50

126

120

116

112

106

100

96

92

86

80

76

72

66

60

56

52

128

122

118

114

108

102

98

94

88

82

78

74

68

62

58

54

130

124

120

116

110

104

100

96

90

84

80

76

70

64

60

56

dB (A)m

Frequency Hz / Attenuation -dB (A)

0 - 500 Hz - 0 dB(A) Deduct these dB from the above data depending
500 - 1000 Hz - 3 dB(A) on audio/frequency of the sounder.

1000 - 2000 Hz - 5 dB(A)
2000 - 4000 Hz - 9 dB(A)

300 Hz - 500 Hz 1000 Hz - 3000 Hz

100 dB 94 dB 88 dB

Decibel vs Metres
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0800 NHP NHP     nhp-nz.com1300 NHP NHP     nhp.com.au

Service Team 
Our dedicated Service Team are on call, easy 
to access, and are importantly experts in their 
own right, able to understand the challenges 
which need to be worked through to compete 
and be successful in the global market. 

Take the guesswork out of your project.

Think Sales Service and Support. Think NHP.

THINK SALES SERVICE AND SUPPORT. THINK NHP.
NHP has the largest product management, technical and 
engineering support and sales team in the Australasian electrical 
industry available 24 hours a day, 7 days a week, 365 days a year.
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