
Date:7/6/2012  11:30 AM

810 Vibration Tester Diagnostic Report

Device Serial Number : 1785015
Machine Setup Name : HOPKINS ST 01
Measurement  Date/Time : 01/01/2000 00:03:18

Machine Setup Details

Setup Field Input

Motor type AC

AC motor with VFD Yes

Speed in RPM 1479

Nominal kw 50

Motor mounted Vertical

Motor has Roller bearing

Motor detached from drive train No

Motor close-coupled Yes

Motor directly bolted to Centrifugal pump

No. of pump vanes [optional]
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Location : Location1
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location1
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Date:7/6/2012  11:30 AM
Location : Location1
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location1
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Date:7/6/2012  11:30 AM
Location : Location1
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location1
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Date:7/6/2012  11:28 AM

810 Vibration Tester Diagnostic Report

Device Serial Number : 1785015
Machine Setup Name : HOPKINS ST 01
Measurement  Date/Time : 01/01/2000 00:08:18

Machine Setup Details

Setup Field Input

Motor type AC

AC motor with VFD Yes

Speed in RPM 1479

Nominal kw 50

Motor mounted Vertical

Motor has Roller bearing

Motor detached from drive train No

Motor close-coupled Yes

Motor directly bolted to Centrifugal pump

No. of pump vanes [optional]
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Location : Location2
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location2
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Location : Location2
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location2
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Location : Location2
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location2
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Date:7/6/2012  11:31 AM

810 Vibration Tester Diagnostic Report

Device Serial Number : 1785015
Machine Setup Name : HOPKINS ST 02
Measurement  Date/Time : 01/01/2000 00:28:13

Machine Setup Details

Setup Field Input

Motor type AC

AC motor with VFD Yes

Speed in RPM 1470

Nominal kw 55

Motor mounted Vertical

Motor has Roller bearing

Motor detached from drive train No

Motor close-coupled Yes

Motor directly bolted to Centrifugal pump

No. of pump vanes [optional]
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Location : Location1
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location1
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Location : Location1
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location1
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Q-Pulse Id: TMS167 26/09/2012 Page 11 of 19



Page4
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Location : Location1
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location1
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Date:7/6/2012  11:31 AM

810 Vibration Tester Diagnostic Report

Device Serial Number : 1785015
Machine Setup Name : HOPKINS ST 02
Measurement  Date/Time : 01/01/2000 00:28:13

Machine Setup Details

Setup Field Input

Motor type AC

AC motor with VFD Yes

Speed in RPM 1470

Nominal kw 55

Motor mounted Vertical

Motor has Roller bearing

Motor detached from drive train No

Motor close-coupled Yes

Motor directly bolted to Centrifugal pump

No. of pump vanes [optional]
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Location : Location2
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location2
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Date:7/6/2012  11:31 AM
Location : Location2
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location2
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Date:7/6/2012  11:31 AM
Location : Location2
Range : High range
X Axis Unit : Orders
Y Axis Unit : mm/sec

Location : Location2
Range : Low range
X Axis Unit : Orders
Y Axis Unit : mm/sec
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Noise Level Readings  

          

 

 

Location 
 

Reading Time 

Reading Pump 1 in room with door open and fan on 
 

69 dBA 3:45 pm 

Reading Pump 2 in room with door open and fan on  67.5 dBA 3:52 pm 
 

Reading Pump 1 & 2 - In room with door closed 68.2 dBA 3:47 pm  
 

Reading on other side of closed door 53.7 dBA  
 

3:53 pm  

Reading ambient outdoors 50.8 dBA  
 

3:54 pm  

Reading from gate 56.6 dBA 
 

3:55 pm  

Reading from road 
 

52.9 dBA 3:56 pm 
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