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1. General 
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1.1 General Workplace Health and Safety 
 
 
• The Workplace Health and Safety Act (1995) sets out the laws about 

Workplace Health and Safety for all workplaces, workplace activities and 

specified high risk plant. The Electrical Safety Act (2002) sets out the laws 

covering electrical safety. Nothing in this document is designed, in any way, to 

undermine the authority of the Acts. 

• All reasonable care must always be taken to ensure the plant is without risk 

to the health and safety of personnel operating and maintaining plant and 

equipment.  

• Employers have an obligation to ensure the workplace health and safety of all 

personnel at work. 

• It is employer responsibility to ensure that all persons entering or working on 

the premises use appropriate personal protective equipment.  

• Personal protective equipment includes gloves, safety glasses, hard hats, ear 

protection, safe foot ware and, where necessary, specialist protective clothing 

for hazardous areas. 

• Any item of equipment should always be isolated before maintenance or 

repairs commence to ensure that inadvertent operation of the item does not 

result in risk to the health and safety of any person.  

• Where the item is isolated, any total or partial shutdown should not allow a 

hazardous situation to be created.  

• Where the item cannot be isolated, another person should be stationed at the 

controls of the item and an effective means of direct communication should 

exist between the persons carrying out the maintenance and the person at the 

controls. 
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General Operating Principles 

 

• All persons working the premises must be qualified Electrical Engineers or 

electrical trades persons capable of performing the required tasks 

competently. All personnel must also be familiar with plant and equipment.  

• Adequate information, instruction, training and supervision must be provided 

to enable personnel to perform work without risk to health and safety. 

• Work in an orderly way. 

• Plan work in advance to avoid hazardous situations.  

• Warn others of any hazards. 

• Make inquiries before starting work, particularly on any unfamiliar 

installation or equipment. 

• Before any work begins ensure that any instructions received or given are 

fully understood. 

• Concentrate on the task on hand.  

• Do not distract others or allow yourself to be distracted by foolish actions. 

• Work from a safe and convenient position that provides a maximum working 

space that you do not have to over reach, you cannot slip, trip or stumble and 

so endanger yourself and others. 

• Keep the working area tidy and free of unwanted materials and equipment. 

• Use insulated tools where possible. 

• Inspect tools and equipment regularly and ensure that any necessary 

maintenance is carried out. 

• Keep yourself in good health.  

• Do not work if ill or over tired, to the extent that your concentration, 

movement or alertness is affected. Illness or fatigue can endanger yourself 

and others. 
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1.2 Project Overview 
 
Contract BW70103-038 was for the manufacture and testing of ten (10) new 

Pressure switchboards for various locations throughout Brisbane. 

 

Equipment provided by SJ Electric ensures safe and efficient operation of the 

pump stations. Equipment supplied and installed by SJ Electric includes: - 

 

• Switchboards 

• Instrumentation 

• Civil Works 

 

The switchboard incorporates the latest technology in power monitoring, and 

instrumentation. It is important engineers, technicians and operators are familiar 

with the equipment installed before attempting any adjustments, modifications or 

maintenance.    

 

The following Sections of this manual contain a comprehensive description of all 

equipment supplied, by SJ Electric. It is recommended that this manual be 

referred to before carrying out any work on any equipment.  
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1.3  Plant Maintenance 

 
To ensure proper operation of the plant the following should be observed: - 

 

• The plant should be kept clean and tidy at all times. Not only is this of 

aesthetic value, it extends equipment life. 

• Check that all plant and equipment is operating correctly. Correctly operating 

equipment promotes overall plant efficiency. 

• All items and areas of equipment should be hosed down and cleaned 

regularly. 

 

WARNING 
• Avoid directly hosing any drive motor or electrical item. 

 

 

• All maintenance, service, modifications and significant deviations from 

Normal operating conditions should be recorded in the Plant Service Log  

• After a month of operation, check the tension of all bolts associated with the 

plant and thereafter periodically. Bolted connections on painted surfaces can 

loosen due to thinning of the paint underneath the bolt head-bearing surface. 

Motor mounting bolts and other bolted connections subjected to vibration 

should be periodically checked for loosening. 

 

WARNING 
• Before starting work on any item ensure that the power supply is 

isolated, tagged off, and the item cannot be started. 

 

• The importance of preventative maintenance cannot be over-emphasized. 

Regular maintenance and suitable care of the equipment will ensure a long 

and reliable service life of the equipment. 

• Many stoppages can be avoided by following the recommended maintenance 

procedures. Do not wait until you hear the grinding of equipment that has 

broken down. If you see any item wearing down, replace it, before it causes 

damage to other associated items. 
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Preventive Maintenance 

 

Maintenance procedures recommended to extend switchboard life are 

outlined as follows: - 

 

• Switchboard exterior should be regularly wiped down with a solvent 

base cleaner such as “Spray & Wipe”. This will ensure longevity of the 

powder-coated surface. 

• Accessible areas like distribution boards and motor starter panels 

should be cleaned with a vacuum cleaner to remove dust and foreign 

matter.  

• RTU panels should be maintained as dust free as possible. Dusting 

with a dry rag is recommended - taking care not allows dust inside the 

I/O modules or processor. 

• When removing or installing PLC modules care should be taken to 

ensure that power is turned off to the rack before modules are 

removed or installed. 

• Connections and efficient operation of circuit breakers, contactors and 

isolators should be checked every 12 months - especially where 

connected to busbars. 

• Busbar connections should be checked every 12 months. 

• Globes for indicator lights should be checked on a weekly basis with 

any faulty lamps replaced. 

• Cubicle Fans Filter should be inspected and cleaned frequently. 
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1.4 Electrical Control System 
 
General Description  

 

The switchboards are manufactured from 3mm aluminium and are 

suitable for location outdoors; the switchboards have been designed by 

Brisbane Water and contain several separate sections including: 

 

• Incoming Section. 

• Distribution Section. 

• RTU Section. 

 

 

1.5 Control and Monitoring System. 

 
The control and monitoring of the system is performed by the Brisbane 

Water telemetry system and was not included in this contract. 
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2. MANUFACTURER’S 

TECHNICAL DATA 
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TECHNICAL DATA SHEET 

 
For 

 
PRESSURE STATION PO067 

Bearsden Av 
 
 
 
 

Equipment Type: 
 
 

Surge Filter Alarm Relay 

Location: 
 
 

Main Incomer 

Model Numbers: 
 
 

DAR-275V 

Manufacturer: 
 
 

Critec 

Supplier: 
 
 
 
 
 

Energy Correction Options 
PO Box 431  
Kelvin Grove, QLD. 4059 
 
Ph:  07 3356 0577 
Fx:  07 3356 1432 
Web: www.ecoptions.com.au 
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TECHNICAL DATA SHEET 

 
For 

 
PRESSURE STATION PO067 

Bearsden Av 
 
 
 
 

Equipment Type: 
 
 

Radio 

Location: 
 
 

RTU Section 

Model Numbers: 
 
 

DR900-06A02-D0 

Manufacturer: 
 
 

Trio 

Supplier: 
 
 
 
 
 

Brisbane Water 
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TECHNICAL DATA SHEET 

 
For 

 
PRESSURE STATION PO067 

Bearsden Av 
 
 
 
 
 

Equipment Type: 
 
 

Impulse Suppressor 

Location: 
 
 

RTU Section 

Model Numbers: 
 
 

IS-50NX-C2 

Manufacturer: 
 
 

Polyphaser 

Supplier: 
 
 
 
 
 

Brisbane Water 
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TECHNICAL DATA SHEET 
 

For 
 

PRESSURE STATION PO067 
Bearsden Av 

 
 
 
 

Equipment Type: 
 
 

Radio/DC Converter 

Location: 
 
 

RTU Section 

Model Numbers: 
 
 

PB1H-2412G-CC 

Manufacturer: 
 
 

Powerbox 

Supplier: 
 
 
 
 
 

Brisbane Water 
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TECHNICAL DATA SHEET 
 

For 
 

PRESSURE STATION PO067 
Bearsden Av 

 
 
 
 

Equipment Type: 
 
 

Modem/DC Converter 

Location: 
 
 

RTU Section 

Model Numbers: 
 
 

24VDC-SP-CC 

Manufacturer: 
 
 

Powerbox 

Supplier: 
 
 
 
 
 

Brisbane Water 
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2. MANUFACTURER’S 

TECHNICAL DATA 
2.1 Critec DAR-275V Alarm Relay 
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  DINLINE ALARM RELAY (DAR) 
 

INSTALLATION INSTRUCTIONS 

www.erico.com  Page 1 of 2   

  

 

                     
 
1.  PREPARATION 

DANGER:  Electrical shock or burn hazard. 
Installation of this device should only be made 
by qualified personnel. Failure to lockout 

electrical power during installation or maintenance can 
result in fatal electrocution or severe burns. Before 
making any connections be sure that power has been 
removed from all associated wiring, electrical panels, 
and other electrical equipment. 

 
 
CAUTION NOTES:  

1. The installation of this device should follow all 
applicable electrical codes, such as the National 
Electrical Code. 

2. Check to make sure line voltage does not exceed 
DAR275V voltage ratings. 

3. Follow all instructions to ensure correct and safe 
operation.  

4. Do not attempt to open or tamper with the DAR in 
any way as this may compromise performance and 
will void warranty. No user serviceable parts are 
contained. 

2.  INTRODUCTION 

Selected DSD, TDS & TDF DINLINE Surge Protection 
Devices include status monitoring circuits which provide visual 
status display of device capacity. They may also provide a low 
voltage opto-coupler alarm output circuit that can be connect to 
the DAR to provide potential free (Form C) change-over 
contacts. The DAR alarm contacts may be used to provide 
output to external alarm systems or remote monitoring circuits. 

One DAR can be used per DSD/TDS/TDF opto-coupler alarm 
or up to 16 DSD opto-coupler alarms can be connected in 
series to the one DAR to provide a common output. It is 
recommended that the DAR be powered from the same 
power circuit that feeds the device(s) being monitored, 
however the DAR can be powered from other circuits. This 
allows for example, one DAR unit to be connected to separate 
SPDs that are protecting a three phase circuit. 

 

Note. Depending upon the usage of the DAR output contacts, 
failure of power to the DAR may be interpreted as a failure of 
one or more of the SPDs being monitored. Visual inspection 
of the DAR and SPDs status displays would determine this. 

3.  MOUNTING 

The DAR is designed to clip to 35mm (top hat) DIN rails 
(standard EN50022). Unless otherwise mechanically 
restrained, use horizontal DIN rails with the DAR module 
spring clips to the bottom and the label text the correct way up. 

NOTE: The DAR must be installed in an enclosure or panel 
that: 

• prevents the DAR temperature from exceeding  

 131°F (55°C) 

• provides adequate electrical and safety protection 

• prevents the ingress of moisture and water 

•   allows DAR status indicators to be inspected 
 

4.  ELECTRICAL CONNECTION  

The interconnecting wiring should: 

• be of size #10 to #14 AWG (2.5mm² to 6mm²) solid or 
stranded conductor.  

• The wire insulation should be stripped back 5/16" (8mm).   

• NOTE: Do not use greater than 9inlbs (1Nm) of torque 
when tightening the terminals.  

CONNECTION TO TELECOMMUNICATIONS NETWORKS 

The DAR is approved for use in Australia where the alarm 
contacts may be connected to private lines or building cabling 
associated with the telecommunications network. NO direct 
connection to the public switched network should be made. 

 

 

MODEL NUMBER 
DAR 275V 
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  DINLINE ALARM RELAY 
 

INSTALLATION INSTRUCTIONS 
 

www.erico.com Page 2 of 2 Doc: HBCR1681,  Rev: 1  
 

5.  INTERCONNECTION 

When connecting the DAR to a single opto-coupler output the 
+ terminal of the SPD should connect to the + terminal on the 
DAR. The – terminal should connect to the -- terminal. 
 

To transient
protected
equipment

To remote alarm circuit

DSD 2S/2T

N EPh

DAR

NPh

Voltage free contacts

Opto-coupler output  

+/- terminal connections are polarity sensitive. Do not reverse. 

 

When connecting the DAR to multiple opto-couplers the opto-
couplers should be connected in series with + terminal of one 
connected to the – terminal of the next. The DAR + terminal 
should connect to + SPD terminal at one end of the series 
connection and the – DAR terminal connect to the – SPD 
terminal at the other end of the series connection. 
 

DSD 2S/2T

Up to 16 connections per DAR module

N EPh N EPh

DAR

NPh

Voltage free contacts

 

+/- terminal connections are polarity sensitive. Do not reverse. 

 

5.  STATUS INDICATION 

Normal(green) indicator OFF
Red indicator ON
Relay is de-energised
Power is supplied

Normal(green) indicatorOFF
Red indicator OFF
Relay is de-energised
Power is OFF

Normal

4Fault

6

8

Normal

4Fault

6

8

DSDin alarm mode or power
to DSD has been removed

Power to DAR removed
Protection status unknown

DISPLAY

EXPLANATION

Normal

Fault
6

4

8

Normal(green) indicator ON
Red indicator OFF
Relay is energised
Power is supplied

Normal operation

Protection OperationalSTATUS Protection Alarm Fault Mode

 

 

6.  FUSING AND ISOLATION 

Overcurrent protection must be installed in the upstream circuit 
of the power supply to the DAR to provide protection to the 
unit itself and the wiring in case of fault conditions. 

The fuse rating should be based on the wiring size used to 
connect to the DAR Ph & N terminals. Australian regulations 
AS3000-1991, Table B2 specifies the following upstream 
protection for single phase circuits, unenclosed in air. 

 

Cable Size  HRC Fuse or  CB Rewirable Fuse 

1.5mm2   16A   12A 

2.5mm2   20A   16A 

4mm2   25A   20A 

6mm2   32A   25A 

 

Where overcurrent protection of the appropriate rating or 
smaller is already fitted in the upstream circuit, overcurrent 
protection at the DAR will not be required 

6.  MAINTENANCE & TESTING 

Before removing a DAR unit from service, ensure that the 
power has been removed. Maintenance, testing and 
replacement should only be undertaken by qualified personnel. 

Testing of a DAR unit which is connected to a fully functional 
DSD unit can be accomplished by removing power to the DSD 
only. The DAR Status indication and output contacts should 
alter from the Normal to Fault condition.  

Testing of the DAR unit alone may be accomplished by 
disconnecting the + / -connections to the unit. When power is 
applied the DAR “Fault” Status Indicator should be illuminated. 
By connecting the + / - terminals together, the “Normal” Status 
Indicator should be illuminated. The output contacts should 
alter to the appropriate state.  

7.  USE OF OTHER INTERFACES 

Only DAR units are recommended for the interfacing of 
equipment to the DSD, TDS & TDF opto-coupler alarm output 
circuit(s). The direct connection of other equipment to these 
opto-coupler alarm outputs may not provide sufficient isolation 
or exceed the opto-coupler specifications. This may damage 
the SPD and/or the connected equipment. Warranty may be 
voided under such circumstances.  

NOTE: In connecting to the SPD opto-coupler alarm 
output(s), do not reverse the +/- connections as 
damage may occur LNE

( 4 - 6 m m )B u n d l e / t w i s tt o g e t h e r

Supply

Keep as  short a s  p r a c t i c a l

S e e  s e c t i o n  8f o r  f u s i n g  d e t a i l s

NL 
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2. MANUFACTURER’S 

TECHNICAL DATA 
2.2 Trio DR900-06A02-D0 Radio. 

  

Bearsden Ave SPS Pressure Gauge P0067 Electrical Installation Operation and Maintenance Manual

Q-Pulse Id TMS469 Active 02/12/2013 Page 19 of 52



GENERAL
The Trio DataCom TC-900DR is a full duplex 900 MHz
Radio featuring a fully integrated 4800/9600 bps data radio
modem and antenna diplexer.  Configuration of the unit is
fully programmable, with parameters held in non volatile
memory (NVRAM).  All configuration parameters are
accessible using the TC-DRPROG installation package,
consisting of a programming lead, manual and software
which will run on a PC under Windows 95/98/NT.  It is
essential that each unit is programmed to suit individual
requirements prior to operation.  For detailed information
refer to the TC-900DR Handbook.

DATA CONNECTION
The data connection is via a DB9 connector labeled 'Port
A' (shown below), which is wired as a DCE.

User Serial "Port A" Pin Assignment.

EXTERNAL VIEW OF `PORT A

NOTE: Pin 6 and pin 9 provide a dual function which
depends on the mode that the TC-900DR is operating in.

User Serial "Port B" Pin Assignment.

Port B can be used as a secondary data steam
(independent of Port A) once configured by the
programmer.  Port B also has one connection that may be
of use for installation.  This connection (Pin 9) is Receive
Signal Strength Indicator (RSSI) output.  0-5V where 1.5V
typically indicates -110dBm and every 0.5V increase
indicates an improvement of » 10dBm.

EXTERNAL VIEW OF `PORT B'                                              
                      

     

NOTE:  Port B Pin 9 output has a high impedance of
around 50K OHMS and loading will decrease accuracy of
the RSSI measurement.

POWER CONNECTIONS
The power required is 13.8VDC nominal, at 600mA (Tx)
nominal.  If the POWER LED indicator is not illuminated
once power is applied, check the internal 1Amp fuse fitted
within the unit.

POWER CONNECTOR PIN ASSIGNMENT
TOP PIN +VE SUPPLY (13.8vdc)

 BOTTOM PIN GROUND

AUXILIARY CONNECTOR
The auxiliary connector is primarily for use with the
optional audio handset.  The connections to this auxiliary 6
pin RJ11 connector are as follows:

PIN NUMBER        FUNCTION
1 8 VOLTS
2 AUDIO OUT
3 GROUND         
4 MIC INPUT/SENSE
5 GROUND     
6 MANUAL PTT

The optional audio handset is recommended as an aid in
checking installations for radio path viability.  This audio
handset will only function when fitted prior to applying
power to the unit.

The modem upon power up will check the presence of the
handset and will inhibit data being transmitted so that
voice communications can be established.

Once the path tests have been conducted the audio
handsets MUST be REMOVED  and the unit powered up
with the handset removed before data communication can
commence.

USER INDICATIONS
The TC-900DR provides 4 LED's that show status
information to the user - POWER, RXSIG, SYNC, and
TXMIT indications.

The POWER is indicated by a green LED and simply
signifies that power has been applied to the unit.

The RXSIG LED (yellow) indicates the level of  RSSI
signal from the radio IF strip, compared to a threshold
level set in the configuration data programmed by the
user.  If the signal is above the threshold, then the LED
indicator is turned on.

In all operation modes except "Programmer mode", the
SYNC LED (yellow) indicates when the modem has
detected a valid data stream.  The SYNC LED is activated,
when the modem detects a valid HDLC flag sequence, and
remains active until an invalid sequence of seven or more
consecutive "1" bits is detected.

The SYNC LED will not be turned on if the RSSI signal
strength (as indicated by the RXSIG LED) is below the
minimum threshold.  This prevents false SYNC detection
from noise.

The TXMIT LED (red) indicator is connected directly to the
modem's PTT output transistor.  Whenever the radio is
transmitting, this TXMIT LED indicator will be on.

L:\Docs\HBK\userguide\trio datacom 900drug.lwp

Top

Ext. view  
of socket

PIN NO. & FUNCTION
1. DATA CARRIER DETECT (DCD) 
2. RECEIVE DATA OUTPUT (RXD)
3. TRANSMIT DATA IN (TXD)
4. DATA TERMINAL READY (DTR)
5. COMMON (COM) ___
6. PROGRAM PIN (PGM)
7. REQUEST TO SEND (RTS)
8. CLEAR TO SEND (CTS)
9. BIT ERROR RATE PIN (BER)

PIN NO. & FUNCTION
1. DATA CARRIER DETECT (DCD)
2. RECEIVE DATA O/P (RxD)     
3. TRANSMIT DATA O/P (TxD)
4. UNUSED                        
5. COMMON 
6. DATA SET RECEIVE (DSR)
7. UNUSED                                  
8. UNUSED                   
9. RECEIVE SIGNAL STRENGTH 

6 1

External view 
of socket

Top

              TC-900DR              TC-900DR  USER GUID  USER GUIDEE               

41 Aster Avenue  Carrum Downs  3201 Australia  Tel: 61 3 9775 0505   Fax: 61 3 9775 0606    
www.trio.com.au
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SPECIAL MODES OF OPERATION
Part of the power-up/reset initialisation phase of the
TC-900DR are  tests to determine if the modem should
enter one of 3 "special operation" modes.  In these modes
the TC-900DR won't operate in its standard run mode.

w Programmer mode.
w Bit error rate test mode.
w Handset mode.

These modes are only entered if the required setup
conditions are present at power up.  An error mode of
operation can also be entered into, if during normal
operation, an error condition occurs.
PROGRAMMER MODE
CABLE - Pins 2, 3, 4, 5 straight through with Pin 6 on the
DB9 connector of Port A, connected to pin 5.  When the
modem is powered up with this fitted, the controller senses
this and attempts to enter "Programmer mode" and the
"SYNC" LED will flash approx. once per second.  (Note,
the TC-DRPROG programming software and lead has the
required connections).  Failure to supply the correct
password in time, will cause the modem to abandon the
"Programmer mode" attempt, and go on with it's normal
power-up procedure.
BIT ERROR RATE TEST MODE
Pin 9 of the DB9 connector of Port A, is normally the Ring
Indicate output line.  However, if this pin is driven positive
(connecting it to pin 6 [DSR] and pin 7 [RTS]), then the
modem's data transmitter and receiver will enter the BER
test mode.  This will activate the RF transmitter, and
generate a scrambled bit pattern which should be decoded
at a receiver as a constant logic "1" level in the
unscrambled data.  Any errors in the decoded bitstream,
will be "0", and the receiver portion of the modem in this
mode, will activate the SYNC LED every time it sees a "0"
bit.

Note: As the TC-900DR is full duplex this test can operate
in both directions simultaneously.

Every error bit detected, will activate the SYNC LED.  For
error rates of 1 in 103 and above, the SYNC LED will be
ON most of the time.  A 1 in 104 error rate will show the
SYNC LED active for approximately 10% of the time.  This
function provides a crude indication of Bit Error Rate for
installation purposes.  Note: Error count messages
(ET:XXXX) for every 10,000 bits are presented to Port A
for the user.  If pin 9 ceases to be driven positive, then the
BER Test mode is terminated, and the modem restarts it's
initialisation phase.
HANDSET MODE
The DFM4-9 modem tests for the presence of a handset
plugged into the handset auxiliary port at power up.  If a
handset is plugged in, the modem will not generate a data
stream.  However, it will continue to indicate received RF
signal strength.  The handset has a PTT button, and this
signal is connected across the modem's PTT output.  Thus
the handset PTT switch will activate the TXMIT LED.  It is
essential to remove the handset from the unit and reapply
power to the unit in order to return  to normal operation.
ERROR INDICATION MODES
There are 3 error conditions that cause the RXSIG &
SYNC LEDs to be used for error indications and not their
normal purpose.  Two are fatal conditions, that cause the
modem to restart after the duration of the error indication
phase.

TRANSMIT POWER LOW
While the modem activates the radio transmitter, it
periodically checks the transmit power.  If the power
measurement is less than a threshold set in the
non-volatile memory, then the RXSIG and SYNC LEDs are
made to alternate, approximately 4 times per second.  The
TXMIT LED will also be on during this process.  This
indication condition will persist for the duration of the
transmission.  As soon as the transmission is discontinued,
the error indication will cease, and the two LEDs revert to
their normal function.  Factory set to 100 milliWatts.

NVRAM READ ERROR
The DFM4-9DR modem accesses the non-volatile
memory as part of it's initialisation phase, to read
programming configuration data.  If the communication
protocol with the device is violated, or the non-volatile
memory CRC checksum is found to be incorrect, then the
modem indicates this by flashing the RXSIG and SYNC
LEDs twice alternately.  That is, one LED operates ON and
OFF twice, then the other.  A total of five cycles of this
occurs, then the modem restarts initialisation.

SYNTHESISER LOCK DETECT ERROR
If at any time during normal operation, BER mode, or
handset mode, the TBB206 frequency synthesiser
indicates an out of lock condition, the modem enters an
error indication mode for a short time before restarting.

One LED is turned ON (R), the LEDs are swapped, then
both turned OFF (l).  Then the latter LED ON again, swap
LEDS, and then OFF.  This will give the appearance of a
sweeping motion between the LEDs.  The following table
shows all error condition displays.

repeatcontinue

llRl

repeatRllR

llllRl

lRRllR

RlllRl

lllRlR

RlllRl

lRlRlR

SYNCRXSIGSYNCRXSIGSYNCRXSIG

SYNTH ErrNVRAM ErrTx PWR Err

MOUNTING AND ANTENNA CONNECTION
The TC-900DR should be mounted in a cool, dry, vibration
free environment, whilst providing easy access to screws
and connections.  There are 4 mounting holes on the unit.
The antenna should be an external yagi antenna but can
be a ground independent dipole mounted via a feeder to
the antenna connector (SMA type) for short range
applications.  However the whole radio modem should be
clear of the associated data equipment to prevent mutual
interference.

ASSEMBLY OF POWER LEAD
A small plastic bag containing a molex connector
(M5557-2R) and two pins (M5556-TL) is provided in the
packing box.

The pins are designed to take 18-24 (AWG) wire size with
insulation range 1.3 - 3.10mm.

Please take care when crimping the pins. 04/01

L:\Docs\HBK\userguide\trio datacom 900drug.lwp
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2. MANUFACTURER’S 

TECHNICAL DATA 
2.3 Polyphaser IS-50NX Impulse 

Suppressor. 
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2. MANUFACTURER’S 

TECHNICAL DATA 
2.4 Powerbox Radio/DC converter. 
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Specifications
INPUT
Input voltage 12VDC (9.2–16)

24VDC (19–32)
48VDC (38–63)
110VDC (85–140)

Inrush current 20A max. for 110V only

OUTPUT 

Output voltage See table

Voltage adjustment ±10%, ±5% for PBIH-F

Output current See table

Ripple & noise Output Volts x 1% + 50mV to -100mV pk-pk

Line regulation 0.8% over input range

Load regulation 0.9%, 0%–100% load

Temperature coefficient 0°C to 50°C, 0.03% per °C

Overvoltage protection O.V. clamp, PBIH-F
Output shutdown, PBIH-G, J, M, R – input must
be switched off for at least 30S to reactivate

Overcurrent protection Fold back – PBIH-F
Current limiting, PBIH-G, J, M, R (PBIH-R series is
adjustable); PBIH110xxR models are not
adjustable

Drift Output V x 0.5% + 15(mV) per 8 hrs after 1 hr
warm-up

Rise Time 200mS max. – PBIH-F, M, R
100mS max. – PBIH-G, J (at 25°C)

Holdup time 10mS (only 110V input)

Remote sense PBIH-R Series only

OPERATING 

Efficiency 70%–89%

Safety isolation (1 minute) Type – 12, 24, 48V input
Input – Output: 1500VAC
Input– Case: 1500VAC
Output– Case: 500VAC
Type– 110V input
Input– Output: 2000VAC
Input– Case: 2000VAC
Output– Case: 500VAC

Insulation resistance 50M  (500VDC) Input – Case

Parallel operation Consult sales office for details

Remote control PBIH-R Series:
Open link: output normal
Short link: output off

ENVIRONMENTAL

Operating temperature 0°C to 50°C full load

Cooling Convection cooled

Storage temperature -20°C to +85°C

Humidity 85%

Shock 30G, PBIH-F, G and J

Vibration (5Hz–10Hz, 10mm),
(10Hz–50Hz) 2G, PBIH-F, G and J

STANDARDS AND APPROVALS

Safety Designed to UL1950

C-tick AS/NZS CISPR11 Group 1, Class A

MECHANICAL

Weight PBIH-F : 250g
PBIH-G : 380g
PBIH-J : 410g
PBIH-M : 800g
PBIH-R : 1.4kg

Features
• Wide selection of models
• 4 input voltage ranges
• High efficiency
• Low output ripple
• Proven reliability
• Good thermal margins
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PBIH Series
1 5 - 1 5 0  W A T T S  D C / D C  S I N G L E  O U T P U T

PBIH-F

MODEL
NUMBER

INPUT OUTPUT OUTPUT
POWER

PBIH-1205F 9.2-16V 5V 3A 15W

PBIH-1212F 9.2-16V 12V 1.2A 15W

PBIH-1215F 9.2-16V 15V 1A 15W

PBIH-1224F 9.2-16V 24V 0.62A 15W

PBIH-2405F 19-32V 5V 3A 15W

PBIH-2412F 19-32V 12V 1.2A 15W

PBIH-2415F 19-32V 15V 1A 15W

PBIH-2424F 19-32V 24V 0.62A 15W

PBIH-4805F 38-63V 5V 3A 15W

PBIH-4812F 38-63V 12V 1.2A 15W

PBIH-4815F 38-63V 15V 1A 15W

PBIH-4824F 38-63V 24V 0.62A 15W

PBIH-11005F 85-140V 5V 3A 15W

PBIH-11012F 85-140V 12V 1.2A 15W

PBIH-11015F 85-140V 15V 1A 15W

PBIH-11024F 85-140V 24V 0.62A 15W

PBIH-1205G 9.2-16V 5V 5A 25W

PBIH-1212G 9.2-16V 12V 2.1A 25W

PBIH-1215G 9.2-16V 15V 1.7A 25W

PBIH-1224G 9.2-16V 24V 1.1A 25W

PBIH-1248G 9.2-16V 48V 0.5A 25W

PBIH-2405G 19-32V 5V 5A 25W

PBIH-2412G 19-32V 12V 2.1A 25W

PBIH-2415G 19-32V 15V 1.7A 25W

PBIH-2424G 19-32V 24V 1.1A 25W

PBIH-2448G 19-32V 48V 0.5A 25W

PBIH-4805G 38-63V 5V 5A 25W

PBIH-4812G 38-63V 12V 2.1A 25W

PBIH-4815G 38-63V 15V 1.7A 25W

PBIH-4824G 38-63V 24V 1.1A 25W

PBIH-4848G 38-63V 48V 0.5A 25W

PBIH-11005G 85-140V 5V 5A 25W

MODEL
NUMBER

INPUT OUTPUT OUTPUT
POWER

PBIH-11012G 85-140V 12V 2.1A 25W

PBIH-11015G 85-140V 15V 1.7A 25W

PBIH-11024G 85-140V 24V 1.1A 25W

PBIH-11048G 85-140V 48V 0.5A 25W

PBIH-1205J 9.2-16V 5V 8A 50W

PBIH-1212J 9.2-16V 12V 3.3A 50W

PBIH-1215J 9.2-16V 15V 2.7A 50W

PBIH-1224J 9.2-16V 24V 1.7A 50W

PBIH-1248J 9.2-16V 48V 0.8A 50W

PBIH-2405J 19-32V 5V 10A 50W

PBIH-2412J 19-32V 12V 4.3A 50W

PBIH-2415J 19-32V 15V 3.4A 50W

PBIH-2424J 19-32V 24V 2.5A 50W

PBIH-2448J 19-32V 48V 1A 50W

PBIH-4805J 38-63V 5V 10A 50W

PBIH-4812J 38-63V 12V 4.3A 50W

PBIH-4815J 38-63V 15V 3.4A 50W

PBIH-4824J 38-63V 24V 2.5A 50W

PBIH-4848J 38-63V 48V 1A 50W

PBIH-11005J 85-140V 5V 10A 50W

PBIH-11012J 85-140V 12V 4.3A 50W

PBIH-11015J 85-140V 15V 3.4A 50W

PBIH-11024J 85-140V 24V 2.5A 50W

PBIH-11048J 85-140V 48V 1A 50W

PBIH-1205M 9.2-16V 5V 18A 100W

PBIH-1212M 9.2-16V 12V 9A 100W

PBIH-1215M 9.2-16V 15V 7A 100W

PBIH-1224M 9.2-16V 24V 4.5A 100W

PBIH-1248M 9.2-16V 48V 2A 100W

PBIH-2405M 19-32V 5V 20A 100W

PBIH-2412M 19-32V 12V 9A 100W

PBIH-2415M 19-32V 15V 7A 100W

MODEL
NUMBER

INPUT OUTPUT OUTPUT
POWER

PBIH-2424M 19-32V 24V 5A 100W

PBIH-2448M 19-32V 48V 2A 100W

PBIH-4805M 38-63V 5V 20A 100W

PBIH-4812M 38-63V 12V 9A 100W

PBIH-4815M 38-63V 15V 7A 100W

PBIH-4824M 38-63V 24V 5A 100W

PBIH-4848M 38-63V 48V 2A 100W

PBIH-11005M 85-140V 5V 20A 100W

PBIH-11012M 85-140V 12V 9A 100W

PBIH-11015M 85-140V 15V 7A 100W

PBIH-11024M 85-140V 24V 5A 100W

PBIH-11048M 85-140V 48V 2A 100W

PBIH-1205R 9.2-16V 5V 27A 150W

PBIH-1212R 9.2-16V 12V 13A 150W

PBIH-1215R 9.2-16V 15V 10A 150W

PBIH-1224R 9.2-16V 24V 6.5A 150W

PBIH-1248R 9.2-16V 48V 3.3A 150W

PBIH-2405R 19-32V 5V 30A 150W

PBIH-2412R 19-32V 12V 14A 150W

PBIH-2415R 19-32V 15V 11A 150W

PBIH-2424R 19-32V 24V 7A 150W

PBIH-2448R 19-32V 48V 3.5A 150W

PBIH-4805R 38-63V 5V 30A 150W

PBIH-4812R 38-63V 12V 14A 150W

PBIH-4815R 38-63V 15V 11A 150W

PBIH-4824R 38-63V 24V 7A 150W

PBIH-4848R 38-63V 48V 3.5A 150W

PBIH-11005R 85-140V 5V 30A 150W

PBIH-11012R 85-140V 12V 14A 150W

PBIH-11015R 85-140V 15V 11A 150W

PBIH-11024R 85-140V 24V 7A 150W

PBIH-11048R 85-140V 48V 3.5A 150W

Selection Table
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PBIH-G

PBIH-J

PBIH-M

Terminal Connection

0 FG
1 DC +V in
2 0V in
3 LFG
4 NO
5 NO
6 -V out
7 +V out

Terminal Connection

1 FG
2 DC +V in
3 0V in
4 LFG
5 -V out
6 +V out
7 NC

Terminal Connection

1 +V out
2 +V out
3 -V out
4 -V out
5 FG
6 -V in
7 +V in

Terminal Connection

1, 2 +V out
3 +S
4 -S

5, 6 -V out
7 Remote

Control
8 DC +V in
9 DC 0V in

10 FG

PBIH Series
1 5 - 1 5 0  W A T T S  S I N G L E  O U T P U T

PBIH-R
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2. MANUFACTURER’S 

TECHNICAL DATA 
2.5 Powerbox Modem/DC 

converter. 
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Features
• Ultra-low noise output
• Independent battery charging output
• DC output OK & battery OK alarms & LEDs
• Battery-LVD and alarm
• Over-temperature protection
• Battery fuse fail LED

Specifications
INPUT
Voltage: 190 to 264 vac, or 190 to 400VDC

Line regulation: 0.2%typical

Current: 1.4A maximum

Inrush current: 10A maximum

Frequency: 45 to 65 Hz

OUTPUT

Voltage See table

Current See table

Load regulation 0.5%typical

Current limit type - load cct Constant current

Current limit type - batt. cct Constant current

Short circuit protection Indefi nite, auto-resetting

Over-voltage protection 17.5 to 20V latching (13.8Vdc output)
31.5 to 39V latching (27.6Vdc output)

Ripple & noise
100 MHz bandwidth

28mVp-p (13.8Vdc output) 
55mVp-p (27.6Vdc output)

ENVIRONMENTAL

Operating temperature 0 to 70oC ambient with derating, 5...90%
relative humidity 
(non-condensing)

Over-temperature protection Automatic & auto-resetting

Cooling requirement Natural convection

Efficiency 80% minimum

STANDARDS & APPROVALS

Safety Complies with AS/NZS 60950, class 1,
NSW Office of Fair Trading Approval N20602

EMC Emissions comply with AS/NZS CISPR11,
Group 1, Class B. Complies with ACA EMC
Scheme, Safety & EMC Regulatory Compliance
Marked  

Isolation i/p-o/p
i/p-ground
o/p-ground

4242VDC for 1 minute 
2121VDC for 1 minute 
707VDC for 1 minute

ALARMS & BATTERY FUNCTIONS

Converter ON/OK alarm Indicated by voltage-free  changeover relay
contacts &

green LED ON=PSU OK

Battery low (& fuse) alarm 10.2 to 12.6V for 12V battery, adjustable 20.4
to 25.2V for 24V battery, adjustable Indicated
by voltage-free changeover relay contacts &
green LED: ON=BATT OK

Low voltage disconnect 9.6 to  12V for 12V battery, adjustable
19.2 to 24V2 for 4V battery, adjustable

Charger over-load protection Auto-resetting electronic circuit breaker

Reverse polarity protection Internal battery fuse

Battery to load voltage drop 0.2 to. 0.25V typical

MECHANICAL

Case size 264 L x 172 W x 67 H mm

Case size with heatsink 264 L x 186 W x 67 H mm

Rack size 232 D x 19” W x 2RU H

Weight 1.9 kg

Weight with heatsink 2.1 kg 

Weight (rack mounted version) 5.5 kg

PB251 Series
2 2 0 - 3 3 0  W A T T S  D C  U P S

Selection Table

MODEL
NUMBER

OUTPUT OUTPUT
VDC ILOAD IBATT POWER

PB251-12CM 13.8V 16A 2A 220W

PB251-12CM-H 13.8V 20A 2A 275W

PB251-24CM 27.6V 11A 2A 300W

PB251-24CM-H 27.6V 12A 2A 330W

PB251-12RML 13.8V 20A 4A 275W

PB251-12B 13.8V 20A 4A 275W

PB251-24RML 27.6V 12A 2A 330W

Note: Non standard battery
charging current available on
request. ie PB251-12CM-H-10 for
10A.
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Technical Illustrations

PB251 Series
2 7 5 - 3 3 0  W A T T S  D C  U P S
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4. INSPECTION & TEST 

RESULTS 
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5. COMPLIANCE 

CERTIFCATES 
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